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Abstract 

Construction industry uses Portland cement which is known to be a heavy contributor to 

the CO2 emissions and environmental damage. Incorporation of industrial wastes like 

demolished old concrete, silica fume (SF) and fly ash (FA) as supplementary cementing 

materials (SCMs) could result in a substantial reduction of the overall CO2 footprint of the 

final concrete product. However, use of these supplementary materials in construction 

industry especially in the making of concrete is highly challenging. Significant research 

efforts are required to study the engineering properties of concrete incorporating such 

industrial wastes. Present research is an effort to study the properties of concrete 

incorporating industrial wastes such as demolished concrete, SF and FA. 

Recycled coarse aggregate (RCA) concrete construction technique can be called as ‘green 

concrete’, as it minimizes the environmental hazard of the concrete waste disposal. Indian 

standard recommends target mean compressive strength of the conventional concrete in 

terms of water cement ratio (w/c). The behaviour of RCA concrete, prepared from two 

samples of parent concrete having different age groups, is investigated, to propose the 

relationship of compressive strength with water cement ratios, in the present study. 

Number of recycling may influence the mechanical properties of RCA concrete. The 

influence of age and number of recycling on the properties such as capillary water 

absorption, drying shrinkage strain, air content, flexural strength and tensile splitting 

strength of the RCA concrete are examined. While the compressive strength reduces with 

number of recycling gradually, the capillary water absorption increases abruptly, which 

leads to the conclusion that further recycling may not be advisable. 

Previous studies show that the properties of RCA concrete are inferior in quality compared 

to NCA concrete. The improvement of properties of RCA concrete with the addition of 

two ureolytic-type bacteria, Bacillus subtilis and Bacillus sphaericus to enhance the 

properties of RCA concrete. The experimental investigations are carried out to evaluate 

the improvement of the compressive strength, capillary water absorption and drying 

shrinkage of RCA concrete incorporating bacteria. The compressive strengths of RCA 

concrete are found to be increased by about 20% and 35% at the cell concentrations of 106 

cells/ml for the two bacteria. The capillary water absorption as well as drying shrinkage of 

RCA are reduced when bacteria is incorporated. The improvement of RCA concrete is 
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confirmed to be due to the bacterial mineral precipitation as observed from the 

microstructure studies such as EDX, SEM and XRD. 

The mechanical properties, such as compressive, flexural and tensile splitting strength, of 

SF concrete considering the 10% additional quantity of cement as recommended by 

International codes, by partial replacement of slag cement on low to medium strength 

concrete, have not been investigated so far. The present study investigates the mechanical 

properties of medium strength SF concrete made as per this construction practice by 

partial replacement of slag cement. Effect of SF on compressive, flexural and tensile 

splitting strength of hardened concrete is examined. Seven concrete mixes are prepared 

using Portland slag cement (PSC) partially replaced with SF ranging from 0 to 30%. The 

mix proportions were obtained as per Indian standard IS: 10262-2009 with 10% extra 

cement when SF is used as per the above the construction practice. Optimum dosages of 

SF for maximum values of compressive strength, tensile splitting strength and flexural 

strength at 28 days are determined. Results of the present study are compared with similar 

results available in literature associated with Portland cement. Relationships, in the form 

of simplified equations, between compressive, tensile splitting and flexural strengths of SF 

concrete are proposed.  

Several studies related to sustainable concrete construction have encouraged the usage of 

industrial waste products such as SF and FA. Design of structures, made using such SF 

and FA concrete, for an acceptable level of safety, requires the probabilistic descriptions 

of its mechanical properties. For this purpose, an extensive experimental programme was 

carried out on compressive strength, flexural strength and tensile splitting strength 

properties of SF and FA concrete. The probability distribution models are proposed based 

on the three goodness-of-fit tests such as Kolmogorov-Sminrov, Chi-square and log-

likelihood tests. The proposed probability distributions are used to study performance of 

typical buildings made of SF and FA concrete through seismic fragility curves and 

reliability indices.  

 

Key Words: Concrete, Recycled coarse aggregate, Ureolytic bacteria, Silica fume, Fly 

ash, Variability, Fragility. 
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Chapter 1  Introduction 

1 

Chapter 1 

Introduction 

 

1.1 Background and Motivation 

Most engineering constructions are not eco-friendly. Construction industry uses Portland 

cement which is known to be a heavy contributor to the CO2 emissions and 

environmental damage. In India, amount of construction has rapidly increased since last 

two decades. Using various types of supplementary cementing materials (SCMs), 

especially SF and FA, as a cement replacement could result in a substantial reduction of 

the overall CO2 footprint of the final concrete product. Lesser the quantity of Portland 

cement used in concrete production, lesser will be the impact of the concrete industry on 

the environment. 

The deposition of construction garbage which is increasingly accumulated due to various 

causes such as demolition of old construction is also an environmental concern [Topcu 

and Guncan 1995]. In India, the Central Pollution Control Board has assessed that the 

solid waste generation is about 48 million tonnes per annum of which 25% are from the 

construction industry. This scenario is not so different in the rest of the world. In order to 

decrease the construction waste, recycling of waste concrete as aggregate is beneficial 

and effective for preservation of natural resources [Khalaf and Venny 2004].  

Usage of demolished concrete, SF and FA in construction industry is more holistic as it 

contributes to the ecological balance. However, use of these waste materials in 

construction industry especially in the making of concrete is highly challenging. 

Significant research efforts are required to study the engineering properties of concrete 

made of such industrial wastes. Present research is an effort to study the properties of 

concrete incorporating industrial wastes such as demolished concrete, SF and FA. 

Demolished concrete can be used as recycled coarse aggregate (RCA) to make new 

concrete (RCA concrete) by partially or fully replacing the natural coarse aggregate 

(NCA). Various researchers have examined the physical and mechanical properties of 

RCA concrete and found that the mechanical strength of the RCA concrete is lower than 

that of conventional concrete with NCA. This is due to the highly porous nature of the 
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RCA compared to NCA and the amount of replacement of NCA [Rahal 2007]. The 

physical properties of the RCA depend on the amount of adhered mortar and its quality. 

Amount of adhered mortar depends on the process of crushing of parent concrete. Due to 

these reasons, RCA shows more porosity, more water absorption, low density and low 

strength as compared to the natural aggregate. Previous researchers reported that up to 

25% reduction in compressive strength has been occurred due to above reasons [Amnon 

2003; Elhakam et al. 2012; Tabsh and Abdelfatah 2009, McNeil and Kang 2013]. 

The relationship between the water-to-cement (w/c) ratio and the compressive strength is 

essential for the preliminary estimation of water and other constituent materials for mix 

design of concrete. Indian standard recommends such relationship for NCA concrete. 

This relationship may be different for RCA concrete depending on its age and number of 

recycling. Many studies [Rahal 2007; Amnon 2003; Tabsh and Abdelfatah 2009; Kou et 

al. 2011, Kou and poon 2009; and Padmini et al. 2009] are reported in literature that 

focuses on the behaviour, properties, and functional uses of RCA. However, no studies 

have been reported on the behaviour of RCA concrete with regard to above aspects. The 

present work is an attempt to study the relationship of w/c ratio with compressive 

strength considering age and number of recycling of RCA. 

The rising tide of adoption of RCA for construction demands an investigation of methods 

to improve the quality of RCA concrete. Use of urease-producing bacteria can address 

the problems associated with RCA concrete to some extent. Such bacteria can precipitate 

CaCO3 through urease activity [Pei et al. 2013; Pacheco-Torgal and Labrincha 2013; and 

Siddique and Chahal 2011] which catalyzes the hydrolysis of urea into ammonium and 

carbonate. First, urea is hydrolyzed intracellular to carbamate and ammonia. Carbamate 

spontaneously hydrolyzes to form additional ammonia and carbonic acid. These products 

subsequently form bicarbonate, ammonium, and hydroxide ions. These reactions increase 

the ambient pH, which in turn shifts the bicarbonate equilibrium, resulting in the 

formation of carbonate ions. This leads to accumulation of insoluble CaCO3, which fills 

up the pores of the concrete and improves the impermeability and strength. Bacterial 

calcium carbonate mineralization using urease producing bacteria is proposed in the 

present study to improve the quality of RCA concrete.  

Like all other pozzolanic materials, SF is capable of reacting with the calcium hydroxide, 

Ca(OH)2 liberated during cement hydration to produce hydrated calcium silicate (C–S–

H), which is accountable for the strength of hardened concrete. The high content of very 

fine amorphous spherical (100 nm average diameter) silicon dioxide particles (present 
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more than 80%) is the main reason for high pozzolanic activity of SF. The SF can 

improve both chemical and physical properties, which transform the microstructure of 

concrete and hence reduce the permeability and increase the strength. Most of the 

previous studies on the SF concrete are conducted using Portland cement for high 

strength concrete applications. International codes [ACI 234R-96] recommend an 

additional 10% of cement when SF is used as partial replacement of cement in the 

construction practice. The mechanical properties of SF concrete considering the 10% 

additional quantity of cement as recommended by International codes, incorporating slag 

cement on low to medium strength concrete, have not been investigated so far. The 

present study investigates the mechanical properties of medium strength SF concrete 

made as per this construction practice using slag cement.  

Randomness and variability of material properties can considerably affect structural 

performance and safety. In contradiction to reality this phenomenon is usually neglected, 

in conventional structural analysis and design that assume deterministic values of 

material properties. This assumption makes the analysis models less realistic and less 

satisfactory. With the advancement of computing facilities, the complex structural 

analyses including the probabilistic nature of the various parameters of the structure are 

not difficult and have become essential for its response against natural loads like 

earthquake, wind, etc.  There are many studies [Campbell and Tobin 1967; Soroka 1968; 

Chmielewski and  Konapka 1999; and Graybeal and Davis 2008] reported on the 

variability of compressive strength of concrete. The variability of compressive strength 

of concrete usually represented in literatures by a normal distribution if the coefficient of 

variation does not exceed 15-20%, although slight skewness may be present. However, 

when the coefficient of variation is high, the skewness is considerable [Campbell and 

Tobin 1967] and if the quality control is poor [Soroka 1968], a lognormal distribution is 

more rational to represent the tail areas of distribution than a normal distribution. A 

recent study [Chen et al. 2014] concludes that the variation in concrete compressive 

strength should be characterized using various statistical criteria and different distribution 

functions.  

The inherent variability of cement and SF may not be similar in nature, as SF is a by-

product in the carbothermic reduction of high-purity quartz with carbonaceous materials 

like coal, coke, wood-chips in the production of silicon and ferrosilicon alloys. 

Therefore, existing literatures on the variability of cement concrete may not be useful to 

describe the variability of concrete with SF. One of the focus of the present study is to 



Chapter 1  Introduction 

4 

describe the variability of concrete using SF by finding out a best fitted probability 

distribution matching the experimental data. An attempt has been made to study the 

seismic behaviour of typical RC structures through fragility analysis considering the 

variability of the SF concrete obtained from experiments.  

FA, which is another material used to supplement cement popularly to produce concrete. 

A part of the present study is devoted to investigate the above described properties for 

FA concrete also. 

 

1.2 Objectives 

Based on a detailed literature review (presented in Chapter 2), the major objective of the 

present research work is identified as the investigation of properties of concrete made 

using various alternative materials (RCA, SF and FA) and its possible enhancement. 

Following are the sub-objectives to achieve the major goal.  

i. To study the relationship of w/c ratio and compressive strength, the effects of age 

and number of recycling on the properties of RCA concrete.  

ii. To study the enhancement of engineering properties of RCA concrete using 

bacteria. 

iii. To investigate the mechanical properties of low to medium strength SF concrete 

incorporated with 10% additional cement quantity as per the construction 

practice. 

iv. To describe the variability in the properties of both SF and FA concrete and its 

implications in the seismic behaviour of typical building structures through 

fragility analysis. 

 

1.3 Scope 

Following are the scopes and limitations of the present study 

1. Present construction industry uses slag cement over ordinary Portland cement. 

90% of the cement used in Indian construction industry are of slag cements. 

Present research, therefore, considers only slag cement for all the studies.  

2. Only low to medium strength concrete are considered in the present study as the 

usage of this type of concrete is higher compared to high strength concrete. 

3. Only two parameter probability distributions are considered for the description of 

variability of SF and FA concrete. 
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4. Only three statistical goodness of tests such as Kolmogorov-Sminrov, Chi-square 

and log-likelihood tests are used for evaluation of best –fit probability distribution 

models. 

 

1.4 Methodology 

In order to achieve the above objectives following step by step methodology is adopted: 

1. Prepare RCA from demolished concrete, prepare test specimens and perform 

different tests to evaluate the effect of age and number of recycling on the 

properties of RCA concrete. 

2. Culture of bacteria in the laboratory, incorporate them on the RCA concrete to 

enhance the properties. 

3. Perform micro-structure analyses such as X-ray diffraction (XRD) and field 

emission scanning electron microscopy (FESEM) to relate the morphology and 

microstructure of bacterial concrete to its mechanical properties.  

4. Design the mix proportion for SF and FA concrete and evaluate their mechanical 

properties. 

5. Propose probability distribution models for the description of variability in 

mechanical properties of SF and FA based on goodness of fit tests  

6. Study the behaviour of typical building structures through seismic fragility 

analysis using the proposed probability distribution models. 

 

1.5 Novelty of the Present Work 

This research is focussed on following important aspects which were not reported in any 

published literature: 

(i) The effect of successive recycling of coarse aggregate on the properties of 

concrete has been carried out. 

(ii) Although the construction industry have shifted from OPC to PSC in the 

concrete making worldwide, the research focus is still surprisingly limited to 

OPC to a great extent. Studies on RCA/bacterial/SF/FA concrete using PSC 

makes this research meaningful. 

(iii) Design philosophy for concrete structure is moving towards performance-

based design which requires probabilistic description of material properties, 

structural model and design loads. Although a large amount of literature exist 
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in the domain of SF/FA concrete there is no probabilistic description of 

properties of such concrete reported in published literature. This research 

attempted to fill this gap with an extensive study. 

(iv) This research is also demonstrated the importance of the probabilistic models 

through a case study of fragility and reliability analyses of building made of 

SF/FA concrete.  

 

1.6 Organisation of the Thesis 

This introductory chapter has presented the background, objective, scope and 

methodology of the present study. 

Chapter 2 starts with review of various literature on RCA concrete and 

enhancement of its properties. Later this chapter reviews the literatures available on the 

study of enhancement of properties of concrete using bacteria. After that, it presents the 

review of the various studies carried on supplementing cement materials like SF and FA.  

Finally it discusses published literature on variability of the mechanical properties of 

concrete. Last part of this Chapter presents the experimental techniques used in the 

present study. 

Chapter 3 presents the results of experiments on RCA concrete with emphasis on 

age and number of recycling of RCA. This Chapter also presents the results of RCA 

concrete incorporating bacteria. To study the effect of bacteria on the concrete 

specifically some of the tests are conducted on cement mortar. This Chapter presents the 

results of those tests also. 

Chapter 4 presents the experimental results of the mechanical properties of SF 

and FA concrete.  

Chapter 5 presents studies on variability of mechanical properties of SF and FA 

concrete obtained experimentally. Last part of this chapter discusses the behaviour of 

typical building structures through fragility analysis. 

Finally, Chapter 6 presents summary and significant contributions of this research. It also 

presents future scope of this research work. 
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Chapter 2 

Literature Review 

 

2.1 General 

Literature review for the present study is carried out broadly in the direction of concrete 

made of recycled materials for sustainability. The present study uses bacteria for the 

improvement of RCA concrete. The investigations are carried out in the present study to 

assess the mechanical properties of RCA concrete, SF concrete and FA concrete. The 

variability characteristics of the concrete made from SF and FA and its effect on fragility 

curves are also examined in this study. For the presentation purpose, the literature review 

is divided in six segments such as (i) studies in RCA concrete, (ii) studies on application 

of bacteria to improve the properties of normal concrete, (iii) studies on mechanical 

properties of SF and FA concrete (iv) studies of variability of normal concrete (v) studies 

on fragility curves (vi) review of experimental methods used in the present study. 

 

2.2 Studies on RCA Concrete 

Crushed concrete that results from the demolition of old structures is generated nowadays 

in large quantities. The current annual rate of generation of construction waste is 145 

million tonnes worldwide [Revathi et al. 2013]. The area required for land-filling this 

amount of waste is enormous. Therefore, recycling of construction waste is vital, both to 

reduce the amount of open land needed for land-filling and to preserve the environment 

through resource conservation [Revathi et al. 2013, Pacheco-Torgal et al. 2013]. It has 

been widely reported that recycling reduces energy consumption, pollution, global 

warming, greenhouse gas emission as well as cost [Khalaf and Venny 2004; Pacheco-

Torgal and Said 2011; Ameri and Behnood 2012; Vázquez 2013; Behnood et al. 2015; 

Pepe 2015 and Behnood et al. 2015]. This in turn is beneficial and effective for 

environmental preservation  

Various researchers have examined about the physical and mechanical properties of the 

RCA and its influence when natural aggregate is replaced partially or fully by RCA to 

make concrete. It has been found that the mechanical strength of the RCA concrete is 
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lower than that of conventional concrete. This is due to the highly porous nature of the 

RCA compared to natural aggregates and the amount of replacement against the natural 

aggregate [Rahal 2007, Brito and Saikia 2013].  

The physical properties of the RCA depend mainly on the adhered mortar and generally 

RCA shows more porosity, more water absorption, low density and low strength as 

compared to the natural aggregate concrete. It is reported that up to 25% reduction in 

compressive strength has been occurred due to above reasons [Amnon 2003; Tabsh and 

Abdelfatah 2009; Elhakam et al. 2012; McNeil and Kang 2013].  

Barbudo et al. (2013) studied the influence of the water reducing admixture on the 

mechanical performance of the recycled concrete. This study shows that use of 

plasticizers may improve the properties of recycled concrete. Rahal (2007) investigated 

the mechanical properties of recycled aggregate concrete in comparison with natural 

aggregate concrete.  

Tabsh and Abdelfatah (2009) studied the behaviour of recycled aggregate and their 

mechanical properties. It is reported that the strength of recycled concrete can be 10–25% 

lower than that of natural aggregate concrete. It is reported that though the recycled 

aggregate are inferior to natural aggregate, their properties can be considered to be within 

the acceptable limits.  

Kou et al. (2011) investigated the long term mechanical properties and pore size 

distribution of the recycled aggregate concrete. It is reported that after 5 years of curing, 

the recycled aggregate concrete had lower compressive strength and higher splitting 

tensile strength than that of the natural aggregate concrete.  

Kou and Poon (2009) studied the self-compacting concrete made from both recycled 

coarse and fine recycled aggregate. The different tests covering fresh, hardened and 

durability properties were investigated and the results show that both fine and coarse 

recycled aggregates can be used in self-compacting concrete. The similar observation 

was also made by Grdic et al. (2010).  

Li (2009) has developed mix design for pervious recycled concrete with compressive 

strength and water seepage velocity as verification indexes. The Volume of voids is also 

tested for feasibility of new proposed mix design. Fathifazl et al. (2009) proposed a new 

method of mixture proportioning for concrete made with coarse recycled concrete 

aggregates. The new method was named as “equivalent mortar volume” in which the 

total mortar volume was kept constant.  
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Bairagi et al. (1990) proposed a method of mix design for recycled aggregate concrete 

from the available conventional methods. It has been suggested that the cement required 

was about 10% more in view of the inferior quality aggregate.  

The adhered mortar forms a weak porous interface, which influences the strength and 

performance of RCA concrete [Ollivier et al. 1995; Prokopski and Halbiniak 2000; and 

Tam et al. 2005] and subsequently results in concrete with lower quality [Mehta and 

Aitcin 1990; Bentz and Garboczi 1991; Aitcin and Neville 1993; Alexander, 1996; Buch 

et al. 2000; Kwan et al. 1999]. This is considered to be one of the most significant 

differences between RCA and NCA concrete.  

It has been reported that concrete made with 100% recycled aggregates is weaker than 

concrete made with natural aggregates at the same water to cement ratio (w/c) and same 

cement type. Many published literature [Amnon, 2003; Tabsh and Abdelfatah, 2009; 

Elhakam et al. 2012 and McNeil and Kang, 2013] reported that RCA concrete with no 

NCA reduces the compressive strength by a maximum of 25% in comparison with NCA 

concrete. A similar trend was observed in the case of tensile splitting strength and 

flexural strength [Silva et al. 2015].  

Wardeh et al. (2014) carried out an experimental program on RCA concrete according to 

the mix design method given in Eurocode 2. Sriravindrarajah et al. (2012) proposed a 

mix design for pervious concrete and developed an empirical relationship between 

porosity, compressive strength and water permeability. Brito and Alves (2010) studied 

the correlation of mechanical properties, density and water absorption of RCA concrete. 

Lauritzen (1993) and Dhir et al. (1999) reported that RCA concrete requires more water 

for the same workability as compared to NCA concrete. Hansen, 1986; found that 

density, compressive strength and modulus of elasticity of RCA concrete are relatively 

lesser than that of the parent concrete. RCA concrete results in higher permeability, rate 

of carbonation and risk of reinforcement corrosion than NCA concrete for a given w/c 

ratio. 

Gayarre et al. (2015) studied the variation of w/c ratio of some mechanical properties of 

concrete. The results showed a significant decrease in mechanical properties with an 

increase of w/c ratio when natural aggregates are completely replaced by recycled 

aggregates. Gayarre et al. (2014) investigated the effect of different curing conditions on 

the compressive strength of RCA concrete and showed compressive strength of RCA 

concrete is reduced up to 20% when cured in open-air conditions. 
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There are several techniques available in the literature [Achtemichuk 2009; Berndt 2009; 

González-Fonteboa et al. 2009; Kou and Poon 2012 and Limbachiya et al. 2012] to 

enhance the properties of RCA concrete such as partial replacement of cement with SF 

and FA, addition of nanoparticles, etc. However, use of bacteria to enhance the properties 

of RCA concrete is not attempted by any previous researchers. Similar studies on NCA 

concrete are also found to be very limited. 

 

2.3 Studies on Bacterial Concrete 

Bio-mineralization has been used for many years in several engineering applications. 

One encouraging bio-mimetic process in nature is the conversion of sand to sandstone by 

soil thriving bacteria [Dick et al. 2006]. Later it was found that this conversion was done 

by Bacillus pasteurii, which precipitate calcite that acts as a binding material for the 

limestone. Introducing a calcite precipitating bacteria can thus meet the need to improve 

the strength. The improvement of soil bearing capacity by microbial calcite precipitation 

is reported by [Whiffin et al. 2007]. 

 

 

Figure 2.1: Mechanism of calcite precipitation by bacterium [Sarayu et al. 2014] 

 

Microbial mineral precipitation using ureolytic bacteria was reported to improve the 

overall behaviour of concrete including strength and durability [Bachmeier et al. 2002; 

Muynck et al. 2008; Achal et al. 2009; Sung-Jin et al. 2010; Siddique and Chahal 2011; 

Majumdar et al. 2012; Grabiec et al. 2012; Pacheco-Torgal and Labrincha 2013; 
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Vekariya et al. 2013; Achal et al. 2013; Sujatha et al. 2014]. Bacteria can be used 

externally as a healing agent on hardened concrete for sulphate treatment [Wiktor et al. 

2011]. The microbially induced precipitation can resist the carbonation and chloride 

ingress in concrete [Muynck et al. 2008, Pacheco-Torgal et al. 2015]. Bio-mineralization 

has also been used as an alternative and environmental friendly crack repair technique 

[Bang et al. 2001; Muynck et al. 2007; Achal et al. 2011 and Xu et al. 2014]. Bacillus 

subtilis bacteria can precipitate CaCO3 through urease activity [Siddique and Chahal. 

2011; Pei et al. 2013 and Pacheco-Torgal and Labrincha 2013] which catalyses the 

hydrolysis of urea into ammonium and carbonate. Fig. 2.1 shows the schematic diagram 

of the mechanism of calcite precipitation. A brief discussions on the mechanism of bio-

mineralisation is described in Appendix A (Section A.2) 

Pacheco-Torgal and Labrincha (2013) summarises some bacteria are capable of naturally 

precipitating calcium carbonates. The precipitation is due to several activities of bacteria 

and fungi such as photosynthesis, ammonification, denitrification, sulphate reduction and 

anaerobic sulphide oxidation [Castainer et al. 2000 and Riding, 2000]. From a majority 

of the experiments reported in literature, it is seen that bacteria of the genus Bacillus are 

used as an agent for the biological production of calcium carbonate based minerals.  

Also, bacteria is found to be used in previous studies [Zhong and Yao 2008] for healing 

cracks due to the precipitation of calcium carbonate. Ramachandran et al. (2001) 

reported that the durability of the concrete was enhanced with an increase in bacterial 

concentration. 

Chahal et al. (2012) investigated the influence of the ureolytic bacteria (Sporosarcina 

pasteurii) on the compressive strength, water absorption and chloride permeability of 

concrete incorporating SF and FA. A cell concentration of 105 cells/ml was found to be 

the optimum dose of bacteria to enhance the compressive strength and reduce the 

permeability of NCA concrete. [Kim et al. 2013] investigated the characteristics of 

microbiological precipitation of calcium carbonate on normal and lightweight concrete 

by two types of bacteria, Sporosarcina pasteurii and Bacillus sphaericus. It is observed 

that Bacillus sphaericus precipitated thicker calcium carbonate crystals than 

Sporosarcina pasteurii. 

The quality of RCA concrete may be improved by bacterial mineralization, it is proposed 

to study the mechanical properties of RCA concrete incorporating two bacteria, namely 

Bacillus subtilis and Bacillus Sphaericus. 
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2.4 Studies on SF and FA Concrete 

Usage of substitute minerals in concrete helps the conservation of raw materials, reduces 

CO2 emissions and ultimately helps to a cleaner environment. Increased use of 

supplementary cementing materials in place of cement in concrete structures worldwide 

contributes to sustainability in construction. SF, a by-product of silicon metal, and FA, a 

by-product of thermal power stations are the two globally available supplementary 

cementitious materials which possess pozzolanic properties [Yeginobal et al. 1997; 

Bilodeau and Malhotra 2000; and Ramazan et al. 2001]. 

SF like all other pozzolanic materials is capable of reacting with the calcium hydroxide, 

Ca(OH)2 liberated during cement hydration to produce hydrated calcium silicate (C–S–

H), which is accountable for the strength of hardened concrete. The high content of very 

fine amorphous spherical (100 nm average diameter) silicon dioxide particles (present 

more than 80%) is the main reason for high pozzolanic activity of SF [Bayasi and Zhou 

1993]. There are a number of studies on the improvement of compressive strength of 

hardened concrete using SF available in published literature [Yogendran et al. 1987; 

Detwiler and Mehta 1989; Goldman and Bentur 1993; Hooton 1993; Khedr and Abou-

Zeid 1994; Khatri et al. 1995; Sabir 1995; Zhou et al. 1995; Xie et al.1995; Iravani 1996; 

Neville 1996; Cetin and Carrasquillo 1998; Toutanji and Bayasi 1999; Mazloom et al. 

2004 and Atis et al. 2005]. The SF can improve both chemical and physical properties, 

which transform the microstructure of concrete and hence reduce the permeability and 

increase strength [Elahi et al. 2010]. 

The durability and abrasion resistance of the SF concrete are also reported to be 

improved [Mehta 1985; Laplante et al. 1991; Malhotra and Mehta 1996; Müller 2004 and 

Behnood and Ziari 2008]. The resistance of concrete against acid and sulphate attack 

enhances with the addition of SF [Akoz et al. 1995; Turker et al. 1997; and Akoz et al. 

1999]. It is well known that SF improves the bond between the paste and aggregate [Al-

Khaja 1994; Khatri et al. 1997 and Alexander and Magee 1999]. Due to many 

advantages of SF it is being used as the most common mineral admixture for high-

strength concrete (HSC) [Khayat and Aitcin 1992; and Poon et al. 2006]. 

However, all of the above studies are based on Portland cement. Development of PSC, 

where ground granulated blast furnace slag is incorporated in Portland cement to react 

with liberated Ca(OH)2, made all these publications unusable for present construction. 

95% of the cement used worldwide is PSC [www.indiancementreview.com]. Use of SF 
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to enhance strength of concrete made of PSC has not got adequate research attention. 

This may be due to the uncertainty on the competence of SF to enhance strength of 

concrete in presence of slag. SF is an amorphous active form of silica, which is more 

active than slag [Didamony et al. 1996].  Also, higher specific surface area of SF 

compared to granulated slag [Cheng and Fildman 1985; Malhotra et al. 1987; and 

Sharara et al. 1994] makes SF chemically more active. Therefore, use of SF may 

significantly increase the mechanical properties even in PSC concrete. 

FA is a by-product of coal-fired power plants, be suitable to pozzolanic materials. The 

demand of electric power is improved with the development of industry, and power 

stations now yield much FA annually. Maximum of them are dumped, while 

environmental situations will not permit the dumping of large amount of waste FA, 

which will growth every year. 

FA contains of finely divided ashes produced by burning pulverized coal in power 

stations, and can be characterized as a normal type of pozzolana to yield high strength 

and high performance concrete. To achieve the sustainable development of concrete 

industry, high-volume fly ash (HVFA) concrete, which has normally 50–60% of FA as 

the total cementitious materials content, is broadly used. The combination of HVFA in 

concrete has many benefits, such as reducing the water demand, improving the 

workability, minimizing cracking due to thermal and drying shrinkage, and enhancing 

durability to reinforcement corrosion, sulfate attack, and alkali-silica expansion. 

Dissimilar from cement, the foremost chemical components of FA are Al2O3, SiO2 and 

Fe2O3. The mineral constituents of FA comprise a major vitreous phase and some minor 

crystalline phases (quartz, mullite, hematite and magnetite). Through the hydration of 

cement-FA composite binder, FA can react with Ca(OH)2 and yield calcium silicate 

hydrate (C-S-H) gel and calcium aluminate hydrate (CAH) explicitly pozzolanic reaction 

which are active in creating denser matrix leading to higher strength and better durability. 

But the pozzolanic reaction of FA is relatively slow at early ages, so it mainly behaves as 

a micro aggregate to fill the pore structure of concrete, making a physical effect. At late 

ages, FA starts to make greater chemical effects and recover the properties of concrete. 

Furthermore, due to the exothermic hydration procedure of cement and low thermal 

conductivity of concrete, incorporation of FA in concrete obviously reduces the 

hydration heat to prevent concrete cracking. Concretes containing large amounts of FA 

were initially developed for mass concrete applications to reduce the heat of hydration. 

An efficient method to control the temperature rise of massive concrete structures is 
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replacing a large part of cement by mineral admixtures such as FA whose hydration heat 

is much smaller than that of cement. 

However, the addition of FA decreases the early strength of concrete. The chemical 

compositions, morphology, and the fineness of FA are the fore most reasons inducing the 

strength development rate. Due to the decrease in water requirement and the increase in 

reactivity of FA, the mortar or concrete strength significantly increases. The present 

study is an attempt to find out the optimum percentage of FA for obtaining the 

mechanical properties of FA concrete. 

 

2.5 Studies on Variability of Concrete Properties 

The construction field utilize the majority of such materials, by incorporating in concrete 

as supplementary cementing materials, and contribute to the sustainability. Such 

supplementary materials are FA, SF, metakaolin and ground granulated blast furnace slag 

[Radonjanin et al. 2013], used due to their pozzolanic activity. SF is very operative in 

design and development of concrete [Siddique 2011]. The incorporation of SF concrete 

in the construction sector is gaining popularity in the recent years, which requires the 

design and assessment of safety of these structures.  Randomness and variability of 

material properties can considerably affect structural performance and safety. In 

contradiction to reality this phenomenon is usually neglected, in conventional structural 

analysis and design that assume deterministic values of material properties. This 

assumption makes the analysis models less realistic and less satisfactory. With the 

advancement of computing facilities, the complex structural analyses including the 

probabilistic nature of the various parameters of the structure are not difficult and have 

become essential for its response against natural loads like earthquake, wind, etc.  

There are many studies [Campbell and Tobin 1967; Soroka 1968; Chmielewski and 

Konapka 1999; and Graybeal and Davis 2008] reported on the variability of compressive 

strength of concrete. The variability of compressive strength of concrete usually 

represented in literatures by a normal distribution if the coefficient of variation does not 

exceed 15-20%, although slight skewness may be present. However, when the coefficient 

of variation is high, the skewness is considerable [Campbell and Tobin 1967] and if the 

quality control is poor [Soroka 1968], a lognormal distribution is more rational to 

represent the tail areas of distribution than a normal distribution. A recent study [Chen et 



Chapter 2  Literature Review 

15 

al. 2014] concludes that the variation in concrete compressive strength should be 

characterized using various statistical criteria and different distribution functions.  

The inherent variability of cement and SF may not be similar in nature as SF is a by-

product in the carbothermic reduction of high-purity quartz with carbonaceous materials 

like coal, coke, wood-chips in the production of silicon and ferrosilicon alloys. 

Therefore, existing literatures on the variability of cement concrete may not be useful to 

describe the variability of concrete with SF and FA.  

There are a number of published literature on the risk assessment of structures made of 

traditional concrete and different methods to do so. Hwang and Jaw (1990) proposed a 

procedure to calculate fragility curves taking into account uncertainties in ground-motion 

and structure.  

Singhal and Kiremidjian (1996) developed fragility curves for low, mid, and high rise 

RC frames that were designed using seismic provisions. Non-linear time history analyses 

were performed for stochastically generated frame models, with randomly paired 

simulated ground motion records. Structural demand versus seismic intensity 

relationships were determined from so-called stripe analyses. The structural demand at 

each seismic intensity level was assessed using ground motions scaled to that particular 

intensity level and was represented by a lognormal probability density function. The 

lognormal model of demand was then utilized to compute fragility estimates (for the 

performance limits considered) at that particular level. Finally, fragility curves were 

represented by lognormal cumulative distribution functions that were fit to individual 

fragility estimates, computed at several seismic intensity levels.  

Singhal and Kiremidjian (1998) later presented a Bayesian method for updating the 

fragility curves which they had developed earlier for low-rise RC frames and estimating 

confidence bounds on those fragility curves, by using the observed building damage data 

from the 1994 Northridge earthquake.  

Mosalam et al. (1997) studied on behaviour of low-rise Lightly Reinforced Concrete 

(LRC) frames with and without masonry infill walls using fragility curves. Adaptive 

nonlinear static pushover analyses were performed for the frame models. Monte Carlo 

simulation was used to generate the frame models considering uncertainties in material 

properties. Idealised single-degree-of-freedom (SDOF) systems developed from the 

pushover analysis results were employed in further analyses.  

Shinozuka et al. (2000) developed empirical and analytical fragility curves for bridges. 

The observed bridge damage data from the 1998 Kobe earthquake was used for 
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developing empirical fragility curves. Analytical fragility curves were developed from 

nonlinear time history analyses of stochastically generated models of two bridges, taking 

into account the uncertainty in material properties. Both fragility curves were represented 

by lognormal distribution functions with the distribution parameters estimated using the 

maximum likelihood method. Confidence intervals for the distribution parameters were 

also provided. 

Porter et al. (2001) proposed an assembly-based vulnerability framework for assessing 

the seismic vulnerability of buildings. The proposed approach differs from usual fragility 

analysis discussed in literature. This approach accounts for the detailed structural and 

non-structural design of buildings. This is probabilistic analysis that considers the 

uncertainty associated with ground motion, structural response, assembly fragility, repair 

cost, repair duration and loss due to downtime. It is reported that the effectiveness of 

alternative retrofit scheme can be examined using this approach.  

Ellingwood (2001) highlighted the importance of the probabilistic analysis of building 

response in understanding the perspective of building behaviour. This paper outlined a 

relatively simple procedure for evaluating earthquake risk based on seismic fragility 

curve and seismic hazard curve. This study shows the importance of inherent randomness 

and modelling uncertainty in forecasting building performance through a building 

fragility assessment of a steel frame. 

Erberik and Elnashai (2004) studied the performance of mid-rise-flat-slab RC building 

with masonry infill walls using fragility curves as per the same methodology adopted by 

Singhal and Kiremidjian (1996). Uncertainties are considered by stochastically generated 

building models paired with each ground motion records rather than random sampling. 

Nonlinear static pushover analyses were carried out to identify performance limits for 

developing fragility curves. 

Kim and Shinozuka (2004) developed fragility curves of two sample bridges before and 

after column retrofit for southern California region. Monte Carlo simulation was 

performed to study nonlinear dynamic responses of the bridges. Peak ground acceleration 

(PGA) was considered as intensity measure for developing fragility curves which is 

represented by lognormal distribution function with two parameters. It was found that the 

fragility curves after column retrofit with steel jacketing shows excellent improvement 

(less fragile) compared to those before retrofit. 

Rossetto and Elnashai (2005) developed fragility curves for low-rise code designed RC 

frames with masonry infill walls for Italy region. Structural demand versus seismic 
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intensity relationships was determined using the methodology given by Erberik and 

Elnashai (2004). Capacity spectrum method with adaptive pushover analysis was 

employed for estimating drift demand. A response surface equation was fit to the demand 

versus intensity data.  

Ramamoorthy et al. (2006) developed fragility curves for low-rise RC frames. Cloud 

analysis was carried out based on nonlinear time history analyses to develop the 

structural demand. A bilinear function was used here to represent the median demand 

instead of a linear function given in Cornell et al. (2002). 

Guneyisi and Altay (2008) developed fragility curves for high-rise RC office building 

retrofitted with fluid viscous dampers for Istanbul region. Three different scheme of 

viscous dampers (effective damping ratios as 10%, 15% and 20%) were used. For 

fragility analysis, a suit of 240 artificially generated ground motions compatible with the 

design spectrum was used to represent the variability in ground motions. Nonlinear 

dynamic responses of the structures before and after retrofit were studied. Slight, 

moderate, major, and collapse damage states were considered to express the condition of 

damage. The fragility curves, represented by lognormal distribution functions with two 

parameters, developed in terms of peak ground acceleration (PGA), spectral acceleration 

(Sa) and spectral displacement (Sd). Comparing the fragility curves this study concludes 

that viscous damper is an excellent retrofit scheme that improves the performance of 

buildings considerably. 

Celik and Ellingwood (2010) studied the effects of uncertainties in material, structural 

properties and modelling parameters for gravity load designed RC frames. It was found 

that damping, concrete strength, and joint cracking have the greatest impact on the 

response statistics. However, the uncertainty in ground motion dominated the overall 

uncertainty in structural response. The study concluded that fragility curves developed 

using median (or mean) values of structural parameters may be sufficient for earthquake 

damage and loss estimation in moderate seismic regions. 

Fragility based seismic vulnerability of buildings with consideration of soft storey and 

quality of construction was demonstrated by Rajeev and Tesfamariam (2012) on three-, 

five-, and nine-storey RC frames designed prior to 1970s.  

A detailed literature review revealed no published literature that deals with risk 

assessment of concrete structures made of RCA, SF and FA.  
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2.6 Experimental Methods as per Indian Standards 

All the experimental work conducted in this research confirming to Indian standard only. 

This section briefly describe the methods used for conducting experimental program. 

 

2.6.1 Compressive Strength 

The compressive strength of specimens is determined after 7 and 28 days of curing 

respectively with surface dried condition as per Indian Standard IS: 516-1959. Both 

moulds size mm150150150  and mm100100100  are used for evaluation of 

compressive strength. Three specimens are tested for typical category, and the mean 

compressive strength of three specimens is considered as the compressive strength of the 

specified category. 

 

 

Figure 2.2: Compressive testing machine 

 

2.6.2 Tensile Splitting Strength 

Tensile splitting strength of concrete was found out as per IS: 516-1959. Cylinders of 

size mm300150  and mm200100  are used for getting tensile splitting strength of 

concrete throughout experiment. 
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2.6.3 Flexural Strength 

Flexural strength of concrete was found out as per IS: 516-1959. Prisms of size 

mm500100100  was taken for the experiment.  

 

 

Figure 2.3: Flexural testing machine 

 

2.6.4 Capillary Water Absorption 

In the present study, capillary action through the concrete is found out by mass method 

using the concrete cubes of size in mm. After casting and successive 28 days curing, the 

cubes are allowed to dry in an oven at 1050C until a gain of constant weight. One 

dimensional water flow is maintained for the measurement of capillary action by coating 

the cube with epoxy resins, except the top and bottom surfaces. The cubes are immersed 

in the water, and a minimum depth of immersion of 5 mm above the base of the cube is 

maintained. A gap of approximately 2 mm is maintained between the immersed face and 

the bottom of the water for good contact with water. The duration of immersions are 0.5, 

1, 2, 4, 6, 24, 48, 72, and 96 hours respectively. The capillary water absorption is 

measured by recording the respective weights of the cubes after successive immersion. 

Capillary action is calculated using the following relation as a function of time. 

W = tS       (2.1) 

where, ΔW is the cumulative amount of water absorbed per unit area (gm/mm2) during 

the time of immersion ( t ) and S is the coefficient of capillary water absorption 
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Figure 2.4: Capillary water absorption test set up 

 

2.6.5 Drying Shrinkage 

Drying shrinkage test is used to measure the shrinkage of concrete by determining the 

change in length of concrete specimens due to changes in moisture content. Initial drying 

shrinkage for the RCA concrete is measured as per Indian Standard IS: 1199-1959. The 

concrete prism is de-moulded after 24 hrs and left in the moist air for seven days. At the 

end of moist curing, the specimens are put in a water tank at 270C for 20 days. After the 

completion of curing, the length of the specimen is measured (to an accuracy of 

0.005mm) in wet condition. This length is termed as the original wet measurement. Then 

the specimens are kept in the oven at 500C for a period of 44 hrs. After this period of 

heating, it is allowed to cool for at least four hours. The reading which is taken after 

(a) Schematic view of Capillary water absorption 

(b) Mortar Specimens (c) Concrete Specimens 
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cooling is taken as dry measurements. Dry shrinkage is measured as the difference 

between the original wet measurement and final dry measurement. 

 

 

Figure 2.5: Drying shrinkage test 

 

2.6.6 Air Content 

Pressure method is used for measuring air content in freshly mixed concrete as per Indian 

Standard IS: 1199-1959. Freshly mixed concrete is kept inside the bowl after successive 

tamping. Required test pressure which is slightly more than 0.02 kg/cm2 is applied 

through hand pump after adding water. At this instant, the corresponding initial height of 

water is measured on the graduated precision bore tube or gauge glass of the standpipe. 

Then test pressure is released gradually, and final water height is measured. The air 

content ‘A’ is calculated as  

GAA  1
     (2.2) 

where A is the apparent air content in percentage by volume of concrete, and it is equal to 

the difference between initial water height and final water height. ‘G’ represents the 

aggregate correction factor, in percentage by volume of concrete which is obtained as per 

IS: 1199-1959. 
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Figure 2.6: Air content machine 

 

2.6.7 SEM and EDX 

In order to understand the effect of bacteria in the microstructure of mortar various 

techniques such as spectroscopy, X-ray powder diffraction (XRD), Field Emission 

Scanning Electron Microscope (FESEM) and Scanning Electron Microscope (SEM) are 

used in the present study. 

 

 

Figure 2.7: FESEM (Nova Nano SEM/FEI) 
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The deposition of calcium carbonate precipitation is investigated by scanning electron 

microscope (SEM) and X-ray diffraction (XRD). SEM micrographs are obtained using 

Jeol JSM-6480 LV SEM apparatus. Samples taken from the inner core of the concrete 

cube are dried at room temperature, and coated with platinum (JFC-1200 fine coat). 

During the examination, the accelerating voltage is maintained at a range of 20 kV. 

Mineral components of the isolates are further characterised by Energy Dispersive X-ray 

Spectroscopy (EDX) analysis. 

 

2.6.8 XRD Spectroscopy  

Ultimate X-ray diffractometer with a Cu anode (40 kV and 30 mA) and scanning from 

200 to 800 is used for XRD spectra. The samples are taken from the inner core area, well 

crushed and ground before mounting on a glass fibre filter using a tubular aerosol 

suspension chamber (TASC). The components of the sample are identified by comparing 

them with standards established by the international centre for diffraction data. 

 

 

Figure 2.8: Multipurpose X-ray diffraction system (Rigaku ULTIMA IV) 

 

2.7 Summary 

This chapter presents the review of literature in six segments comprising studies in RCA 

concrete, studies on application of bacteria to improve concrete, studies on mechanical 
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properties of SF and FA concrete, studies of variability of normal concrete, studies on 

fragility curves and review of experimental methods used in the present study 

Following are the important observations drawn out of the literature review. 

(a) The relationship between the w/c ratio and compressive strength is essential for the 

preliminary estimation of compressive strength. Indian standard recommends such 

relationship for natural aggregate concrete. This relationship may be different for RCA 

concrete depending on the aspects such as age of recycled aggregate and number of 

recycling. Many studies are reported in literature that focus on the behaviour, properties, 

and functional uses of RCA. However, no study reported on the behaviour of RCA 

concrete with regard to above aspects. The present work is an attempt to study the 

relationship of w/c ratio with compressive strength considering age and successive 

recycling of RCA. Further, the properties like capillary water absorption, drying 

shrinkage, air content, flexural strength and tensile splitting strength of RCA concrete are 

also investigated considering the age and successive recycling of RCA. 

(b) It is found from an extensive review of literature that there is hardly any research on 

the use of bacteria to improve the properties of RCA concrete. Therefore, the present 

study focus on the improvement of RCA concrete (made by 100% replacement of natural 

coarse aggregates) by adding two bacteria, Bacillus subtilis and Bacillus sphaericus 

bacteria, which are widely available and most efficient in calcite production in an 

alkaline environment.  

(c) An extensive literature review revealed that majority of the published literatures, if 

not all, present studies on Portland cement. However, production of Portland cement in 

the recent times is reduced considerably and the construction industry uses slag cement 

mostly. This is the motivation for a detailed study on the concrete made with slag cement 

partially replaced by SF or FA. Most of the previous studies on SF concrete considered 

the partial replacement of cement keeping the total weight of cementitious material, fine 

and coarse aggregate as constant. The main purpose of these studies was to evaluate the 

effect of SF on the behaviour of concrete. However, in practical constructions, SF 

concrete is prepared as per relevant codes and standards. Many international design codes 

recommend extra cement of 10% while mineral admixture is used as partial replacement 

of cement. The behaviour of SF concrete prepared with the above practical aspects is not 

investigated yet. Also, almost all the previous studies on SF concrete are concentrated in 

high-strength concrete. No attempt has been carried out using SF as a replacement of 

cement for low/medium grade concretes (viz. M20, M25). The present experimental 
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investigation is also focussed on the behaviour of medium grade concrete designed as per 

Indian Standard IS: 10262:2009 using slag cement partially replaced by SF. 

(d) Performance-based analysis requires probability distributions of the constituent 

materials in the structure. Although the variability of mechanical properties related to 

normal concrete are reported in literature, the same for concrete made of partial 

replacement of mineral supplements such as SF and FA etc. are not available in 

literature. Extensive literature review revealed that studies on the variability of 

mechanical properties of concrete made with partial replacement of SF or FA is not 

available. 

In the present study different two-parameter probability distribution functions are 

considered for the description of three important mechanical properties of SF and FA 

concrete: compressive strength, flexural strength and tensile splitting strength. Best fitted 

probability distribution functions are derived conducting various statistical goodness-of-

fit tests. 
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Chapter 3 

Concrete using Recycled Coarse 

Aggregate 

 

3.1 Introduction 

Recycling of old demolished concrete into aggregate is relatively simple process which 

involves breaking, removing, and crushing of existing concrete into a material with a 

specified size and quality. Previous research has proved that such RCA could 

successfully be used as substitute of natural coarse aggregates to produce normal and 

high strength concrete. The use of such recycled materials offers multiple environmental 

advantages by offering potential diversion of useful materials from the waste streams, 

reducing the energy investment in processing virgin materials, conserving natural 

resources, and allaying pollution. 

RCA have lower specific gravity and higher water absorption capacity compared to 

natural aggregates due to the adhered mortar with RCA. The properties of concrete made 

with RCA are strongly dependent on the quality of the primary concrete crushed. The 

first part of this chapter deals with number of recycling and the age of the RCA, and its 

effects on the mechanical properties of RCA concrete. 

Various researchers have reported that the physical and mechanical properties of RCA 

concrete are lower than that of conventional concrete with NCA. Second part of this 

chapter presents the experimental results of enhancement of mechanical properties of 

RCA concrete using bacteria.  

In order to understand the effect of bacterial mineral precipitation on the properties of 

RCA concrete better, further studies were carried out on cement mortar only. The last 

part of this chapter presents the results of the properties of cement mortar with bacteria. 
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3.2 Behaviour of RCA Concrete 

Behaviour of the RCA concrete is studied experimentally with a special emphasis on the 

age and number of recycling of RCA. This following sections present the details of 

materials used and the results of experimental study in this regard. 

 

3.2.1 Materials and Mixture Proportion 

RCA were collected from two sources: (a) demolished concrete wall (unused) 

constructed for drainage purpose (three years old) and (b) crushed concrete cubes and 

beams from structural engineering laboratory (aged about zero to one year old). While 

the Source (a) can be considered as non-load-bearing type with a design characteristic 

strength of 20 MPa the Source (b) was a mixture of concrete with different design 

characteristic strength (ranging from 25 MPa to 30 MPa) and all of them were undergone 

a loading (direct compression or combined shear-bending) up to failure. The exposure 

condition for both of the sources may be considered as normal. The RCA samples are 

collected and grouped in two categories according to the source/age of the parent 

concrete. A total of 24 mixtures are considered for the investigation. The materials used, 

mixture proportions are explained in the following sections. The relevant experimental 

procedure and test setup are discussed in Chapter 2. 

Portland slag cement conforming to IS: 455-1989 code is used as the binder. It is to be 

noted here that the majority of the previous literature have used OPC in the preparation 

of RCA concrete. However, there are few papers (Myung-Kue, 2005; Sagoe et al. 2001; 

Hansen, 1990) that reports the results of RCA concrete made of PSC. 95% of the total 

cement used worldwide is PSC (Indian Cement Review, 2015; Saunders, 2015). 

Therefore, the motivation of this study was to check the behaviour of RCA made of PSC 

which may be more useful for the present construction. The fine aggregate (sand) are 

collected from the local river, conforming to IS: 383-1970. Two different types of 

demolished parent concrete are identified which are reported to have a characteristic 

compressive strength of 20MPa.The parent concrete is crushed using mini jaw crusher. 

The opening of the jaw crusher was maintained at 20mm for producing maximum size of 

20mm coarse aggregate as per requirement of IS: 456-2000. As the two parent concrete 

samples are having different ages, they are divided into two groups named as RC-1 (0-1 

year) and RC-2 (3 years). The concrete produced from RC-1 aggregate again demolished 

and crushed to examine the effect of number of recycling. Aggregate obtained from RC-1 
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concrete named as N2-RC-1 which indicates that the aggregate is recycled for two times. 

The age difference between the two recycles (RC-1 and N2-RC-1) was less than three 

months. Use of the first structure is explained earlier. After the first recycling, these 

aggregates (RC-1) were used in the laboratory specimens which has undergone failure 

load before the 2nd recycling (N2-RC-1). The properties of cement, sand and RCA are 

summarized in the Tables 3.1 - 3.4 respectively. These properties are found to be 

conforming to IS: 2386 (Part III)-1963. The values of specific gravity, water absorption, 

impact and crushing strength of RC-1 and RC-2 show that RC-1 is better than RC-2. This 

is perhaps due to more amount of mortar present on the surface of the RC-2 which can be 

seen in Fig. 3.1. Also another reason for this can be attributed to the lower specific 

gravity of the parent coarse aggregate. Same behaviour is obtained in case of N2-RC-1 

which shows inferior physical properties in comparison to RC-1. Fig 3.2 shows the 

particle size distribution of all RCA used in the present study. 

 

Table 3.1: Properties of RCA of different age 

Type of 

aggregate 

Age / No. 

recycling 

Specific 

gravity 

Bulk 

density 

(kg/l) 

Loose 

bulk 

density 

(kg/l) 

Water 

absorption 

(%) 

Impact 

value 

(%) 

Crushing 

value (%) 

Fineness 

modulus 

RC-1 0-1 year 2.48 1.409 1.24 4.469 26.910 26.514 3.38 

RC-2 3 years 2.26 1.312 1.19 5.360 28.194 26.817 2.45 

N2-RC-1 2 2.38 1.174 1.03 5.403 31.703 28.449 3.12 

NCA 0 2.83 1.97 1.73 1.1 23.84 23.16 2.84 

 

Table 3.2: Properties of cement and fine aggregate 

Type of material Specific gravity Water absorption (%) 

Portland slag cement (Konark) 3.015 _ 

Sand 2.658 0.0651 
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Table 3.3: Chemical composition of Portland slag cement  

Chemical Components Percentage (%) 

SiO2 12 

CaO 43 

MgO 6.7 

Fe2O3 12 

Al2O3 26 

 

Table 3.4: Physical properties of Portland slag cement 

Properties Value 

Specific gravity 3.015 

Fineness by sieve analysis 2% 

Normal consistency 32% 

 

 

Figure 3.1: RCA used in the present study 
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Figure 3.2: Particle size distribution of RCA 
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The concrete mixes for compressive strength tests were prepared with different w/c ratios 

according to IS: 10262-1982. Water content was kept constant as 186 kg/m3 for all the 

mix, and as the w/c ratio varies, the cement content varies from 620 kg/m3 to 286 kg/m3 

respectively. For air permeability, shrinkage and capillarity action tests, the respective 

samples were casted with constant cement content, w/c ratio, and water content as 372 

kg/m3, 0.5 and 186 kg/m3 respectively. The quantities of mix proportions considered are 

presented in Tables 3.5 - 3.8. 

Earlier version of Indian standard IS: 10262 (1982) recommends the relationship between 

the w/c ratio and compressive strength for Natural Aggregate Concrete (NAC). The 

present work is an attempt to study the relationship of w/c ratio with compressive 

strength for RCA concrete in the same line. Table 3.5 presents various mixture 

proportions for RCA concrete with varying w/c ratio (keeping the total amount of water 

constant) used for this purpose. 

 

Table 3.5: Mixture proportion for RC-1 concrete 

Mixture name Mix 1 Mix 2 Mix 3 Mix 4 Mix 5 Mix 6 Mix 7 Mix 8 

Cement (kg/m3) 620 531 465 413 372 338 310 286 

Sand (kg/m3) 429 469 500 531 560 587 614 639 

RCA (kg/m3) 1007 1072 1120 1132 1140 1155 1171 1185 

w/c 0.30 0.35 0.40 0.45 0.50 0.55 0.60 0.65 

Water (kg/m3) 186 186 186 186 186 186 186 186 

 

Table 3.6: Mixture proportion for RC-2 concrete 

Mixture name Mix 1 Mix 2 Mix 3 Mix 4 Mix 5 Mix 6 Mix 7 Mix 8 

Cement (kg/m3) 620 531 465 413 372 338 310 286 

Sand (kg/m3) 428 469 500 531 560 587 614 639 

RCA (kg/m3) 964 999 1020 1033 1039 1041 1039 1035 

w/c 0.30 0.35 0.40 0.45 0.50 0.55 0.60 0.65 

Water (kg/m3) 186 186 186 186 186 186 186 186 
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Table 3.7: Mixture proportion for N2-RC-1 concrete 

Mixture name Mix 1 Mix 2 Mix 3 Mix 4 Mix 5 Mix 6 Mix 7 Mix 8 

Cement (kg/m3) 620 531 465 413 372 338 310 286 

Sand (kg/m3) 429 469 500 531 560 587 614 639 

RCA (kg/m3) 1016 1052 1075 1087 1094 1096 1112 1120 

w/c 0.30 0.35 0.40 0.45 0.50 0.55 0.60 0.65 

Water (kg/m3) 186 186 186 186 186 186 186 186 

 

Table 3.8: Mixture proportion for shrinkage, capillary absorption, air permeability, 

splitting tensile strength and flexural strength Test  

Mixture 

Name 

Cement 

(kg/m3) 

NCA 

(kg/m3) 

RCA 

(kg/m3) 

FA 

(kg/m3) 
w/c 

Water 

(kg/m3) 

RC-1 338 - 1142 587 0.55 186 

RC-2 338 - 1041 587 0.55 186 

N2-RC-1 338 - 1096 587 0.55 186 

NCA 338 1253 - 587 0.55 186 

 

The rotary concrete mixture is used for mixing all concrete in the laboratory. Cube 

moulds of sizes, mm150150150  , prism moulds of size mm1507575  , cylinder 

moulds of 150 mm dia. and 300 mm length and prism moulds of size 

mm500100100   are used for compressive strength, drying shrinkage, tensile 

splitting strength  and flexural strength tests respectively according to IS:516-1999 and 

IS:1199-1959. For measuring air content, the concrete is casted in a particular mould 

recommended by IS: 1199-1959. After casting, the specimens are de-moulded after one 

day and cured in the water tank maintaining at 270 C until 28 days. 

 

3.2.2 Influence of Age of RCA on Compressive Strength of Concrete 

The compressive strengths for all samples are tested after 28 days of curing in a 

compression testing machine. Fig. 3.3 presents the compressive strength values obtained 

for all the samples as function of their w/c ratios. Associated trend lines represent the 

correlation between compressive strength of RCA concrete and its w/c ratio. This 

relationship is compared with the relationship recommended by IS: 10262-1982 for NCA 

concrete. This figure shows that the behaviour of RCA concrete with regard to the above 
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relation is different from that of NCA concrete. The strength of NCA concrete is higher 

than RCA concrete at lower w/c ratios. This trend reverses for relatively higher w/c 

ratios. For RC-1 concrete, this reversal takes place at w/c of 0.37, whereas it occurs at 

w/c of 0.42 for RC-2. The reason behind this can be attributed to the higher water 

demand of RCA. The RCA requires a threshold quantity of water depending upon the 

parent adhered mortar to contribute to the strength. This minimum quantity is observed 

experimentally as 0.37 and 0.42 for RC-1 and RC-2 respectively. If the water is less than 

this minimum quantity, the RCA concrete may fail to yield the desired compressive 

strength. These results suggest that, in order to obtain higher compressive strength for 

RCA, w/c ratio should be higher than the above mentioned minimum limits. 

RC-1 concrete is always found to be stronger than RC-2 (refer Fig. 3.3) and the 

difference between their strengths are almost same at each w/c ratios. The difference in 

strength may be due to the higher specific gravity of RC-1 than RC-2 (refer Table 3.1). 

Specific gravity of RCA depends on many parameters such as age, quality and quantity 

of adhered mortar and properties of parent aggregate. Also, it is to be noted that the 

decrease in compressive strength of RCA concrete is due to the increase in age of about 

1-2 years is approximately 6%.  
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Figure 3.3: Correlations between w/c ratio and compressive strength  
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3.2.3 Number of Recycling of RCA on Compressive Strength  

Compressive strength of N2-RC-1 concrete is recorded at various w/c ratios and the 

variation of the same is presented in Fig. 3.4. The compressive strength of N2-RC-1 

concrete is less than that of RC-1 and the difference between their strengths are almost 

same at each w/c ratios. The decrease in strength of N2-RC-1 is about 2% compared to 

that of RC-1. The specific gravity of N2-RC-1 is observed to be lower than that of RC-1 

as reported in Table 3.1 which may be the probable reason for strength decrement. The 

decrease in the specific gravity is perhaps due to the recycling process. Similar to the 

previous results, the N2-RC-1 concrete display more compressive strength than NCA 

concrete for the w/c ratios more than 0.42. This w/c ratio can be regarded as the 

minimum water required for the N2-RC-1 concrete to achieve the desired strength. 
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Figure 3.4: Correlation between w/c ratio and compressive strength of N2-RC-1 concrete 

 

3.2.4 Capillary Water Absorption 

The capillary water absorption, which is the cumulative amount of water per unit area 

(g/mm2), is plotted in terms of square root of time in hours. Fig. 3.5 shows the capillary 

water absorption curves for RC-1, RC-2 and NCA concrete. The capillary water 

absorption for RC-2 is substantially higher (about 76%) than that of NCA concrete. The 

reason for this can be attributed to the lesser specific gravity (refer Table 3.1) resulting 
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from the more adhered mortar on the surface of RC-2 than RC-1. More aged RC-2 

sample may be more porous than RC-1 and thereby absorbs more water than RC-1. RC-1 

concrete display about 11% more water absorption than NCA concrete, this makes it 

inferior in quality due to the obvious factor of recycling. 

Fig. 3.6 shows the capillary water absorption curves for N2-RC-1, RC-1 and NCA 

concrete. It can be seen that the capillary water absorption of N2-RC-1 is significantly 

larger than both RC-1 and NCA by about 9 times. This abrupt increase of water 

absorption behaviour shows that successive recycling may produce very inferior quality 

of aggregates for use of concrete.  
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Figure 3.5: Variation of capillary water absorption for NCA, RC-1 and RC-2 
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Figure 3.6: Variation of capillary water absorption for NCA, RC-1 and N2-RC-1 

 

3.2.5 Drying Shrinkage 

Drying shrinkage is defined as the contracting of a hardened concrete mixture due to the 

loss of capillary water. This shrinkage causes an increase in tensile stress, which may 

lead to cracking, internal warping, and external deflection, before the concrete is 

subjected to any kind of loading. Drying shrinkage of all the selected RCA concrete 

samples as well as NCA concrete sample has been tested as per the procedure outlined in 

Chapter 2 and the results are presented in Table 3.9. The drying shrinkage strain of RC-1 

and RC-2 are found to be about 1.9 and 2.6 times more than that of NCA concrete 

respectively. The probable reason for this may be the more amounts of old mortar 

attached on the surface of RC-2 than RC-1. The shrinkage strain of N2-RC-1 is about 1.2 

times more than RC-1 indicating fact that successive recycling increases the drying 

shrinkage strain.  

 

Table 3.9: Drying shrinkage 

Type of concrete Drying length (mm) Drying shrinkage (%) 

RC-1 0.261 0.17 

RC-2 0.341 0.23 

N2-RC-1 0.312 0.21 

NCA 0.135 0.09 
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Table 3.10: Air content of RC-1, RC-2, N2-RC1 and NCA samples 

Type of concrete Air content (%) 

RC-1 12 

RC-2 13 

N2-RC-1 13 

NAC 12 

 

3.2.6 Air Content  

Air entrainment is a necessary component of concrete mixtures exposed to freezing and 

thawing environments. The measurement of air content in fresh concrete of normal 

density is typically performed using the pressure method as discussed in Chapter 2. 

Table 3.10 shows the air content of all the selected concrete samples. It can be seen that 

the air content of RC-2 concrete at the fresh condition is slightly higher than that of RC-1 

concrete. The more air content in the RC-2 concrete may be due to more amount of 

adhered old mortar on the surface of RC-2 aggregates. The N2-RC-1 concrete also shows 

more air content than RC-1 due to the same reasons. 

 

3.2.7 Splitting Tensile and Flexural Strength 

The splitting and flexural tensile strength of RC-1, RC-2 and N2-RC-1 at both 7 and 28 

days are tabulated in Table 3.11. Splitting tensile strengths of RC-2 concrete at 7 and 28 

days are found to be about 28% and 14% lower than RC-1 concrete respectively. The 

flexural strength of RC-2 concrete at 7 and 28 days are about 6% and 21% lower than   

RC-1 concrete.  

The N2-RC-1 concrete shows lesser strength than that of RC-1 due to the re-recycling. 

While the splitting tensile strength of N2-RC-1 concrete is about 6% lower, the flexural 

strength is about 12% lower than the corresponding strengths of RC-1 at 28 days. The 

reason for the lower strength values of N2-RC-1 concrete may be due to its lower values 

of specific gravity compared to RC-1 aggregates. 
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Table 3.11: Splitting tensile and flexural strength of RCA concrete 

Specimen name 

Splitting tensile strength 

(MPa) 

Flexural strength  

(MPa) 

7 days 28 days 7 days 28 days 

RC-1 2.636 2.961 4.937 6.605 

RC-2 1.896 2.544 4.643 5.173 

N2-RC-1 2.451 2.775 5.591 5.754 

NCA 2.853 3.064 6.870 8.171 

 

3.2.8 Cost Benefit Study for RCA Concrete 

The cost benefit analysis has been carried out using typical scheduled rate (at NIT 

Rourkela) as presented in Table 3.12. The cost of materials considered in the study are 

follows: INR 7.30 for Cement, INR 0.15 for sand and INR 0.95 for NCA per kg. INR 

800 is considered for the labour cost per cubic meter of concrete. 

 

Table 3.12: Comparative cost estimate for 1 m3 of concrete 

Concrete type 
Cement 

(kg) 

Sand 

(kg) 

NCA 

(kg) 

RCA 

(kg) 

Cost 

(INR) 

Compressive 

Strength 

(MPa) 

RCA concrete (RC-1) 338 587 0 1142 3350 18.4 

Control concrete 338 587 1253 0 4530 22.6 

 

3.3  RCA Concrete using Ureolytic Bacteria 

Previous literature have reported that urease producing bacteria can improve the quality 

of concrete by mineral precipitation. In this study two urease producing bacteria namely, 

Bacillus subtilis and Bacillus sphaericus are used for enhancing the different engineering 

properties of RCA concrete. First part of this section presents the culture of bacteria, 

materials and mixture proportion, experimental procedure and results associated with 

RCA concrete incorporating bacteria.  

In order to understand the effect of bacteria on the concrete more precisely, further 

studies were carried out on cement mortar. Second part of this section presents the results 

of setting time, compressive strength, sorptivity, drying shrinkage and micro-structural 

studies of cement mortar in the presence of bacteria. 
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3.3.1 Culture of Bacteria 

B. subtilis (MTCC.736) and B. sphaericus (MTCC.7542) which facilitate the 

precipitation of calcium carbonate are collected from Institute of Microbial Technology 

(IMTECH), Chandigarh, India, and constantly maintained on nutrient agar slant.  

In order to confirm that these bacteria are capable of producing calcium carbonate, a 

Calcite Precipitation Agar (CPA) test has been undertaken. CPA is a solid medium for 

screening of bacterial precipitation of calcium carbonate. 0.6g of nutrient broth, 5.7g of 

CaCl2, 0.424g of NaHCO3, 2.0g of NH4Cl, 3.0g of Agar, 190ml of distilled water are 

taken in a 200ml conical flask. All media components are autoclaved. After autoclaving, 

urea is added to the medium. 20µl of broth culture is inoculated in the centre of a plate, 

and then incubated at 30°C for 6 days. After 6 days calcium carbonate is found in the 

plate as white patches and thus it is inferred that both B. subtilis and B. sphaericus are 

capable to produce calcium carbonate in the conditions explained above. 

Having selected bacteria and confirmed their capability to precipitate the Calcium 

carbonate, the following procedure is used for cell culture for further studies. 

i. 500ml of nutrient broth for B. subtilis and Luria Bertani for B. sphaericus, broth 

is prepared in two fresh clean conical flask of 1l. 

ii. After autoclaving the nutrient medium, bacteria is inoculated into it and incubated 

for 24hours at 370C with constant shaking at 150 rpm.  

The above bacteria culture is tested for cell concentrations using optical density test, 

which is based on light scattering principle. The cell concentration at 600 nm is found out 

as per McFarland’s standards. The cell culture are diluted to the required concentrations 

and added to the water used for making cement concrete. The medium composition of 

nutrient broth used for routine culture is shown in Table 3.12. 

 

Table 3.13: Medium composition for nutrient broth  

Composition Amount (g/l) 

Peptone 5 

NaCl 5 

Yeast extract 3 

Urea 20 

Calcium chloride 15 

NH4Cl 20 
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Growth kinetic study of bacteria is done using UV-V spectrophotometer (Lambda 35, 

Singapore). One loop of bacterial culture from preserved slant is inoculated into the 

nutrient broth. The turbidity of the culture medium is measured by observing the optical 

density (O. D.) every one hour, and a graph is plotted to obtain the growth curve of the 

test organism. Fig. 3.7 shows a typical growth curve of the B. subtilis marked by 

different phases such as lag phase, log phase and stationary phase. The bacteria 

concentrations required for addition in the concrete are selected considering the growth 

kinetics of the bacteria. The lag phase of the growth kinetics corresponds to low 

concentration of bacterial cells (~101 cells/ml), whereas as, the mid-log phase of growth 

kinetics corresponds to the concentration of ~103 cells/ml. Generally, the highest number 

of live active cells is found in the late log phase or early stationary phase of growth 

kinetics which corresponds to about 106 cells/ml. At a concentration of about 107 cells/ml 

the number of live cells is found to be less, and the activity decreases. The present study 

uses the four cell concentrations, 101, 103, 106, and 107 cells/ml considering the growth 

kinetics of bacteria. The concentration of the bacteria was obtained by growing the 

culture for different time followed by centrifugation at 10,000 rpm for 10 min at 400C. 

 

 

Figure 3.7: Typical growth curve of bacteria (B. subtilis) 

 

The behaviour of bacterium is important as it must survive in warm and alkaline type 

environment of concrete. Fresh concrete has a pH of 11 to 13 and have a rise in 

temperature up to 550C due to heat of hydration. Therefore, the bacterium selected should 

survive in the alkaline and warm concrete like environment and capable of producing 

calcium carbonate. pH and temperature tolerance tests were conducted to confirm the 

suitability of B. sphaericus and B. subtilis. It was found that both B. sphaericus  and B. 
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subtilis could survive in the pH range of 8 to 13 at both 37ºC and 55ºC from tolerance 

tests. 

 

3.3.2 Materials and Mixture Proportion 

Portland slag cement (PSC) made from waste blast furnace slag is popular in the regions 

adjacent to steel industries. The present study uses PSC cement conforming to IS: 455-

1989 for making concrete. The chemical composition and the physical properties of the 

cement used are given in Tables 3.2-3.4 respectively. 

Locally available sand (fine aggregate) conforming to IS: 383-1970 is collected from a 

nearby river and used in the present study. This study considers only one type of RCA 

(RC-1 as mentioned in the previous section) for the preparation of concrete mix. The 

particle size distribution curve of RCA is presented in Fig. 3.8. The physical properties 

of both fine aggregate, RCA and NCA are evaluated as per IS: 2386 (Part III)-1963 and 

reported in Table 3.1. 

In order to study the improvement of compressive strength of RCA concrete, various 

concrete mixes are considered with and without bacteria. The mix design is carried as per 

the normal concrete design procedure available in IS: 10262-1982 following a weight 

batching. The RCA concrete mixes are prepared by full (100%) replacement of NCA 

with RCA. The cement content is kept constant at 372 kg/m3 with a constant total w/c 

ratio of 0.5. Concrete with RCA and NCA prepared without incorporating bacteria is also 

considered in this study as reference. Four different bacterial concrete with cell 

concentrations of 101, 103, 106, 107 cells/ml were prepared and these mixes are 

represented as B-1, B-2, B-3 and B-4 respectively. When B. subtilis is used these mixes 

are termed as B-1a, B-2a, B-3a and B-4a whereas, for B. sphaericus, these mixes are 

named as B-1b, B-2b, B-3b and B-4b. All together ten number of mixes of concrete are 

considered: four bacterial concrete for each of the two bacteria considered and two 

control concrete mixes with RCA and NCA. The details of all the mixtures are presented 

in Table 3.13. It is to be noted that a few previous literature (Chahal et al. 2012; 

Tittelboom et al. 2010 and De-Muynck et al. 2008) have reported the mix-proportion 

with w/c ratio as 0.5 for bacterial concrete. Also, the study presented in Section 3.3.1 of 

this thesis shows that w/c ratio higher than 0.37 results in relatively better compressive 

strength for RC-1 concrete. Accordingly, a w/c ratio of 0.5 was chosen for this study. 
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RCA was soaked in water for one hour and then kept out of the water for 24 hours before 

casting to avoid the extra water absorption by RCA and to have the same saturated 

surface dry condition of RCA as that of NCA. Under laboratory conditions, both coarse 

and fine aggregates were dry blended with cement for 2 minutes before adding the water. 

Around 10% of total water was taken out and used for mixing the bacteria solution. The 

remaining water (90%) was added and mixed with dry aggregates and cement for one 

minute. The diluted bacterial solution was finally mixed with concrete for another 3 

minutes. 

 

 

Figure 3.8: Particle size distribution of RC-1 

 

Table 3.14: Concrete mix proportion 

Mixture Name 
NCA 

Concrete 

Bacterial RCA Concrete 

Control B-1 B-2 B-3 B-4 

Bacterial Concentrations 

(cells/ml) 
0 0 101 103 106 107 

Cement (kg/m3) 372 372 372 372 372 372 

Natural Sand (kg/m3) 578 563 563 563 563 563 

RCA (kg/m3) 1233 1137 1137 1137 1137 1137 

w/c ratio 0.5 0.5 0.5 0.5 0.5 0.5 

Water (kg/m3) 186 186 186 186 186 186 
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3.3.3 Experimental Results 

Compressive strength, drying shrinkage and capillary water absorption test of hardened 

concrete and air content test of fresh concrete were carried out for all the concrete 

samples listed in previous section. Three samples were tested for each category and the 

average of the three was considered as the final result. Following sections discuss the 

results obtained from these test. 

 

3.3.3.1 Compressive Strength 

The addition of bacteria to the fresh concrete results in the formation of CaCO3 

precipitation that can be observed through the naked eye as shown in Fig. 3.9. Fig. 3.9 

presents photographs of typical RCA concrete with B. Subtilis and B. sphaericus 

(106 cells/ml), RCA control and NCA concrete without bacteria. White foam like 

material can be visualised in the outer surface of the bacterial concrete sample (Figs. 3.9a 

and 3.9b) which are absent in other two (Figs. 3.9c and 3.9d).  

The mean compressive strength for specimens with different concentration of bacteria at 

7 days and 28 days are presented in Table 3.14. It is observed that the compressive 

strength of bacterial concrete increases with the increase of cell concentration for both 

7 days and 28 days strength. However, after cell concentration of 106 cells/ml the trend 

reverses. The same results are plotted in Figs. 3.10 and 3.11 for B. subtilis and B. 

sphaericus. The maximum increment of 28 days compressive strength of RCA concrete 

is found to be 20.93% for B. Subtilis (B-3a) and 35.87% for B. sphaericus (B-3b) with 

respect to RCA control mix with an optimum cell concentration of 106 cells/ml. The 

same trend is also reported for bacterial NCA concrete in the literature [Chahal et al. 

2012a, 2012b]. This increase of compressive strength may be due to the precipitation of 

CaCO3 by bacteria on the micro-organism cell surfaces and within the inner side of the 

concrete which is confirmed in the microstructure analysis (refer section 3.4.3.5 and 

3.4.3.6). The compressive strength is improved by the microbiological precipitation of 

CaCO3 in the micro pores of concrete. Since the cell concentration of 106 cells/ml yields 

maximum compressive strength of RCA concrete the further investigation on bacterial 

concrete are conducted only considering this cell concentration for both the two selected 

bacteria (B-3a and B-3b). 
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(a) RCA concrete with B. subtilis (B-3a) 

 

 

(b) RCA concrete with B. sphaericus (B-3b) 

 

(c) RCA concrete without bacteria (Control) 

 

CaCO3 

33333 



Chapter 3 Concrete using Recycled Coarse Aggregate 

44 

 

(d) NCA concrete without bacteria 

Figure 3.9: Photographs of fresh concrete specimens 

 

Table 3.15: Effect of bacteria on compressive strength (MPa) at 7 & 28 days 

Mixture Name 
7 days 28 days 

B. subtilis  B. sphaericus B. subtilis  B. sphaericus 

NCA (0 cells/ml) 33.15 33.15 44.08 44.08 

Control (0 cells/ml) 29.06 29.06 38.22 38.22 

B-1 (101cells/ml) 31.27 30.13 41.02 43.10 

B-2 (103cells/ml) 32.70 33.59 43.13 46.71 

B-3 (106cells/ml) 34.15 38.86 46.22 51.93 

B-4 (107 cells/ml) 32.80 34.64 44.60 48.55 
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Figure 3.10: Effect of B. subtilis on compressive strength 
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Figure 3.11: Effect of B. sphaericus on compressive strength 

 

3.3.3.2 Drying Shrinkage 

Drying shrinkage of the concrete specimen is measured after 28 days curing including 7 

days moist air curing. The drying length and drying shrinkage obtained for four 

specimens, NCA, RCA Control, B-3a and B-3b are tabulated in Table 3.15. It is noticed 

that the addition of bacteria to RCA concrete decreases the drying shrinkage. This can be 
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attributed to denser RCA concrete formed by bacterial activity. It is to be noted that the 

drying shrinkage of RCA control concrete is more than that of NCA concrete. Similar 

observations are also reported in previous literature [Kou and Poon 2009; Manzi et al. 

2013; Jose and Soberon 2002; and Eguchi et al. 2007]. The increase of drying shrinkage 

of RCA control concrete without bacteria is perhaps due to the shrinking of old mortar 

adhered to the surface of RCA. However, previous studies [Kou and Poon 2012; Kou and 

Poon 2009] show that it can be controlled by reducing the w/c ratio suitably. Another 

cause for higher drying shrinkage of RCA control concrete maybe its low elastic 

modulus, as compared to NCA concrete, which offer less restraint to the potential 

shrinkage. 

 

Table 3.16: Drying shrinkage of the concrete specimens 

Type of Concrete 
Drying Length 

(mm) 

Drying Shrinkage 

(%) 

NCA 0.135 0.09 

RCA Control 0.260 0.17 

B-3a (B. subtilis) 0.040 0.03 

B-3b (B. sphaericus) 0.090 0.06 

 

3.3.3.3 Air Content 

Table 3.16 shows the results of air content in the four samples, NCA, RCA control, B-3a 

and B-3b. Air content of both the bacterial concrete samples are found to be slightly 

more than the RCA control concrete, probably due to the bacterial activity (such as 

photosynthesis, etc.). The air content of bacterial concrete may be reduced by increasing 

the mixing time to allow the extra air to flow out of the concrete mix. 

 

Table 3.17: Air content of freshly mixed concrete 

Type of Concrete Air Content (%) 

NCA 12 

RCA Control 12 

B-3a (B. Subtilis) 13 

B-3b (B. Sphaericus) 13 
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3.3.3.4 Capillary Water Absorption 

The capillary water absorption of selected specimens are tested and presented in Fig. 

3.12. The slope of these curves is decreasing in nature; similar behaviour was observed in 

previous studies [Bai and Sabir 2002; and Hanžič and Ilić 2003]. The water absorption 

for RCA samples (control, B-3a and B-3b) is higher than NCA samples, which is due to 

the additional water absorbed by the old mortar adhered to RCA. Capillary water 

absorption of bacterial concrete sample (B-3a and B-3b) is less than that of RCA control 

specimen. This is attributed to the denser concrete formed by bacterial precipitation of 

CaCO3. 
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Figure 3.12: Variation of capillary water absorption 

 

3.3.3.5 SEM and EDX  

Both the bacterial concrete samples (B-3a and B-3b) and RCA control specimen are 

examined through SEM, and the results are presented in Figs. 3.13-3.15. Deposition of 

calcium carbonate as calcite in both the bacterial concrete samples (B-3a and B-3b) is 

observed through SEM. More crystalline calcium carbonate is observed in the pores of 

bacterial concrete than RCA control concrete. Fig. 3.16 shows the intensities of various 

compounds from EDX at a point in the region marked in the Fig. 3.13. The intensities of 

various compounds indicate the presence of calcite precipitated in the form of calcium 

carbonate. 
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Figure.3.13: SEM of B-3a concrete sample 

 

 

Figure 3.14: SEM of B-3b concrete sample 

 

 

Figure 3.15: SEM of RCA control mix 

 

 

 

CaCO3 precipitation 
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Figure 3.16: EDX of B-3a sample concrete at marked outlines 

 

3.3.3.6 XRD Spectroscopy  

The results of the XRD of both the bacterial concrete samples (B-3a and B-3b) and RCA 

control specimen are presented in Figs. 3.17-3.19. It can be seen that more calcite is 

precipitated with higher intensity in bacterial concrete. Also, it has been seen that in the 

case of bacterial concrete, calcite is precipitated in more crystalline form. 
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Figure 3.17: XRD analysis of B-3a concrete 
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Figure 3.18: XRD analysis of B-3b concrete 
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Figure. 3.19: XRD analysis of RCA control 

 

3.4 Cement Mortar using Ureolytic Bacteria 

Aggregate is the main source of dispersion for strength of concrete. Also, it does not take 

part in the mineral precipitation by the bacteria. Accordingly, the purpose of this section 
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is to study the effect of bio-mineralization on the cement-based product avoiding the 

problems associated with the variation of aggregate properties. Accordingly, the effect of 

bacteria on some specific properties of cement, such as standard consistency and setting 

time, and properties of cement mortar such as compressive strength, sorptivity need to be 

investigated for more clarity. Published literature on the effect of bacteria on the above 

mentioned aspects are limited. This section discussed the study of cement and cement 

mortar incorporating B. sphaericus. Culture and growth of B. sphaericus for this part of 

work are carried out similar to the methods discussed in the section 3.3.1. The 

specifications of materials, Portland slag cement and fine aggregate, used for this study 

are explained in section 3.2.1 

 

3.4.1 Effect of Bacteria on the Properties of Fresh Cement Mortar 

Standard tests on cement is conducted for the consistency of cement as per Indian 

standard IS 4031 Part 4 (1988). The consistency of the cement paste is found to be 32%. 

In order to check the effect of bacteria in the initial and final setting time of cement, 

standard tests for setting time are conducted on cement mortar as per Indian standard IS 

455 (1989). 

Previous literature on the influence of bacteria in the setting time are very limited. No 

study has been reported on the initial and final setting time of cement by using B. 

sphaericus. Initial and final setting time of cement paste with and without bacteria are 

found out and presented in Table 3.17. Initial setting time of mortar with the inclusion of 

bacteria is 50 minutes which is marginally lower than the normal mortar (52 minutes). 

Similarly, final setting time of mortar with bacteria is 6 Hrs 07 Minutes while for normal 

mortar, it is 6 Hrs 00 Minutes. The effect of bacteria on the setting time is found to be 

very negligible. 

 

Table 3.18: Comparison of setting time of cement  

Specimen 
Initial Setting time 

(minutes) 
Final Setting time 

Cement paste 

(Normal) 
52 6 Hrs 00 Minutes 

Cement paste  

(with bacteria) 
50 6 Hrs 07 Minutes 
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3.4.2 Effect of Bacteria on the Properties of Harden Cement Mortar 

The variation of compressive strength of mortar cubes with different concentrations of B. 

sphaericus are studied. Cement to sand ratio of 1:6 and water cement ratio of 0.55 are 

considered to prepare the mortar cubes. Accordingly, the amount of cement,   sand and 

water are calculated as shown in the Table 3.18. Mortar cubes are prepared by mixing the 

water containing cell culture in selected concentrations, with the cement and sand. This 

mortar cubes are referred in this study as bacterial mortar cubes.  The bacterial mortar   

cubes are represented by prefix ‘B’ as shown in Table 3.18. Bacterial cubes are cured in 

2% urea (in water) and 25mM CaCl2 per ml of curing water. Mortar cubes without 

bacteria is referred as control cube specimens. Control cubes, denoted as CT (refer Table 

3.17) are cured with normal tap water. In order to study the effect of curing medium on 

control specimen a set control cubes are cured using 2% urea and 25mM CaCl2 per ml of 

curing water. This set is referred as CUC (mortar cured with urea). Cubes are casted in 

triplicates and compacted in a vibration machine. After demoulding, all specimens are 

cured until the testing. 

 

3.4.2.1 Variation of Compressive Strength with Cell Concentration 

The cubes are tested in a load controlled universal testing machine to obtain the 

compressive strength at 7 days and 28 days. The compressive strengths of all the 

specimens are presented in Table 3.19. It can be observed from the table that as the cell 

concentration increases the compressive strength at both 7 days and 28 days increases 

initially and then decreases. It can be seen that the maximum percentage increase in 

compressive strength of about 58% is observed (at 7 days) in the mortar cube having a 

cell concentration of 107cells/ml. The variation of the compressive strength at 7-day and 

28-day is also expressed graphically in Fig. 3.20. The maximum strength at 28 days is 

about 23% over the control specimen and this occurs at a cell concentration of about 

107cells/ml and hence this cell concentration can be treated as optimum dosage to obtain 

maximum compressive strength. 
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Table 3.19: Casting details of mortar cubes for compressive strength and sorptivity test 

Mortar 

cube 

ID 

Bacteria 

concentratio

n (cells/ml) 

Number of specimens for Mix proportion 
Curing 

medium 7 day 

strength 

28 day 

strength 

Sorptivity 

test 

Cement 

(kg) 

Sand 

(kg) 

Water 

(ml) 

CT 0 3 3 3 0.13 0.77 72 † 

CUC 0 - 3 - 0.13 0.77 72 Ø 

B1 105 3 3 3 0.13 0.77 72* Ø 

B2 106 3 3 3 0.13 0.77 72 * Ø 

B3 107 3 3 3 0.13 0.77 72 * Ø 

B4 108 3 3 3 0.13 0.77 72 * Ø 

B5 109 3 3 3 0.13 0.77 72 * Ø 

* indicates that the volume of water including bacteria and culture medium 

† indicates tap water as curing solution 

Ø indicates a mix of tap water, urea and calcium chloride as curing solution 

 

Maximum percentage increase in compressive strength in a previous study shows similar 

results. Ghosh et al. (2005) reported that maximum improvement in compressive strength 

of mortar at 28 days is about 25% with 105cells/ml by using Bacillus pasteurii. Achal et 

al. (2011) had reported increase in compressive strength of mortar cube incorporating B. 

sphaericus to be about 23% and 36% at 7days and 28 days respectively. An increase of 

about 18% in strength of mortar with B. pasteurii at 28 days is reported by 

Ramachandran et al. (2001). Ramachandran et al. (2001) found that in initial days of 

curing, bacteria shows good nourishment due to filling of pores mortar cubes by 

microbiologically induced mineral precipitation.  

The compressive strength at 28 days of the specimen CUC (urea cured) is found to be 

about 5.67MPa. The compressive strength of CT specimen, cured with normal tap water 

at 28 days is about 5.9MPa. The change in compressive strength due to curing solution is 

found to be negligible. Negligible difference in compressive strength implies that curing 

solution alone has no significant effect on the specimen. The increase in compressive 

strength in other bacterial specimens (B1, B2, B3, B4 and B5) are due to the bacterial 

activity in the presence of (2% urea and 25mM CaCl2 per ml of curing water) curing 

solution. 
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Table 3.20: Compressive strength of mortar cubes with different bacteria concentrations 

Mortar 

cube 

ID 

Cell 

concentration 

(cells/ml) 

Mean compressive 

strength (% increase) at 

7 days (MPa) 

Mean compressive 

strength (% increase) 

at 28 days (MPa) 

Remark 

CT 0 (Control) 3.44 5.90  

CUC 0 (Control) 3.01 (-14%) 5.67 (-4%)   

B1 105 4.46 (29.70%) 6.98 (18.30%)  

B2 106 5.34 (55.23%) 7.02 (18.98%)  

B3 107 5.44 (58.23%) 7.28 (23.38%) Maximum  

B4 108 4.91 (42.73%) 6.19 (4.90%)  

B5 109 4.71 (36.90%) 6.10 (3.38%)  
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Figure 3.20: Variation of compressive strength with cell concentration – at 7 and 28 day 

 

3.4.2.2 Sorptivity 

Sorptivity test is conducted for both control and all bacterial specimens (B1, B2, B3, B4 

and B5). The casting details of the specimens are provided in Table 3.20. The cumulative 

water absorption versus square root of time in hours (√t) for all bacterial specimens are 

computed as shown in Fig. 3.21. For durability point of view, sorptivity coefficient 

should be minimum. Sorptivity coefficient, S (mm/h0.5), slope (Gonen and Yazicioglu, 

2007) of the trend lines, for all the specimens are found out from Fig. 3.21 and they are 

listed in Table 3.20. It can be seen that sorptivity coefficient is minimum (0.79) for B3, 

where bacteria concentration is about 107 cells/ml. The lesser values of sorptivity 

coefficient imply that concrete is denser. This may be due to sealing of the pores by 
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carbonation which in turn increase durability. Similar observations are also reported 

elsewhere (Gonen and Yazicioglu, 2007). 

 

Figure 3.21: Cumulative water absorption for various cell concentrations 

 

Table 3.21: Sorptivity coefficients of all specimens 

Specimen ID 
Bacterial conc. 

(cell/ml) 

Sorptivity 

coefficient, S 

Compressive 

strength (MPa) 

Control 0 1.00 5.67 

B1 105 0.89 6.98 

B2 106 0.86 7.02 

B3 107 0.79 7.28 

B4 108 0.90 6.19 

B5 109 0.90 6.10 

 

3.4.2.3 XRD Spectrometry 

The addition of bacteria into the mortar cubes resulted in the formation of calcite crystals. 

XRD is used to quantify the intensity of various compounds present in both bacterial and 

control specimens. Fig. 3.22 shows the results of the XRD and it can be seen that the 

number of calcite peaks (9 numbers of ‘C’) are more in bacterial mortar cube samples 

and less in control sample (4 numbers of ‘C’). The increase in number of peaks signifies 

that the presence of calcite is more in bacterial cubes than in control cubes. The sharp 

peaks of the XRD analysis indicate the crystallinity of the calcium carbonate. Similar 
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conclusions are also reported elsewhere (Chahal et al. 2012). This increase in calcite 

content is perhaps responsible for the increase in compressive strength of bacterial mortar 

cubes. 

 

Figure 3.22: XRD of bacteria and control mortar cubes (‘Q’ represents quartz or silica 

and ‘C’ represents calcite). 

 

3.4.2.4 FESEM 

Fig. 3.23 shows rod shaped impression which is consistent with the shape of B. 

sphaericus (Siddique and Chahal. 2011). While, Fig. 3.24 shows the FESEM images of 

samples from control and bacterial specimen (B4) for 7 days of curing. Fig. 3.25 shows 

the images of the same samples for 28 days curing. The white patches of calcite crystals 

can be observed in these images and it is found that the amount of calcite crystals is more 

in the bacterial samples than in the control samples. The presence of the crystalline 

calcite may be the reason for the improvement of compressive strength. 

In order to check the continuous variation in the microstructure of the cement mortar due 

to the presence of bacterial calcite precipitation, analysis of FESEM at 7, 14 and 28 days 

are carried out. Figs. 3.26(a) - 3.26(c) show the FESEM images of bacterial mortar cubes 

(B4) after 7, 14 and 28 days of curing respectively. It is observed that needle shaped 

structures are seen more in concentration and their number increases with number of days 

of curing and are less when it reaches a curing period of 28 days. Concentration of 

Lamellar rhombohedra structures increases as the curing period increases. 
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Figure 3.23: FESEM image showing bacteria spreading over calcite crystals 

 

 

Figure 3.24: FESEM image of cubes after 7 day curing 

 

 

Figure 3.25: FESEM images of cubes after 28 day curing  

Control specimen Bacterial specimen B4 

Control specimen Bacterial specimen B4 
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Figure 3.26: FESEM images of cubes  

 

3.5 Conclusions 

The objectives of the present work was to investigate the relationship of w/c ratio with 

compressive strength of RCA concrete considering age and number of recycling and to 

study the behaviour of RCA concrete with regard to the capillary water absorption, 

drying shrinkage, air content, flexural strength and tensile splitting strength. Experiments 

are conducted to study the above mentioned aspects and following are the major 

conclusions from the present study. 

It is well known that the properties of concrete made with RCA are inferior to the normal 

concrete. The first part of this chapter discussed the aspects such as number of recycling 

and the age of the RCA, and its effects on the mechanical properties of RCA concrete. 

Second part of this chapter presented the experimental results of enhancement of 

mechanical properties of RCA concrete using two types of ureolytic bacteria. The last 

(a) After 7 days curing (b) After 14 days curing 

(c) After 28 days curing 
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part of this chapter investigated properties of cement and cement mortar incorporating 

bacteria. The salient conclusions from each part of the study are summarised below. 

 

Behaviour of RCA concrete 

 The compressive strength of concrete prepared from older (2 years, RC-2) aggregate 

is found to be lower in comparison to RC1 (1-year-old). The reduction of compressive 

strength was about 6%. The reduction in compressive strength was probably higher 

amount of adhered porous mortar which reduces the strength of aggregate 

significantly. 

 The strength of NCA concrete is higher than RCA concrete at lower w/c ratios. 

However, a reversal of this trend, i.e. RCA concrete shows higher compressive 

strength than NCA concrete after a particular threshold w/c ratio. The present study 

found that the RCA concrete requires a threshold minimum quantity of water 

depending upon the parent adhered mortar to contribute to the strength. This minimum 

quantity of water in terms of w/c ratio for RC-1 and RC-2 was about 0.37 and 0.42 

respectively. In order to obtain higher compressive strength for RCA (than NCA), w/c 

ratio should be higher than the above mentioned minimum limits.  

 The compressive strength of concrete after successive (two times) recycling, N2-RC-1 

is less than that of RC-1 (one time) and the decrease in strength of N2-RC-1 is about 

2% compared to that of RC-1. N2-RC-1 shows higher compressive strength than NCA 

for w/c ratios higher than 0.42. The successive recycling reduces the quality of the 

adhered mortar and this may be reason for the decrease in strength after further 

recycling. 

 Capillary water absorptions of RC-1 and RC-2 concrete are about 11% and 76% more 

compared to that of NCA. It is found that the capillary water absorption of N2-RC-1 is 

about 9 times larger than both RC-1 and NCA concrete. This abrupt increase of water 

absorption behaviour of N2-RC-1 leads to conclude that successive recycling may 

yield poor quality of aggregates that may not suit for concrete. 

 The drying shrinkage strain of RC-1 and RC-2 are about 1.9 and 2.6 times more than 

that of NCA concrete respectively whereas that of successive recycled concrete, N2-

RC-1 is about 1.2 times more than RC-1, which shows that successive recycling 

increases the drying shrinkage strain of concrete. 

 Air contents of RC-2 and N2-RC-1 are found to be higher than that of NCA and RC-1. 
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 While the decrease in splitting tensile strength of RC-2 concrete compared to RC-1 is 

in the range of 14-28%, the same in flexural strength is in the range of 6% to 21%. 

The successive recycling reduces the splitting tensile strength and flexural strength by 

6% and 12% respectively. 

 

Enhancement of RCA concrete using bacteria 

 Properties of RCA concrete such as compressive strength, capillary water absorption 

and drying shrinkage are improved by the addition of B. subtilis bacteria.  

 The compressive strength of RCA concrete at 28 days is found to be increased by 

20.93% for B. subtilis (B-3a) and 35.87% for B. sphaericus (B-3b) with respect to 

RCA control mix at an optimum cell concentration of 106 cells/ml. 

 Both bacillus bacteria play vital roles for increment in compressive strength of RCA 

concrete due to the calcium carbonate precipitation in the pores. Calcium carbonate 

precipitation by both bacteria in the form of calcite is confirmed through 

microstructure analysis using SEM, EDX and XRD.  

 Both bacteria decrease the drying shrinkage strain and capillary water absorption of 

RCA concrete and thereby enhances the durability. This can be attributed to denser 

RCA concrete formed by bacterial activity.  

 Air content in bacterial RCA concretes are found to be slightly more than control mix 

RCA concrete during the initial stage of mixing. This can be reduced perhaps by 

increasing the mixing time to allow the extra air to go out of the concrete mix. 

Generalised conclusions on this aspect require further research.  

 

Effect of bacteria on cement and cement mortar 

 B. sphaericus bacteria is found to be not altering the setting times of the cement 

paste. 

 It is observed that B. sphaericus can survive in alkaline concrete like environment 

and can produce Calcium Carbonate. Addition of bacteria alone cannot improve the 

properties of concrete/cement mortar. Ureolytic bacteria require urea and a source of 

calcium to produce CaCO3.  

 Compressive strength (at 7-day and at 28-day) of mortar cube is found to be 

increasing with the increase of bacteria cell concentration up to 107 cells/ml. 
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However, it is found that further increase of bacteria concentration reduces the 

compressive strength of cement mortar.  

 The optimum doses of bacteria is found to be 107 cells/ml and the corresponding 

increments of average compressive strength are observed to be 58% (at 7-day) and 

23% (at 28-day).  

 Curing solution alone does not have any impact on the compressive strength of 

concrete.  

 Sorptivity coefficient decreases as the concentration of bacteria increases which 

increases the durability of specimen. The minimum sorptivity coefficient is obtained 

for a cell concentration of 107 cells/ml.  

 The XRD study shows that the presence of more calcite peaks in bacterial mortar 

sample at 28 days than the control specimen.   

 The morphology of the bacterial calcite is studied by FESEM. The direct 

involvement of bacteria in calcite production can be inferred by rod shaped 

impressions which is consistent with the dimensions of the bacteria on the calcite 

crystals. 
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Chapter 4 

Concrete using Silica Fume and Fly Ash 

 

4.1  Introduction 

Usage of substitute minerals in concrete helps the conservation of raw materials, reduces 

CO2 emissions and ultimately helps to a cleaner environment. Increased use of 

supplementary cementing materials in place of cement in concrete structures worldwide 

contributes to sustainability in construction. SF, a by-product of silicon metal, and FA, a 

by-product of coal-fired thermal power stations are the two globally available 

supplementary cementitious materials which possess pozzolanic properties. SF like all 

other pozzolanic materials is capable of reacting with the calcium hydroxide, Ca(OH)2 

liberated during cement hydration to produce hydrated calcium silicate (C–S–H), which 

is accountable for the strength of hardened concrete. The high content of very fine 

amorphous spherical (100 nm average diameter) silicon dioxide particles (present more 

than 80%) is the main reason for high pozzolanic activity of SF. The SF can improve both 

chemical and physical properties of concrete. Similarly, FA can react with Ca(OH)2 and 

yield calcium silicate hydrate (C-S-H) gel and calcium aluminate hydrate (CAH) which 

are active in creating denser matrix leading to higher strength and better durability.  

An extensive literature review revealed that majority of the published literatures, if not 

all, present studies on ordinary Portland cement. However, production of Portland cement 

in the recent times is almost stopped and the present construction industry depends 

mostly on slag cement. This fact calls for a detailed study on the concrete made with PSC 

partially replaced by SF/FA. 

Most of the previous studies on SF concrete consider the partial replacement of cement 

keeping the total weight of cementitious material, fine and coarse aggregate constant. The 

main purpose of these studies was to evaluate the effect of SF on the behaviour of 

concrete. However, in practical constructions, SF concrete is prepared as per relevant 

codes and standards. Many international design codes (IS: 10262-1982, ACI234R-96) 

advices an extra cement of 10% while mineral admixture is used as partial replacement of 

cement. Also, due to the differential specific gravity of cement and SF, the mix design 
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results varying weights of aggregates as the percentage replacement of SF varies. 

Therefore, the concrete behaviour changes due to the combined effect of additional 

amount of cement, SF and reduced amount of aggregates.  

Also, all the previous studies on SF concrete are concentrated in high-strength concrete. 

No attempt has been carried out using SF as a replacement of cement for low/medium 

grade concretes (viz. M20, M25). 

This Chapter presents experimental investigations on the behaviour of medium grade 

concrete designed as per industry practice using PSC partially replaced by SF/FA. 

 

4.2  Materials and Test Specimens 

This chapter presents the experimental results of concrete made of PSC partially replaced 

with SF and FA. This section presents a brief description of ingredient materials used in 

the present study and the details of different test specimens. 

SF of grade 920-D having specific surface area of about 19.5 m2/g obtained from Elkem 

Private Ltd. is used to replace the cement partially in the present study.  Chemical 

composition of SF is analysed according to ASTM C 1240 and presented in Table 4.1. 

The cement and SF used in the experiment are tested to check the conformity with the 

relevant Indian Standards.  

FA used in the experiment is tested to check the conformity with the relevant Indian 

Standards and presented in Table 4.2 PSC conforming to IS: 455-1989; having 28-day 

compressive strength of 48 MPa is used in this study. The chemical components and 

physical properties of cement are presented in Chapter 3.  

Natural river sand (zone-II) conforming to IS: 383-1970 is used as fine aggregate. The 

specific gravity and water absorption values are obtained as 2.65 and 0.8%, respectively. 

Crushed, angular graded coarse aggregate obtained from local quarry having nominal 

maximum size of 20 mm is used. The specific gravity and the water absorption of the 

coarse aggregates are 2.75 and 0.6% respectively. Water reducing superplasticizer 

(Sikaplast 301 I, Polycarboxylic based) having a specific gravity of 1.08 is used in the 

present study. 
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Table 4.1: Chemical and Physical Properties of SF 

Parameter Specification Analysis 

Chemical Requirements 

SiO2 (%) > 85.00 88.42 

Moisture Content (%) < 3.00 0.15 

Loss of Ignition (%) < 6.00 1.50 

Physical Requirements 

>45 Micron (%) < 10.00 0.72 

Pozz. Activity Index (7d)  > 105 137 

Sp.Surface (m2/g) > 15.0 19.5 

Bulk Density (kg/m3) 500-700 615 

 

Table 4.2: Chemical and Physical properties of FA 

Parameter Specification Analysis 

Chemical Requirements 

SiO2 (%) > 35.00 39.88 

MgO < 5.00 1.15 

Physical Requirements 

Fineness-Specific surface in m2/kg < 320.00 329 

> 45 Micron (%) >34 2.72 

 

Test specimens are prepared for compressive strength, tensile splitting strength and 

flexural strength test. 15 samples are considered for each mix proportions in each test 

category. Concrete mixing is done using laboratory rotary mixture machine. The 

workability of the concrete mixtures is measured using the slump cone test according to 

IS: 1199-1959. Cubes of size mm100100100   (Fig. 4.1a), cylinders of size 

mm200100  (Fig. 4.1b) and prisms of size mm500100100   (Fig. 4.1c) are casted 

for the determination of compressive strength, split tensile strength, and flexural strength 

respectively. All the specimens are cured in normal tap water at natural weather condition 

up to 28 days. 
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Figure 4.1: Typical specimens prepared in the present study 

 

4.3 Concrete using SF 

The first part of this chapter is to study the behaviour of concrete made of PSC cement 

partially replaced by SF. Seven sets of concrete mixes are prepared by partial 

replacement of cement with equal weight of SF. Mix designs are prepared as per Indian 

Standard IS:10262-2009 and weight proportions of cement, SF, natural sand, coarse 

aggregates, water and admixture are shown in Table 4.3. The SF dosage of 0% (control 

mix), 5%, 10%, 15%, 20%, 25%, and 30% of the total cementitious material are 

considered in the present study. The cement content in the control mix is obtained as 

about 308kg/m3, while the total cementitious content, in the mixtures where SF is used, is 

increased to be 338 kg/m3 (10% more than the cement content of the control mix) as per 

IS: 10262: 2009. As the percentage of SF increases the cement contents in SF concrete 

(a) Concrete cube 

samples 

(b) Concrete cylindrical samples 

(c) Concrete prism 

Sample samples 
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mixtures reduces from 322 kg/m3 (5% SF) to 237 kg/m3 (30% SF). It can be observed 

from the table that the total weight of the aggregate reduces with increased percentage of 

SF. This is due to the increased volume of cementitious materials (specific gravity of SF 

is lower than that cement). As SF reduces the workability of the fresh concrete, water 

reducing superplasticizer is added proportional to the dosage of SF. Water content is kept 

constant (148 kg/m3) for all the mixtures considered in this study. 

 

Table 4.3: Mix proportions considered in the present study 

Mixture name Control 5% SF 10% SF 15% SF 20% SF 25% SF 30% SF 

Cement (kg/m3) 308 322 305 288 272 254 237 

SF (kg/m3) - 16.8 33.8 50.8 67.8 84.8 101.8 

Natural sand 

(kg/m3) 
715 702 700 698 695 694 692 

Coarse aggregate 

(kg/m3)  
1304 1281 1278 1274 1269 1266 1262 

w/c 0.48 0.43 0.43 0.43 0.43 0.43 0.43 

Water (kg/m3) 148 148 148 148 148 148 148 

Admixture 

(kg/m3) 
1.23 2.71 3.05 3.39 3.73 4.07 4.41 

 

 

Figure 4.2: Surface plot for a water content of 148 kg/m3 

 

4.3.1 Dosage of SF and Workability of Concrete 

Workability of SF concrete reduces vigorously due to very high specific surface area of 

SF. Addition of water reducing admixture (Super plasticizer) is necessary for SF concrete 

to obtain desired workability. Accordingly, dosage of superplasticizer is increased 
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(keeping the water content of 148kg/m3 constant) with the increase of SF dosage to 

maintain the slump value within a range of 150  30mm. Slump test is conducted on fresh 

concrete for all the concrete mixes considered in this study. Fig. 4.2 shows a surface plot 

between the dosage of SF, dosage of admixture and the slump value obtained. 

 

4.3.2 Mechanical Properties of SF Concrete 

Test specimens are prepared from all the seven mixes for compressive strength, split 

tensile strength, and flexural strength as discussed in the previous section. Average value 

of the results of fifteen specimens in each of the selected category is considered as the 

representative result. This section presents the results obtained from the experimental 

studies. 

 

4.3.2.1 Compressive Strength 

Mean compressive strength of concrete obtained for each SF dosage is plotted in Fig. 4.3. 

It can be seen that the compressive strength, in general, increases with increase of SF 

dosage. For SF dosage of 5% there is hardly any change in compressive strength. 

However, as the SF dosage increases beyond 5%, the strength increases gradually to 

reach a maximum value at 20%. The increase in compressive strengths of about 29%, 

40%, 59% and 44%, are observed for the corresponding SF dosages of 10%, 15%, 20% 

and 25% respectively. There is no further increment in compressive strength observed 

beyond the SF replacement of 20%. 

 

Control 5% 10% 15% 20% 25% 30%

25

30

35

40

45

50

55

C
o

m
p

re
ss

iv
e 

st
re

n
g
th

 (
 M

P
a)

Doses of Silica Fume (%)  

Figure 4.3: Effect of SF on compressive strength development of concretes 
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A number of published literature [Khedr and Abou-Zeid 1994; Mazloom et al. 2004; 

Bhanjaa and Sengupta 2005; Poon et al. 2006; Bingöl and Ilhan 2013; and Sarıdemir 

2013] report similar observations. This study is different and unique in terms of two 

aspects: (a) use of PSC concrete and (b) use of additional 10% cementitious materials for 

SF concrete. Although the designed strength of the control mix for all these studies are 

not same, the relative increase of compressive strength (due to SF) obtained in these 

studies are compared with the results of present study and presented in Fig. 4.4. 
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Figure 4.4: Comparison of compressive strength with previous studies 

 

It can be seen that at 5% replacement, the study carried out by [Sarıdemir 2013] is found 

to be the maximum at about 22% while [Bhanjaa and Sengupta 2005] and present studies 

yield hardly any improvement in compressive strength. However, at 20% replacement the 

present study shows an increase in compressive strength of about 59% compared to 38% 

by [Khedr and Abou-Zeid 1994] which is maximum among the previous studies 

considered. At 15% replacement, the present study shows that the increase in 

compressive strength is comparable with that of previous studies. It can be concluded that 

if the guidelines suggested by IS code is followed in the replacement of SF, a cap of 

about 21% (59% - 38%) in compressive strength can be achieved at 20% replacement. 

 

4.3.2.2 Tensile Splitting Strength 

Tensile splitting strength of SF concrete for selected SF dosages is presented in Fig. 4.5. 

This figure shows that as the SF dosage increases the tensile splitting strength increases 
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gradually to reach a maximum value of 3.8 MPa at a dosage of 20%. It can be seen that 

the strength reduces for further increase of SF content. The increase in tensile splitting 

strength are about 12%, 13%, 33%, 49%, 43% and 42% at 5%, 10%, 15%, 20%, 25% and 

30% of SF dosages respectively. 
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Figure 4.5: Effect of SF on tensile splitting strength development of concretes 

 

It is to be noted that the behaviour of strength increments and the optimum dosage of SF 

is almost similar for both compressive and tensile splitting strength. The maximum 

strength is achieved in both cases for SF dosage between 15% and 25%. The relative 

increase of split tensile strength (due to SF) obtained in two previous studies [Bhanjaa 

and Sengupta 2005; and Sarıdemir 2013] are compared with the results of present study 

and presented in Fig. 4.6. It can be seen that for all replacement, the increase in strength 

is lower in the present study in comparison with previous studies considered. At lower 

replacement the difference in strength is higher, however at higher replacement, the 

difference is comparable. 

 

4.3.2.3 Flexural Strength 

Flexural strength of SF concrete for various percentage of SF is presented in Fig. 4.7. It 

can be observed that 5% SF makes no difference in flexural strength. As the replacement 

of SF increases the flexural strength increases gradually to reach a maximum value of 

8.5 MPa at 25% SF. Further increase of SF dosage found to reduce the flexural strength 

of concrete. The increase in tensile splitting strength is found to be about 4.45%, 5%, 
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12%, 33% and 18% at the SF replacement of 10%, 15%, 20%, 25% and 30% 

respectively. It is also observed that the flexural strengths follow slightly different trend 

compared to that of compressive strength and tensile splitting strength. 
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Figure 4.6: Comparison of tensile splitting strength with previous studies 
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Figure 4.7: Effect of SF on flexural strength development of concretes 

 

Flexural strength of SF concrete obtained in the present study is compared with that of a 

previous study [Bhanjaa and Sengupta 2005] as shown in Fig. 4.8. It can be seen that for 

all replacement except at 5%, the increase in flexural strength is higher in the present 

study in comparison with the earlier study considered.  The maximum increase in flexural 
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strength from the present study is about 33% compared to 23% from the previous study at 

25% SF replacement. Therefore, it can be concluded that flexural strength of concrete 

increases about 10% when IS code procedures are followed for mix design of SF 

concrete. 
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Figure. 4.8: Comparison of flexural strength with previous studies 

 

4.3.3 Correlation between Different Properties of SF Concrete 

The compressive strength of concrete is generally treated as the significant parameter for 

the quality governor. Design codes express the other parameters in terms of compressive 

strength. The pair of values obtained for the tensile splitting strength and compressive 

strength from 105 data-set (seven concrete mixes with 15 numbers of samples each) is 

shown in Fig. 4.9. Similar plots for flexural strength and compressive strength are 

presented in Fig. 4.10. The data are analysed statistically and best fitted empirical 

relationships are developed between these quantities by performing a regression analysis 

and presented in Eqs. 4.1-4.2: 

 bccsp faf            (4.1) 

 dccfl fcf            (4.2) 

Where fsp, ffl and fcc denote tensile splitting, flexural and compressive strengths of 

concrete, expressed in MPa, respectively. The values obtained for the constants (a, b, c 

and d) along with R2 value from the regression analysis in the present study are compared 

with [Bhanjaa and Sengupta 2005] as shown in Table 4.4. 
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Table 4.4: Values of constants  

Investigation A b 
R2 

(Eq. 1) 
c d 

R2 

(Eq. 2) 

Present Study 0.204 0.745 0.95 0.571 0.669 0.93 

Bhanjaa and 

Sengupta(2005) 
0.248 0.717 0.94 0.275 0.810 0.93 
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Figure 4.9: Relationship between tensile splitting strength and compressive strength  
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Figure 4.10: Relationship between flexural strength and compressive strength 

 



Chapter 4 Concrete Using Silica Fume and Fly Ash 

73 

The UPV tests are carried out on all concrete cubes at 28 days as per IS: 13311(Part1)-

1992; before conducting the compressive strength test. UPV measurements are conducted 

using PUNDIT Lab+ device manufactured by PROCEQ, Switzerland (Fig. 4.11). UPVs 

were evaluated using direct transmission (cross probing) with path length equal to the 

concrete specimen width (100 mm). 

 

 

Figure 4.11: UPV test set up 

 

 

Figure 4.12: Relationship between compressive strength and UPV values 
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A relationship between UPV values and compressive strengths from 105 data-set is 

developed using regression analysis as follows: 

cv.fcc  0060      (4.3a) 

Where, )50(03.075.4 ssc      (4.3b) 

Where fcc denotes compressive strengths of concrete (in MPa), v denotes ultrasonic pulse 

velocity, and s denotes amount of SF replaced (in %).  

The application of these equations, however, is limited to moderate grade of control mix 

(M20-M30). Fig. 4.12 presents the experimental data set of compressive strengths of 

hardened concrete and corresponding ultrasonic pulse velocities along with the Eq. 4.3 

for six different mixes involving SF. This figure shows Eq. 4.3 is fairly matching the 

experimental values for different concrete mixes. 

 

4.4 Concrete using FA 

The second part of this chapter deals with the concrete made of PSC partially replaced by 

FA. Three sets of concrete mixes are prepared by partial replacement of cement with 

equal weight of FA. Mix designs are prepared as per IS: 10262-2009 and weight 

proportions of cement, FA, natural sand, coarse aggregates, water and admixture shown 

in Table 4.5. The dosages of FA are 20%, 40% and 60% of the total cementitious 

material. The cement content in the control mix is about 394 kg/m3. Like SF, FA also 

reduces the workability of fresh concrete. Therefore, water reducing super-plasticizer is 

used in the FA concrete to maintain uniform workability. Water content is kept constant 

(177.3 kg/m3) for all the mixtures.  

 

Table 4.5: Mix proportions considered for the FA concrete 

Mixture name Control 20% FA 40% FA 60% FA 

Cement (kg/m3) 394 315.2 236.4 157.6 

FA (kg/m3) - 78.8 157.6 236.4 

Natural sand (kg/m3) 641 641 641 641 

Coarse aggregate (kg/m3)  1114 1114 1114 1114 

w/c 0.45 0.45 0.45 0.45 

Water (kg/m3) 177.3 177.3 177.3 177.3 

Admixture (kg/m3) 1.97 2.76 3.15 3.55 



Chapter 4 Concrete Using Silica Fume and Fly Ash 

75 

4.4.1 Mechanical Properties of FA Concrete 

All the specimens mentioned in the previous section are tested according to relevant 

Indian Standards respectively. Average value of the results of fifteen specimens in each 

of the selected category is considered. This section presents the results obtained from the 

experimental studies. 

 

4.4.1.1 Compressive Strength 

Mean compressive strength of concrete obtained for each FA dosage is plotted in 

Fig. 4.13. It can be seen that the compressive strength, in general, increases with increase 

of FA. A dosage of 20% FA increases the compressive strength for about 14% compared 

to control specimen. The strength decreases gradually for further increase of FA dosage 

beyond 20%. The decrease in compressive strength at higher dose may be due to the 

improper matrix formation in presence of PSC. 
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Figure 4.13: Effect of FA on compressive strength development of concretes 

 

4.4.1.2 Tensile Splitting Strength 

Tensile splitting strength of FA concrete is presented in Fig. 4.14. This figure shows that 

FA reduces the tensile splitting strength of concrete gradually. However, the reduction of 

tensile splitting strength is found to be negligible up to 20% of FA replacement.  
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Figure 4.14: Effect of FA on tensile splitting strength development of concretes 

 

4.4.1.3. Flexural Strength 

Flexural strength of FA concrete for various dosage of FA is presented in Fig. 4.15. It can 

be observed from this figure that up to 20% of FA replacement makes no difference in 

flexural strength compared to the control specimen. Further increase of FA found to 

decrease the flexural strength of concrete gradually.  
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Figure 4.15: Effect of FA on flexural strength development of concretes 
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4.4.2 Correlation between Different Properties of FA Concrete 

An attempt is made to correlate the tensile splitting strength and flexural strength of FA 

concrete with their compressive strength. The pair of values obtained for the tensile 

splitting strength and compressive strength from 45 data-set (three concrete mixes with 

15 numbers of samples each) is shown in Fig. 4.16. A similar plot for flexural strength 

and compressive strength is presented in Fig. 4.17. The data are analysed statistically, and 

best fitted empirical relationships are developed between these quantities by performing a 

regression analysis as expressed in Eqs. 4.4-4.5: 

 cfbaf ccsp       (4.4) 

 efdf ccfl        (4.5) 

Where fsp, ffl and fcc denote tensile splitting, flexural and compressive strengths of FA 

concrete in MPa, respectively. The values obtained for the constants (a, b, c and d) along 

with R2 value from the regression analysis are presented in Table 4.5. 

 

Table 4.6: Values of constants  

Investigation a B c R2(Eq. 1) d e R2(Eq. 2) 

Present Study 1.38 3.47 5.52 0.94 0.33 0.82 0.89 
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Figure 4.16: Relationship between tensile splitting strength and compressive strength  
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Figure 4.17: Relationship between flexural strength and compressive strength 

 

4.5 Cost Benefit Study for SF and FA Concrete 

The cost benefit analysis has been carried out using typical scheduled rate (at NIT 

Rourkela) as presented in Table 4.7. The cost of materials considered in the study are 

follows: INR 7.30 for Cement, INR 0.15 for sand, INR 0.95 for NCA and INR 28.00 for 

SF per kg. INR 800 is considered for the labour cost per cubic meter of concrete. 

 

Table 4.7: Comparative cost estimate for 1 m3 of concrete 

Concrete type 
Cement 

(kg) 

Sand 

(kg) 

NCA 

(kg) 

SF 

(kg) 

FA 

(kg) 

Cost 

(INR) 

Comp. 

Strength 

(MPa) 

SF concrete (20%) 315 641 1114 78.8 - 6446 48.8 

FA concrete (20%) 315 641 1114 - 78.8 4239 32.5 

Control concrete 394 641 1114 - - 4816 30.6 

 

4.6 Conclusions 

The experimental investigation is carried out to study the enhancement of properties such 

as compressive strength, tensile splitting strength and flexural strength of concrete made 

of PSC using SF and FA. The salient conclusions of the present study are as follows: 

1. General behaviour of medium grade PSC concrete partially replaced with SF 

is found to be similar to that of Portland cement concrete as reported in 
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previous literature. Incorporation of SF is found to be increasing the 

compressive, tensile splitting and flexural strength of concrete made of PSC. 

2. The compressive strength of concrete increases gradually from a SF dosage of 

5%, to reach an optimum value at 20%. The percentage of increment in 

strength is observed to be about 29%, 40%, 59% and 44%, for the 

corresponding SF dosages of 10%, 15%, 20% and 25% respectively. A cap of 

about 21% in comparison with previous studies is found at 20% replacement. 

This cap can be attributed to the use of 10% extra cement.   

3. The splitting strength of concrete cylinders increases gradually with the SF 

dosages to reach an optimum value at 20%. When compared with previous 

studies, it is found that the increment of strength is lower at lower dosages of 

SF but it is comparable at higher dosages of SF. 

4. The flexural strength of concrete prism increases gradually with increase of 

SF dosage, to reach an optimum value at 25%. The increase in flexural 

strengths is about 4.45%, 5%, 12%, 33% and 18% at the SF replacements of 

10%, 15%, 20%, 25 and 30% respectively. A cap of about 10% in comparison 

with previous studies is observed at 20% replacement.  

5. Best fitted empirical relationships are developed for representation of the 

properties such as flexural strength and tensile splitting strength in terms of 

compressive strength for PSC SF concrete. The average ratio between the 

flexural and tensile splitting strengths of SF concrete is found to be slightly 

more than ACI recommended values. 

6. A single equation is proposed to express compressive strengths in terms of 

UPV and percentage replacement of SF for PSC SF medium grade concrete. 

This equation is found to be fairly matching the experimental values for 

different concrete mixes. 

7. Up to 20% of FA replacement in concrete made of PSC shows increase in 

compressive strength of concrete with no degradation of its tensile splitting 

and flexural strength. But at 40% and 60% replacement yields inferior quality 

of concrete. 
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Chapter 5 

Probabilistic Models for Silica Fume and 

Fly Ash Concrete  

 

5.1  Introduction 

Uncertainties are inherent in structural design. The loading on the structure and the 

capacities of structural members are not deterministic quantities [Nowak and Collins 

2000]. Accordingly, probability-based or reliability-based designs for different types of 

constructions have been developed. Application of these methods requires the 

probabilistic models of loads and resistances [Nowak and Collins 2000]. Although 

strength and load parameters are non-deterministic, they exhibit interesting statistical 

regularity which is the basis of the probabilistic models of load and resistance 

[Ellingwood et al. 1980]. Establishment of such models usually requires experimental 

study of load and resistance regularities in common structural types such as concrete, 

steel, and masonry. In structural engineering practice where construction technologies are 

occasionally mixed, it is usually accepted that structural load requirements are 

independent of construction technology to facilitate design with different construction 

materials [Ellingwood et al. 1982]. On the contrary, the resistance variation for each 

material, structural member, or failure mode should be individually and carefully studied. 

Although much work has been done on resistance models of normal concrete and steel 

elements, such studies in the concrete made with partial replacement of cement by 

industrial waste materials such as SF and FA are not available. The fluctuating nature of 

the mechanical properties (compressive strength, flexural strength and tensile splitting 

strength) can have a significant impact on the performance of structures. Extensive 

experimental work is carried out to find the fluctuating nature of SF and FA concrete. 

The collected statistical data were then used to derive the variable features of the selected 

mechanical properties. This included the mean value, variance, skewness, suitable 

distribution functions, and probabilistic models. In addition to the uncertainties in the 

properties of constituents of normal concrete, quality and variations in the properties of 
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SF and FA may affect the mechanical properties of the concrete made using these 

materials. This chapter discusses the variability of mechanical properties of SF and FA 

concrete and its implications in the performance of typical buildings.  

 

5.2 Variability in SF Concrete 

In order to determine the variability in the selected mechanical properties of SF concrete, 

results of compressive strengths, tensile splitting strengths and flexural strengths from the 

experimental programme conducted in Chapter 4 are considered. It consists of seven sets 

of concrete mixes with partial replacement of cement with SF as discussed earlier. 

Details of the mixture proportions used in this study are the same as the tests explained in 

Chapter 4. 

This section further deals with on the representation of variability of above properties of 

SF concrete using different probability distribution models. Values of all the mechanical 

properties obtained experimentally are converted to probability distributions. Selected 

standard probability distribution models are assumed and the models are verified using 

standard goodness-of-fit tests. Details of selected two parameter probability distribution 

models and selected goodness-of-fit tests are explained in Appendix B briefly. 

The selected two parameter standard probability distribution models in this study are; 

truncated normal, lognormal, gamma and Weibull distributions. The best-fit probability 

distribution model is captured by performing certain statistical goodness-of-fit tests such 

as modified Kolmogorov-Smirnov (KS), Log-likelihood (LK) and minimum Chi-square 

criterion (CS) at 5% significance level. The probability distribution which has minimum 

values of KS distance and CS value, and maximum value of LK is considered as the best 

fit. These methods have been successfully used in many past literatures [Chen et al. 

2014, and Stone et al. 1986]. A total of 490 experimental values of compressive strength 

(210), tensile splitting strength (140) and flexural strength (140) with different SF 

content are used for the representation of probability distribution.  

The distribution is rejected if the goodness-of-fit test values are below the critical value 

specified at 5% significance level. The values obtained for the rejected distributions are 

omitted in the presentation of results. The selection criteria for a best fit distribution are 

the minimum values of KS distance and CS along with maximum value of LK. The CS 

value may not be always reliable [Chen et al. 2014] because it depends on binning of 

data into intervals and it is best suitable when large random variables are used. Therefore 
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in this study the best fitted distribution is decided mostly from KS distance and LK value 

even if CS value is not minimum. 

 

5.2.1 Compressive Strength 

Compressive strengths of concrete cubes (7 mixes × 30 samples each = 210 total 

samples) with various SF contents are presented in Table 5.1. It can be seen that the 

compressive strength of control specimen is found to be varying from 24.18 MPa to 

34.60 MPa with a mean and standard deviation (SD) of 30.27 MPa and 2.17 MPa. 

Similarly, the minimum, maximum, mean and SD for other concrete specimens having 

different percentage of SF is shown in this table. The mean compressive strength of 

concrete increases with SF content and it reaches maximum value (53.97 MPa) at 20% 

SF content. The table also shows that the SD of compressive strength increases with the 

increase in SF content. This may be attributed to the high inherent variability in the 

properties of SF. Mean compressive strengths of concrete obtained for each SF dosage 

are plotted in Fig. 5.1. 

Table 5.2 shows the estimated shape and scale parameters of distributions, KS distances, 

LK and CS values for compressive strength. This table shows that all three criteria (KS, 

CS and LK) are not in agreement with a single distribution for variability description of 

compressive strength. However, there are very little deviations among the goodness-of-fit 

test values for all cases of mix proportions. A single distribution meets all the selection 

criteria of minimum KS distance, minimum CS and maximum LK value simultaneously 

for mix with 10%, 15% and 20% SF replacement. Hence, lognormal and Weibull 

distribution are found to be the best fit models for mix with 10%, 15% and 20% SF 

respectively. However, for mix with 0%, 5%, 25% and 30% SF, no single distribution 

meets all the selecting criteria but the values of all distributions are close to each other. 

Therefore, based on KS distance and LK value, either Weibull or lognormal is found to 

be the closest fit model for these concrete mixes. The probability distributions obtained 

from experiments and the assumed cumulative probability distribution models for 

compressive strength of SF concrete for different mix proportions of SF are shown in 

Fig. 5.2 for graphical representation. 
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Table 5.1: Compressive strength of SF concrete (in MPa) 

Sl. No. Control 5% SF 10% SF 15% SF 20% SF 25% SF 30% SF 

1 24.18 18.73 37.46 37.75 43.71 41.26 29.94 

2 26.23 25.42 39.56 38.77 43.74 41.41 30.54 

3 26.66 25.78 39.68 39.39 44.37 41.52 34.07 

4 26.76 26.29 39.98 39.48 44.78 42.34 34.15 

5 27.26 26.55 40.21 41.08 45.23 42.57 34.22 

6 27.41 26.57 40.43 41.29 46.81 43.18 37.84 

7 27.81 26.68 40.50 42.70 46.84 44.21 39.38 

8 28.54 27.34 40.51 43.44 48.23 44.26 40.50 

9 28.64 29.11 40.72 43.52 48.28 44.47 40.71 

10 28.84 29.18 41.29 43.89 48.83 46.01 41.19 

11 29.21 29.23 41.71 44.24 51.78 46.03 41.19 

12 29.72 29.55 41.74 44.32 52.51 46.13 44.27 

13 29.83 29.64 41.86 44.38 54.47 46.18 44.50 

14 30.22 30.02 42.15 44.49 55.88 46.24 44.61 

15 30.51 30.46 42.81 44.56 56.77 46.77 45.81 

16 30.98 31.59 43.65 45.27 57.51 48.16 46.65 

17 31.17 32.14 43.88 45.82 57.59 49.68 46.71 

18 31.34 32.53 44.55 47.30 58.17 50.12 47.05 

19 31.52 32.91 45.16 50.15 58.25 50.34 48.10 

20 31.56 33.15 45.40 50.35 58.28 50.66 48.11 

21 31.82 33.30 46.80 51.76 58.34 51.59 48.26 

22 32.57 33.44 47.17 52.64 58.38 53.12 49.18 

23 32.81 33.45 47.36 53.61 58.41 53.16 49.78 

24 32.81 33.64 47.53 53.64 58.69 53.28 50.74 

25 32.85 34.55 47.93 54.40 58.86 54.35 50.75 

26 33.28 34.63 48.98 54.83 58.97 56.06 52.33 

27 33.57 35.25 49.17 55.27 59.89 56.13 53.65 

28 34.11 35.46 49.72 56.29 60.54 58.96 57.86 

29 34.29 37.43 50.14 57.18 62.12 61.17 58.92 

30 34.60 38.01 50.98 60.82 62.86 62.52 62.30 

Mean 30.37 30.73 43.97 47.42 53.97 49.06 45.11 

SD 2.71 4.17 3.79 6.29 6.18 5.96 8.03 
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Figure 5.1: Variation of Mean, SD of compressive strength of SF concrete 
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Table 5.2: Estimated parameters, KS distances, LK, and CS for different distribution 

functions describing compressive strength of SF concrete 

Mix Distribution Shape Scale KS CS LK 

Control 

Weibull 13.49 31.57 0.077 0.648 -71.49 

Gamma 125.85 0.2414 0.073 0.88 -72.37 

Normal 30.376 2.717 0.062 0.713 -72.05 

Lognormal 0.091 30.23 0.072 0.76 -72.58 

5% SF 

Weibull 8.96 32.47 0.076 1.83 -84.04 

Gamma 51.31 0.59 0.077 1.70 -86.06 

Normal 30.738 4.179 0.067 1.77 -84.97 

Lognormal 0.146 30.416 0.082 1.36 -86.81 

10% SF 

Weibull 12.56 45.73 0.164 2.29 -83.58 

Gamma 140.35 0.313 0.147 0.90 -81.84 

Normal 43.97 3.797 0.151 0.97 -82.09 

Lognormal 0.085 43.816 0.141 0.70 -81.75 

15% SF 

Weibull 8.136 50.211 0.188 3.22 -98.61 

Gamma 59.706 0.794 0.167 0.99 -96.83 

Normal 47.425 6.298 0.175 1.49 -97.27 

Lognormal 0.131 46.993 0.157 0.79 -96.70 

20% SF 

Weibull 11.181 66.387 0.179 2.27 -95.01 

Gamma 77.657 0.692 0.204 4.06 -96.69 

Normal 53.773 6.091 0.183 3.07 -96.27 

Lognormal 0.116 53.410 0.192 3.75 -96.97 

25% SF 

Weibull 8.418 51.76 0.386 2.72 -97.92 

Gamma 72.55 0.676 0.412 0.41 -94.96 

Normal 49.067 5.963 0.406 0.79 -95.63 

Lognormal 0.118 48.715 0.409 0.33 -94.70 

30% SF 

Weibull 6.29 48.425 0.448 0.84 -104.99 

Gamma 31.425 1.435 0.446 1.88 -104.80 

Normal 45.114 8.039 0.444 1.44 -104.59 

Lognormal 0.1843 44.389 0.433 1.92 -105.13 
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Figure 5.2: Experimental and assumed cumulative probability distributions for 

compressive strength of SF concrete 

(a) Control (b) 5% SF 

(c) 10% SF (d) 15% SF 

(e) 20% SF (f) 25% SF 

(g) 30% SF 
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5.2.2 Flexural Strength 

Flexural strength of concrete prisms (7 mixes × 20 samples each = 140 total samples) 

with various SF content is presented in Table 5.3. The flexural strength of control 

specimen is varying from 5.94 MPa to 6.41 MPa with a mean and standard deviation 

(SD) of 6.32 MPa and 0.33 MPa. Similarly, the minimum, maximum, mean and SD for 

other concrete specimens having different percentage of SF is presented in Table 5.3. The 

mean flexural strength of concrete increases with SF content and it reaches maximum 

value (8.35 MPa) at 25% SF content. It can be seen from this table that the SD values of 

concrete follows non uniform trend with the increase in SF content. Mean flexural 

strength of concrete obtained for each SF dosage is plotted in Fig. 5.3. 

 

Table 5.3: Flexural strength (MPa) of SF concrete 

Sl No. Control 5% SF 10% SF 15% SF 20% SF 25% SF 30% SF 

1 5.94 7.01 6.86 6.32 7.12 7.87 7.15 

2 6.12 5.94 7.01 6.51 7.25 8.81 7.62 

3 6.47 5.98 6.54 6.48 7.23 8.75 7.13 

4 6.81 4.10 6.31 6.92 6.71 7.93 7.73 

5 6.06 5.73 5.88 6.56 6.58 8.43 7.94 

6 6.65 5.87 6.23 6.14 6.56 8.15 7.50 

7 6.16 7.42 6.27 6.78 7.16 8.21 7.66 

8 5.96 6.58 6.65 6.24 7.23 8.75 7.40 

9 6.82 6.41 5.75 6.05 7.49 8.50 7.31 

10 6.52 6.54 7.09 6.87 6.85 9.10 7.89 

11 5.63 6.53 7.24 6.82 7.41 7.36 7.23 

12 6.47 6.11 5.66 6.80 7.33 8.81 7.08 

13 6.15 7.14 7.41 6.59 7.25 8.75 7.15 

14 6.70 5.82 6.90 6.81 7.51 8.43 7.62 

15 5.87 6.17 6.72 6.99 7.30 8.15 7.66 

16 6.65 7.03 6.25 6.78 7.11 7.36 7.40 

17 6.19 6.75 6.94 6.27 6.46 8.81 7.31 

18 6.50 6.69 7.05 7.02 7.15 8.75 7.50 

19 6.34 7.44 6.28 6.88 7.41 7.93 7.73 

20 6.41 6.63 6.99 6.51 6.96 8.15 7.13 

Mean 6.32 6.39 6.60 6.62 7.10 8.35 7.46 

SD 0.33 0.74 0.50 0.29 0.31 0.48 0.26 
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Figure 5.3: Variation of Mean, SD of flexural strength of SF concrete 

 

The estimated shape and scale parameters of distributions, KS distances, LK and CS 

values for flexural strength of different SF concrete mix are presented in Table 5.4. The 

goodness-of-fit test values for all cases possess very little deviation among the selected 

distributions. For mix with 5%, 15% and 20% SF, Weibull distribution meets all the 

selection criteria. Similarly, for mix with 30% SF, lognormal distribution meets all the 

selection criteria. However, no single distribution meets all the selecting criteria for mix 

with 0%, 10% and 25% SF. Hence on the basis of KS and LK value, either a lognormal 

or Weibull distribution can be considered as the best fit distribution for these mixes. The 

variation of the cumulative probability distribution of flexural strength with assumed 

models for different mix proportions is shown in Fig. 5.4. 

  



Chapter 5 Probabilistic Models for Silica Fume and Fly Ash Concrete 

89 

Table 5.4: Estimated parameters, KS distances, LK, and CS for different distribution 

functions describing flexural strength of SF concrete 

Mix Distribution Shape Scale KS CS LK 

Control 

Weibull 22.707 6.477 0.142 - -5.761 

Gamma 374.401 0.016 0.105 - -6.001 

Normal 6.326 0.333 0.106 - -5.919 

Lognormal 0.0532 6.296 0.097 - -6.071 

5% SF 

Weibull 11.376 6.695 0.080 - -20.344 

Gamma 67.395 0.094 0.121 - -23.293 

Normal 6.398 0.074 0.086 - -22.093 

Lognormal 0.129 6.347 0.114 - -24.023 

10% SF 

Weibull 16.135 6.827 0.152 - -13.641 

Gamma 178.158 0.037 0.117 - -14.274 

Normal 6.606 0.502 0.118 - -14.109 

Lognormal 0.077 6.586 0.106 - -14.394 

15% SF 

Weibull 28.821 6.757 0.118 - -2.436 

Gamma 529.181 0.012 0.137 - -3.463 

Normal 6.621 0.293 0.155 - -3.343 

Lognormal 0.044 6.612 0.159 - -3.540 

20% SF 

Weibull 30.797 7.239 0.107 - -2.949 

Gamma 520.572 0.013 0.526 - -5.100 

Normal 7.107 0.315 0.155 - -4.824 

Lognormal 0.045 7.113 0.163 - -5.171 

25% SF 

Weibull 21.944 8.567 0.147 - -12.472 

Gamma 300.758 0.027 0.529 - -13.749 

Normal 8.353 0.488 0.143 - -13.530 

Lognormal 0.059 8.39 0.143 - -13.886 

30% SF 

Weibull 30.725 7.587 0.123 - -2.405 

Gamma 829.575 0.009 0.135 - -1.358 

Normal 7.46 0.266 0.123 - -1.402 

Lognormal 0.0356 7.455 0.125 - -1.351 
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Figure 5.4: Experimental and assumed cumulative probability distributions for flexural 

strength of SF concrete 

(a) Control  

 

(b) 5% SF 

(c) 10% SF (d) 15% SF 

(e) 20% SF (f) 25% SF 

(f) 30% SF 
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5.2.3 Tensile Splitting Strength 

Tensile splitting strength of concrete cylinder (7 mixes × 20 samples each = 140 total 

samples) with various SF content is presented in Table 5.5. The tensile splitting strength 

of control specimen is varying from 2.21 MPa to 2.96 MPa with a mean and SD of 2.60 

MPa and 0.23 MPa respectively. Similarly, the minimum, maximum, mean and SD for 

other concrete specimens having different percentage of SF is shown in the Table 5.5. 

The mean tensile splitting strength of concrete increases with SF content and it reaches 

maximum value of 3.91 MPa at 20% SF replacement. This table shows that he SD of 

tensile splitting strength increases with the increase in SF content. Mean tensile splitting 

strength of concrete obtained for each SF dosage is plotted in Fig. 5.5. 

The estimated shape and scale parameters of distributions, KS distances, LK and CS 

values for tensile strength of different mixes of SF concrete are presented in Table 5.6. 

For mix with 0%, 15% and 30% SF replacement, a single distribution meets all the 

selection criteria. Hence, lognormal, Gamma and Gamma distributions are found to be 

the best fit models for mix with 0%, 15% and 30% SF respectively. No single 

distribution meets all the selection criteria for mix with 5%, 10%, 20% and 25% SF 

replacement. The probability distributions obtained from experiments and the assumed 

cumulative probability distribution models for tensile strength of SF concrete for 

different mix proportions of SF are shown in Fig. 5.6 graphically. 
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Table 5.5: Tensile splitting strength (MPa) of SF concrete 

Sl. No. Control 5% SF 10% SF 15% SF 20% SF 25% SF 30% SF 

1 2.21 2.51 2.50 2.85 3.44 3.14 3.17 

2 2.69 2.57 2.60 2.95 3.48 3.17 3.20 

3 2.64 2.66 2.67 2.99 3.52 3.24 3.24 

4 2.71 2.75 2.73 3.17 3.54 3.28 3.27 

5 2.67 2.81 2.79 3.20 3.57 3.36 3.31 

6 2.57 2.85 2.83 3.22 3.61 3.53 3.48 

7 2.46 2.88 2.86 3.27 3.71 3.57 3.52 

8 2.54 2.91 2.90 3.28 3.74 3.69 3.55 

9 2.67 2.93 2.94 3.48 3.76 3.78 3.58 

10 2.26 2.95 2.97 3.51 3.79 3.81 3.83 

11 2.61 2.96 3.02 3.53 4.06 3.86 3.86 

12 2.29 2.97 3.05 3.59 4.10 3.92 3.89 

13 2.73 3.02 3.08 3.83 4.14 3.96 3.96 

14 2.85 3.08 3.10 3.90 4.17 4.03 4.11 

15 2.18 3.17 3.17 3.92 4.18 4.12 4.14 

16 2.81 3.27 3.20 4.10 4.21 4.15 4.26 

17 2.35 3.39 3.32 4.15 4.24 4.19 4.33 

18 2.88 3.51 3.48 4.22 4.27 4.20 4.39 

19 2.90 3.55 3.53 4.24 4.30 4.21 4.44 

20 2.96 3.60 3.62 4.33 4.33 4.32 4.51 

Mean 2.60 3.02 3.02 3.59 3.91 3.78 3.80 

SD 0.23 0.31 0.30 0.46 0.31 0.38 0.45 
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Figure 5.5: Variation of Mean, SD of tensile splitting strength of SF concrete 
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Table 5.6: Estimated parameters, KS distances, LK, and CS for different distribution 

functions describing tensile splitting strength of SF concrete 

Mix Distribution Shape Scale KS CS LK 

Control 

Weibull 13.597 2.707 0.107 - -1.457 

Gamma 123.064 0.212 0.110 - -0.653 

Normal 2.604 0.237 0.102 - -0.873 

Lognormal 0.0933 2.585 0.102 - -0.503 

5% SF 

Weibull 10.213 10.213 0.186 - -5.969 

Gamma 99.679 0.03 0.106 - -4.525 

Normal 3.302 0.313 0.159 - -4.675 

Lognormal 0.1025 3.007 0.141 - -4.336 

10% SF 

Weibull 10.467 3.161 0.14 - -5.465 

Gamma 103.881 0.029 0.07 - -4.006 

Normal 3.022 0.306 0.09 - -4.217 

Lognormal 0.1005 3.007 0.08 - -3.957 

15% SF 

Weibull 8.773 3.795 0.154 - -13.118 

Gamma 61.461 0.058 0.122 - -12.656 

Normal 3.591 0469 0.143 - -49.661 

Lognormal 0.1312 3.560 0.131 - -12.668 

20% SF 

Weibull 15.074 4.055 1.588 - -4.683 

Gamma 158.572 0.0247 1.626 - -4.968 

Normal 3.913 0.317 1.56 - -4.929 

Lognormal 0.081 3.900 1.557 - -5.020 

25% SF 

Weibull 12.305 3.949 0.12 - -8.182 

Gamma 98.141 0.038 0.12 - -9.053 

Normal 3.782 0.386 0.11 - -8.842 

Lognormal 0.104 3.762 0.11 - -9.206 

30% SF 

Weibull 9.739 4.005 0.159 - -12.301 

Gamma 74.27 0.057 0.106 - -11.951 

Normal 3.806 0.452 0.135 - -12.023 

Lognormal 0.119 3.781 0.119 - -11.971 
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Figure 5.6: Experimental and assumed cumulative probability distributions for tensile 

splitting strength of SF concrete 

(a) Control (b) 5% SF 

(c) 10% SF (d) 15% SF 

(e) 20% SF (f) 25% SF 

(g) 30% SF 
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5.3 Variability of FA Concrete 

This section discusses the test results of compressive strength, flexural strength, and 

tensile splitting strength of FA concrete and the similar goodness of tests for the 

description of the variability in their values. A total of 270 experimental values of 

compressive strength (90 nos.), tensile splitting strength (90 nos.) and flexural strength 

(90 nos.) with different FA content are used for the representation of probability 

distribution. The same statistical goodness of fit test have been used for the development 

of probabilistic distribution for FA concrete as discussed in previous section is 

considered. 

 

5.3.1 Compressive Strength 

Compressive strength of concrete cubes (3 mixes × 30 samples each = 90 total samples) 

with various FA content is presented in Table 5.7. The compressive strength of control 

specimen is found to be varying from 24.18 MPa to 34.60 MPa with a mean and SD of 

30.27 MPa and 2.17 MPa. Similarly, the minimum, maximum, mean and SD for other 

concrete specimens having different percentage of FA is shown in this table. The mean 

compressive strength of concrete increases with FA content and it reaches maximum 

value (34.63 MPa) at 20% FA content. The table also shows that the SD of compressive 

strength decreases with the increase in FA content. This may be attributed to the high 

inherent variability in the properties of FA. Mean compressive strength of concrete 

obtained for each FA dosage is plotted in Fig. 5.7. 
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Figure 5.7: Variation of Mean, SD of compressive strength of FA concrete 
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Table 5.7: Compressive strength of FA concrete (in MPa) 

Sl. No. Control 20% FA 40% FA 60% FA 

1 24.18 32.28 25.4 13.37 

2 26.23 32.88 26.4 13.37 

3 26.66 33.29 26.5 13.43 

4 26.76 33.29 26.5 13.43 

5 27.26 33.58 27.16 13.75 

6 27.41 33.6 27.16 13.9 

7 27.81 33.67 27.28 13.91 

8 28.54 33.67 27.28 13.97 

9 28.64 34.01 27.71 14.12 

10 28.84 34.01 27.71 14.12 

11 29.21 34.02 27.81 14.25 

12 29.72 34.3 27.97 14.79 

13 29.83 34.31 27.98 14.8 

14 30.22 34.43 27.98 14.8 

15 30.51 34.45 28.21 14.86 

16 30.98 34.54 28.24 14.86 

17 31.17 34.56 28.25 14.88 

18 31.34 34.65 28.49 14.94 

19 31.52 34.66 28.74 15.13 

20 31.56 34.66 28.85 15.13 

21 31.82 35.67 29.89 15.22 

22 32.57 35.67 29.89 15.22 

23 32.81 35.7 29.92 15.31 

24 32.81 35.7 29.97 15.31 

25 32.85 35.83 29.99 15.7 

26 33.28 35.83 29.99 15.74 

27 33.57 36 30.45 16.25 

28 34.11 36.25 30.49 16.32 

29 34.29 36.51 31.14 16.48 

30 34.60 36.95 31.14 16.48 

Mean 30.37 34.63 28.48 14.79 

SD 2.71 1.150 1.505 0.934 
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Table 5.8 shows the estimated shape and scale parameters of distributions, KS distances, 

LK and CS values for compressive strength of FA concrete. This table shows that all 

three criteria (KS, CS and LK) are not in agreement with a single distribution for 

variability description of compressive strength except in case of 40% FA concrete. 

However, there are very little deviations among the goodness-of-fit test values for all the 

cases of mix proportions. A single distribution meets all the selecting criteria of 

minimum KS distance, minimum CS and maximum LK value for mix with 40%, FA 

replacement only. However, lognormal is found to be the best fit models for other mix 

with 20% and 60% FA respectively. The probability distributions obtained from 

experiments and the assumed cumulative probability distribution models for compressive 

strength of FA concrete for different mix proportions of FA are shown in Fig. 5.8. 

 

Table 5.8: Estimated parameters, KS distances, LK, and CS for different distribution 

functions describing compressive strength of FA concrete 

Mix Distribution Shape Scale KS CS LK 

20% FA 

Weibull 32.254 35.186 0.207 5.367 -47.992 

Gamma 939.47 0.0369 0.164 4.597 -46.235 

Normal 34.632 1.150 0.157 4.741 -46.269 

Lognormal 0.033 3.544 0.150 4.675 -46.216 

40% FA 

Weibull 20.827 29.192 0.170 3.882 -55.556 

Gamma 370.59 0.076 0.126 4.161 -54.295 

Normal 28.483 1.505 0.128 4.004 -54.349 

Lognormal 0.052 3.347 0.125 3.880 -54.30 

60% FA 

Weibull 15.232 17.111 0.135 0.719 -41.527 

Gamma 259.88 0.056 0.109 1.102 -39.955 

Normal 14.794 0.934 0.098 0.977 -40.043 

Lognormal 0.063 2.692 0.110 1.011 -39.942 

 

5.3.2 Flexural Strength 

Flexural strength of concrete prisms (3 mixes × 30 samples each = 90 total samples) with 

various FA content is presented in Table 5.9. The flexural strength of control specimen is 

varying from 5.94 MPa to 6.41 MPa with a mean and SD of 6.32 MPa and 0.33 MPa. 

Similarly, the minimum, maximum, mean and SD for other concrete specimens having 
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different percentage of FA is presented in Table 5.8. The mean flexural strength of 

concrete increases with FA content and it reaches maximum value (8.35 MPa) at 20% FA 

content. It can be seen from this table that the SD values of concrete follows non uniform 

trend with the increase in FA content. Mean flexural strength of concrete obtained for 

each FA dosage is plotted in Fig. 5.9. 

 
 

 
 

 

 

 

Figure 5.8: Experimental and assumed cumulative probability distributions for 

compressive strength of FA concrete 

 

The estimated shape and scale parameters of distributions, KS distances, LK and CS 

values for flexural strength of different FA concrete mix are presented in Table 5.10 The 

goodness-of-fit test values for all cases possess very little deviation among the selected 

distributions. For mix with 20% FA, Weibull distribution meets the KS and CS selecting 

criteria. Similarly, for mix with 40% FA, lognormal distribution meets the KS and LK 

selecting criteria. For 60% FA gamma distribution is suitable. However, no single 

distribution meets all the selecting criteria for all the mix of FA concrete. The variation 

of the cumulative probability distribution of flexural strength with assumed models for 

different mix proportions is shown in Fig. 5.10. 

(a) Control (b) 20% FA 

(c) 40% FA (d) 60% FA 
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Table 5.9: Flexural strength (MPa) of FA concrete 

Sl No. Control 20% FA 40% FA 60% FA 

1 5.94 5.51 3.94 2.90 

2 6.12 5.58 3.94 2.97 

3 6.47 5.69 4.16 3.03 

4 6.81 5.69 4.16 3.03 

5 6.06 5.82 4.18 3.09 

6 6.65 5.82 4.18 3.09 

7 6.16 5.84 4.26 3.20 

8 5.96 5.91 4.26 3.20 

9 6.82 5.96 4.29 3.20 

10 6.52 6.11 4.29 3.23 

11 5.63 6.11 4.30 3.23 

12 6.47 6.17 4.30 3.26 

13 6.15 6.24 4.32 3.26 

14 6.70 6.36 4.50 3.28 

15 5.87 6.39 4.53 3.30 

16 6.65 6.54 4.53 3.30 

17 6.19 6.54 4.61 3.31 

18 6.50 6.54 4.61 3.35 

19 6.34 6.54 4.62 3.35 

20 6.41 6.57 4.72 3.39 

21 5.63 6.58 4.76 3.39 

22 6.47 6.58 4.78 3.42 

23 6.15 6.74 4.86 3.46 

24 6.70 6.77 4.86 3.47 

25 5.87 6.77 4.88 3.47 

26 6.65 6.85 4.88 3.47 

27 6.19 7.10 5.03 3.47 

28 6.70 7.10 5.03 3.55 

29 5.87 7.14 5.07 3.55 

30 6.65 7.15 5.07 3.68 

Mean 6.32 6.36 4.53 3.33 

SD 0.33 0.48 0.34 0.18 
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Figure 5.9: Variation of Mean, SD of flexural strength of FA concrete 

 

Table 5.10: Estimated parameters, KS distances, LK, and CS for different distribution 

functions describing flexural strength of FA concrete 

Mix Distribution Shape Scale KS CS LK 

20% FA 

Weibull 6.583 14.871 0.103 2.818 -21.075 

Gamma 173.66 0.0366 0.126 4.670 -20.656 

Normal 6.360 0.489 0.113 4.197 -20.617 

Lognormal 0.077 1.847 0.124 4.479 -20.714 

40% FA 

Weibull 4.696 15.097 0.183 0.379 -10.448 

Gamma 183.062 0.0248 0.172 1.319 -9.724 

Normal 4.535 0.340 0.169 1.030 -9.752 

Lognormal 0.075 1.509 0.162 1.226 -9.743 

60% FA 

Weibull 3.385 20.212 0.086 1.647 -8.163 

Gamma 326.64 0.010 0.073 1.497 -8.467 

Normal 3.300 0.184 0.071 1.444 -8.606 

Lognormal 0.056 1.192 0.075 1.632 -8.369   

 

5.3.3 Tensile Splitting Strength 

Tensile splitting strength of concrete cylinder (3 mixes × 30 samples each = 90 total 

samples) with various FA content is presented in Table 5.11. The tensile splitting 

strength of control specimen is varying from 2.21 MPa to 2.96 MPa with a mean and SD 
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of 2.60 MPa and 0.23 MPa respectively. Similarly, the minimum, maximum, mean and 

SD for other concrete specimens having different percentage of FA is shown in the Table 

5.9. The mean tensile splitting strength of concrete increases with FA content and it 

reaches maximum value of 3.91 MPa at 20% FA replacement. This table shows that the 

SD of tensile splitting strength increases with the increase in FA content. Mean tensile 

splitting strength of concrete obtained for each FA dosage is plotted in Fig. 5.11. 

 

 

Figure 5.10: Experimental and assumed cumulative probability distributions for flexural 

strength of FA concrete 

 

The estimated shape and scale parameters of distributions, KS distances, LK and CS 

values for tensile strength of different mixes of FA concrete are presented in Table 5.12. 

Like in case of flexural strength of FA concrete, here also no single distribution meets all 

the selecting criteria. For mix with 20% FA, lognormal distribution meets the selecting 

criteria considering KS and LK. Normal and Weibull distributions are found to be the 

best fit models for 40% and 60% FA respectively. The probability distributions obtained 

from experiments and the assumed cumulative probability distribution models for tensile 

strength of FA concrete for different mix proportions of FA are shown in Fig. 5.12 

(b) 20% FA (a) Control 

(c) 40% FA (d) 60% FA 
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Table 5.11: Tensile splitting strength (MPa) of FA concrete 

Sl. No. Control 20% SF 40% SF 60% SF 

1 2.21 1.98 1.66 1.17 

2 2.69 2.00 1.66 1.19 

3 2.64 2.01 1.70 1.24 

4 2.71 2.01 1.71 1.26 

5 2.67 2.14 1.73 1.28 

6 2.57 2.14 1.74 1.29 

7 2.46 2.17 1.74 1.29 

8 2.54 2.20 1.76 1.29 

9 2.67 2.21 1.77 1.31 

10 2.26 2.21 1.77 1.32 

11 2.61 2.23 1.77 1.35 

12 2.29 2.23 1.77 1.35 

13 2.73 2.29 1.78 1.36 

14 2.85 2.42 1.78 1.38 

15 2.18 2.42 1.79 1.38 

16 2.81 2.45 1.79 1.41 

17 2.35 2.46 1.79 1.41 

18 2.88 2.52 1.79 1.41 

19 2.90 2.52 1.81 1.41 

20 2.96 2.69 1.81 1.42 

21 2.67 2.72 1.84 1.43 

22 2.26 2.75 1.84 1.44 

23 2.61 2.79 1.85 1.45 

24 2.29 2.83 1.85 1.45 

25 2.64 2.85 1.86 1.46 

26 2.71 2.94 1.86 1.46 

27 2.67 2.94 1.87 1.49 

28 2.57 3.03 1.88 1.49 

29 2.46 3.10 1.89 1.52 

30 2.67 3.13 1.89 1.52 

Mean 2.60 2.48 1.79 1.37 

SD 0.23 0.35 0.063 0.093 
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Figure 5.11: Variation of Mean, SD of tensile splitting strength of FA concrete 

 

Table 5.12: Estimated parameters, KS distances, LK, and CS for different distribution 

functions describing tensile splitting strength of FA concrete 

Mix Distribution Shape Scale KS CS LK 

20% FA 

Weibull 2.640 7.627 0.155 1.816 -12.278 

Gamma 50.54 0.0491 0.153 1.287 -10.822 

Normal 2.483 0.357 0.157 1.348 -11.247 

Lognormal 0.142 0.899 0.149 1.044 -10.706 

40% FA 

Weibull 1.826 32.861 0.144 0.611 -40.512 

Gamma 823.222 0.022 0.169 1.037 -39.839 

Normal 1.797 0.063 0.087 0.928 -40.636 

Lognormal 0.035 0.585 0.080 0.951 -40.491 

60% FA 

Weibull 1.421 18.037 0.092 2.468 -29.915 

Gamma 221.509 0.0062 0.143 3.730 -28.763 

Normal 1.379 0.093 0.110 3.183 -29.116 

Lognormal 0.068 0.319 0.118 3.277 -28.649 
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Fig. 5.12: Experimental and assumed cumulative probability distributions for tensile 

splitting strength of FA concrete 

 

5.4 Proposed Probability Distributions for SF and FA 

Concrete 

Although mechanical properties considered are found to be fluctuating, based on the 

available statistical methods, the probabilistics regularity in the data is described using 

probability distribution models. Two probability distributions, namely, Weibull and 

lognormal probability distributions are found to be appropriate for the representation of 

variability for SF and FA concrete. However, considering the convenience, it is 

recommended to use lognormal distributions for the simulation of the variability of all 

mechanical parameters of SF and FA concrete in this study.  

 

 

 

(a) Control (b) 20% FA 

(c) 40% FA (d) 60% FA 
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5.5 Probability-Based Seismic Risk Assessment for 

Typical Building using SF and FA Concrete 

Having established the probabilistic representations of the variability in the mechanical 

properties of the SF and FA concrete, it is prudent to study the effect of the proposed 

probability distributions of compressive strength in the performance of buildings through 

probability-based seismic risk assessment. This section presents the prediction of seismic 

performance of buildings constructed using SF concrete or FA concrete. 

 

5.5.1 Methodology 

The methodology adopted in the present study is to evaluate the seismic risk of the 

typical buildings in terms of fragility curves and reliability indices which incorporate the 

variabilities in the materials and loading. An accepted simplified method reported by 

Ellingwood (2001) is adopted in the present study. The methodology for estimation of 

seismic risk involves three parts. First part is the identification of the seismic hazard,      

P [A = a], described by the annual probabilities of specific levels of earthquake motion. 

The seismic hazard at a site is usually represented through a seismic hazard curve, GA(x) 

which is a plot of P [A = a] versus the level of earthquake motion (a). The response 

analysis of the structure is carried out by conducting nonlinear time history analyses for 

different earthquakes, and the response is expressed in terms of maximum inter- storey 

drift at any storey. Third part is the calculation of limit state probabilities of attaining a 

series of (increasingly severe) limit states, LSi, through the expression: 

     aAPaA|LSPLSP
a

ii       (5.1) 

The conditional probability in the above equation is denoted as the seismic fragility, 

FR(x). This conditional probability, explicitly stated, is the probability of meeting or 

exceeding a specified level of damage, LS, given a ground motion which has a certain 

level of intensity, a. This conditional probability is often assumed to follow a two 

parameter lognormal probability distribution [Song and Ellingwood 1999; Cornell et al. 

2002; and Haran et al. 2015].  

A point estimate of the limit state probability of state i can be obtained by convolving the 

fragility FR(x) with the derivative of the seismic hazard curve, GA(x), thus removing the 

conditioning on acceleration as per Eq. (5.2). 
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    dx
dx

dG
xFLSP A

Ri
      (5.2) 

The parameters of the fragility-hazard interface must be dimensionally consistent for the 

probability estimate to be meaningful. The reliability index corresponding to the 

probability of failure can be found by the following standard equation as shown below. 

  iPf LSP1        (5.3) 

Where ϕ ( ) represents the standard normal distribution. The seismic demand is usually 

described through probabilistic seismic demand models (PSDMs) particularly for 

nonlinear time history analyses which are given in terms of an appropriate intensity 

measure (IM). It has been suggested by Cornell et al (2002) that the estimate of the 

median demand, EDP can be represented in a generalized form by a power model as 

given in Eq. 5.4.  

 bIMaEDP        (5.4) 

Where, a and b are the regression coefficients of the Probabilistic Seismic Demand 

Model (PSDM).  

Fragility curves are cumulative probability distributions that indicate the probability that 

a component/system will be damaged to a given damage state or a more severe one, as a 

function of a particular demand. The seismic fragility, FR(x) can be expressed in closed 

form using the following equation, 
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where, D is the drift demand, C is the drift capacity at chosen limit state, SD and SC are 

the median of the demand and the chosen limit state (LS) respectively. βd/IM and βc are 

dispersions in the intensity measure and capacities respectively. A fragility curve can be 

obtained for each limit state. The dispersion in capacity, βc is dependent on the building 

type and construction quality. ATC 58 (2012) suggests values of βc as 0.10, 0.25 and 0.40 

depending on the quality of construction good, fair and poor respectively. In this study, 

dispersion in capacity has been assumed as 0.25. The methodology adopted in this study 

has been used by many researchers [Nielson 2005; Davis et al. 2010; Rajeev and 

Tesfamariam 2012; and Haran et al. 2015] in past to develop fragility curves of RC 

structures.  
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Limit states (LS) define the capacity of the structure to withstand different levels of 

damage. The median inter-storey drift limit states for RC moment resisting frame 

structures defining the capacity of the structure at various performance levels (SC) are 

suggested by Ghobarah (2000) and ASCE/SEI 41-06 (2007). Drift limits for RC frames 

as per ASCE/SEI 41-06 (2007) are considered in the present study as 2% and 4% for 

significant damage (SD) and near collapse (CP) performance level respectively.  

The seismic hazard (GA) at a building site is displayed through a complimentary 

cumulative distribution function (CCDF). The hazard function is the annual frequency of 

motion intensity at or above a given level, x, to the intensity. Elementary seismic hazard 

analysis shows that at moderate to large values of ground acceleration, there is a 

logarithmic linear relation between annual maximum earthquake ground or spectral 

acceleration, and the probability, GA(a), that specific values of acceleration are exceeded. 

This relationship implies that A is described by following equation suggested by 

Ellingwood (2001). 

])/(exp[1)( k

A uxxG       (5.6) 

u and k are parameters of the distribution. Parameter k defines the slope of the hazard 

curve which, in turn, is related to the coefficient of variation (COV) in annual maximum 

peak acceleration.  

The seismic hazard curve of north-east region (Manipur) of India, which is one of most 

seismically active regions, developed by Pallav et al. (2012) as shown in Fig. 5.13 is 

selected for the present study. Annual frequency of being exceedance of PGA for a 2500 

year return period (2% exceedance probability in 50 years) for Manipur Region is found 

to be 1.08g. 
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Fig.5.13: Seismic Hazard curves of North East region, India (Pallav et al. 2012) 

 

5.5.2 Selected Building Frame 

The typical building frame considered for numerical analysis in the present study is 

adopted from Haran et al. (2015). The selected frame is designed for the highest seismic 

zone (zone V with PGA of 0.36g) as per Indian standard IS 1893 (2002) considering 

medium soil conditions (N-value 10 to 30). The characteristic strength of concrete and 

steel are taken as 25MPa and 415MPa respectively. The buildings are assumed to be 

symmetric in plan, and hence a single plane frame is considered to be representative of 

the building along one direction. Typical bay width and column height in this study are 

selected as 5m and 3.2m respectively, as observed from the study of typical existing 

residential buildings. A configuration of four storeys and two bays is considered. The 

dead load of the slab (5 m × 5 m panel) including floor finishes is taken as 3.75 kN/m2 

and live load as 3 kN/m2. The design base shear (VB) is calculated as per equivalent static 

method (IS 1893, 2002). The structural analysis for all the vertical and lateral loads is 

carried out by ignoring the infill wall strength and stiffness (conventional). The design of 

the RC elements are carried out as per IS 456 (2000) and detailed as per IS 13920 (1993).  

In order to study the effect of variability in the compressive strength properties of 

concrete made by the partial replacement of cement by SF and FA, different building 

models considered to represent various practical cases with varying percentage of SF and 

FA. Buildings are named as XY, where X denotes ‘SF’ or ‘FA’ for silica fume or fly ash 

respectively. Y denotes the percentage of replacement of SF or FA. The building frame 
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with normal concrete is represented as ‘C’. Fig. 5.14 shows the configuration of four 

storey two bay frame. Table 5.13 shows the design details of the selected frame. 

 

Figure 5.14: Selected four storey RC frame 

 

Table 5.13: Design details of the selected building frame 

Member 
Floor no./ 

Storey no. 

Width 

(mm) 

Depth 

(mm) 

Longitudinal 

Reinforcement detail 

Transverse 

Reinforcement detail 

Beam 1 to 3 300 450 
[5-250 φ] (Top) + [4-20 

φ] ( Bottom) 
10 φ@100 c/c 

Beam 4 300 450 
[5-250 φ] (Top) + [4-

16 φ] ( Bottom) 
10 φ@100 c/c 

Column 1-4 350 350 
8-25 φ(Uniformly 

distributed) 
10 φ@175 c/c 

 

The most sensitive random variables [Damitri et al. 1997; Ozer 2006; Bal et al. 2008; 

Celik and Ellingwood 2010; Al Hafian and May 2012; and Seo et al. 2012], such as 

compressive strength of concrete and steel and global damping ratio in a constructed 

building frame are considered as random. Probabilistic model for compressive strength of 

concrete is obtained from the Section 5.7 of this thesis whereas this for compressive 

strength of steel and global damping ratio is considered from published literature. The 

mean and standard deviations (in terms of COV) of all the random variables are shown in 

Table 5.14.  
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Table 5.14: Concrete compressive strength of various buildings  

Frame ID 
Mean 

(MPa) 

C.O.V 

(%) 
Distribution Source 

Control 30.28  8.94 Lognormal Present study 

SF5 30.73 13.56 Lognormal Present study 

SF10 43.97 8.61 Lognormal Present study 

SF15 47.42 13.26 Lognormal Present study 

SF20 53.97 11.45 Lognormal Present study 

SF25 49.06 12.14 Lognormal Present study 

SF30 45.11 17.8 Lognormal Present study 

FA20 34.63 3.32 Lognormal Present study 

FA25 28.48 5.26 Lognormal Present study 

FA30 14.79 6.28 Lognormal Present study 

Steel 468.90  10.0 Normal Ranganathan,1999 

Global 

damping ratio 
5% 40.0 Lognormal Celik and Ellingwood, 2010 

 

5.5.3 Results and Discussions of Seismic Risk Assessment 

A set of 44 values of random variables are generated as per Latin Hypercube sampling 

technique to generate 44 computational models of frames for conducting nonlinear 

dynamic analysis. The 44 ground motions are scaled linearly from 0.1g to 1g and each of 

the 44 computational model is analysed for a particular earthquake (randomly selected) 

with a particular PGA. A total of 44 nonlinear dynamic time history analyses are 

performed and the maximum inter-storey displacement (ISD) for each storey are 

monitored. The inter-storey drifts (maximum of all storeys) along with the corresponding 

PGAs are plotted in a logarithmic graph for SF and FA buildings respectively in Figs. 

5.15 and 5.16. Each point in the plot shown in Fig. 5.15 and 5.16 represents the PGA 

values and the corresponding percentage of maximum ISD in each of the 44 time history 

analysis for all the frames. A power law (refer Equation. 6) relationship, for each frames 

is fitted using regression analysis, which represents PSDM model for the corresponding 

frames. The PSDM model provides the most likely value of inter-storey drift (in mm) in 

the event of an earthquake of certain PGA (up to 1g) in each frame. Higher the value of 

inter-storey drifts, the higher will be the vulnerability of the building. The regression 

coefficients a and b, of the PSDMs are found for each frame and reported in Table 5.15.  
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Figure 5.15: PSDM models for building frames using SF concrete 

 

 

Figure 5.16: PSDM models for building frames using FA concrete 
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Table: 5.15: PSDM models for all the frames 

Frame ID a(PGA)b a b 

C 2.58(PGA) 0.62 2.58 0.62 

SF5 2.45(PGA) 0.61 2.45 0.61 

SF10 2.92(PGA) 0.79 2.92 0.79 

SF15 2.84(PGA) 0.80 2.84 0.80 

SF20 3.26(PGA) 0.86 3.26 0.86 

SF25 2.77(PGA) 0.77 2.77 0.77 

SF30 3.06(PGA) 0.81 3.06 0.81 

FA20 2.34(PGA) 0.62 2.34 0.62 

FA40 2.95(PGA) 0.72 2.95 0.72 

FA60 5.32(PGA) 0.84 5.32 0.84 

 

Having computed the PSDM models, the dispersions of inter-storey drifts βD/IM from the 

best fitted PSDM, the dispersion component βcomp are calculated. In order to study the 

performance of selected cases of buildings, the fragility curves are developed for all the 

frames for each performance limit states as shown in Figs. 5.17 and 5.18 for SF and FA 

frames. Figs. 5.17a and 5.17b show the fragility curves at SD and CP performance levels 

respectively for SF frames.  
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(b) At Collapse Prevention (CP) 

Figure 5.17: Fragility curves for SF building frames 

 

 

(a) At Significant Damage (SD) 

 

 

(b) At Collapse Prevention (CP) 

Figure 5.18: Fragility curves for FA building frames 
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It can be seen from Figs. 5.17a and 5.17b that the SF frames with 15%, 20% and 25% 

partial replacement of SF are found to be performing better than other frames for all 

performance limit states. Figs. 5.18a and 5.18b show the fragility curves at SD and CP 

performance levels respectively for FA frames. These figures show that the seismic 

performance of frames with 20% partial replacement of FA is found to be better than 

other frames. The frames having 60% FA replacement is found to be more vulnerable 

than the frame with normal concrete. 

In order to understand the performance of each frame quantitatively, the seismic 

reliability indices are calculated for each frame. The reliability indices are estimated by 

combining the fragility curve for a particular limit states with hazard curves using the 

Eq.5.2. In present study, hazard curve of North East India is chosen for reliability index 

estimation. Reliability index is calculated for two performance objectives, PO-I and PO-

II namely, Significant Damage (SD) performance level at an earthquake having 10% 

probability of occurrence in 50 years (PO-I) and Collapse Prevention (CP) performance 

level at an earthquake having 2% probability of occurrence in 50 years (PO-II). PGAs at 

10% and 2% probability of occurrence are obtained from hazard curve fig. 5.13 as 0.67g 

and 1.35g respectively. Reliability indices for different performance levels in terms of 

various PGA values are presented in Figs. 5.19 and 5.20 for SF and FA buildings 

respectively. Figs. 5.19a and 5.19b show the variation of reliability indices for different 

PGAs for all SF frames at SD and CP performance levels respectively. Similarly, 5.20a 

and 5.20b show the variation of reliability indices for different PGAs for all FA frames at 

SD and CP respectively. The PGAs corresponding to PO-I and PO-II performance levels 

are marked in these figures for the calculation of reliability indices at each performance 

objectives. The reliability indices for all frames at PO-I and PO-II performance 

objectives are tabulated in Table 5.16. The reliability index values at PO-I and PO-II for 

SF15, SF20 and SF25 frames are found to be higher, which means that, adding SF in the 

range of 15% to 25% may yield better seismic performance. Therefore, for economy and 

durability point of view 15% to 20% may be considered for the practical applications. 

The reliability index values at PO-I and PO-II for the frame FA40 is found to the highest, 

which indicates that replacement of about 20- 40% may be considered to be the 

appropriate replacement ratio for better performance. 
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(a) At SD for SF building frames 

 

 

(b) At CP for SF building frames 

Figure 5.19: Reliability curves for SF building frames 
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(a) At CP for FA building frames 

Figure 5.20: Reliability curves for FA building frames 

 

Table 5.16. Reliability index (Pf) for SF and FA building frames 

Frame ID 
PO-II 

βPf (Pf) 

PO-III 

βPf (Pf) 

C 1.07 (1.423E-01) 1.76 (3.920E-02) 

SF5 1.14 (1.271E-01) 1.85 (3.216E-02) 

SF10 1.39 (8.226E-02) 1.98 (2.385E-02) 

SF15 1.42 (7.780E-02) 2.00 (2.275E-02) 

SF20 1.41 (7.927E-02) 1.95 (2.559E-02) 

SF25 1.42 (7.780E-02) 2.03 (2.118E-02) 

SF30 1.14 (1.271E-01) 1.68 (4.648E-02) 

FA20 1.07 (1.423E-01) 1.76 (3.920E-02) 

FA40 1.33 (9.176E-02) 2.06 (1.970E-02) 

FA60 1.08 (1.401E-01) 1.69 (4.551E-02) 

 

5.6 Conclusions 

The study on the statistical variations is carried out using the experimental data and 

considering several two parameter probability distribution functions with an aim to 

describe the variability of the mechanical properties of SF and FA concrete. Several two-

parameter distributions are selected to find the best-fit model that describes the 

experimental data closely. Based on the limited set of data and using three goodness-of-
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fit tests, such as minimum KS distance, minimum CS and maximum LK values, most 

appropriate statistical distributions for the selected parameters are proposed. The three 

selected statistical criteria (KS, CS and LK) are not always found to be in agreement with 

a single distribution for some of the concrete mixes. In such cases the closest fit model is 

selected based on the KS distance and LK value [Chen et al. 2014]. For other mixes, a 

single distribution is found to meet all the three validating criteria. This study proposed 

lognormal distribution function as the distribution model that closely describes the 

variations of different mechanical properties of SF and FA concrete for practical point of 

view. Further, performance of typical selected buildings using SF and FA concrete is 

evaluated through fragility curves and reliability indices incorporating the proposed 

probability distributions and variability of material properties. It is found that 15% to 

20% of partial replacement of cement with SF and 20-40% partial replacement of cement 

with FA may yield better performance of frames. 
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Chapter 6 

Summary and Conclusions 

 

6.1  Summary 

The following primary objectives of this research were identified from a detailed 

literature review (discussed in chapter 2) conducted on the materials that can be used in 

concrete by recycling for sustainability.  

 To study the relationship of w/c ratio and compressive strength, the effects of age 

and number of recycling on the properties of RCA concrete.  

 To study the enhancement of engineering properties of RCA concrete using 

bacteria. 

 To investigate the mechanical properties of low to medium strength SF concrete 

incorporated with 10% additional cement quantity as per the construction 

practice. 

 To describe the variability in the properties of both SF and FA concrete. 

Eco-friendliness and sustainability of engineering constructions indirectly improve when 

more recycled waste materials incorporate in concrete. The first part of the present study 

focused on properties of concrete made using RCA. The relationship between the water-

to-cement (w/c) ratio and the compressive strength of RCA concrete was studied to 

understand its behaviour compared to normal concrete. Influence of age and number of 

recycling are some parameters that can affect the quality of RCA concrete. A number of 

experimental tests were conducted to investigate on these aspects.  

It is reported by many studies that mineral precipitation by bacteria can enhance the 

properties of normal concrete. Present study used to ureolytic-type bacteria, B.subtilis 

and B. sphaericus to enhance the properties of RCA concrete. The properties such as 

compressive strength, durability and shrinkage of RCA concrete incorporated with 

bacteria were investigated in the present study. Microstructural analyses, XRD and field 

emission scanning electron microscopy (FESEM) were also conducted to understand the 

morphology of bacterial concrete. In order to understand the effect of bacteria on the 

properties of mortar, further investigations were carried out on cement mortar 
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incorporating B. sphaericus. (All the experimental work such as making of RCA, bacteria 

culture, specimen preparation and testing are explained in chapter 3) 

It is reported that SF improves the properties of concrete due to its pozzolanic activity. 

Most of the previous studies on the SF concrete focused on Portland cement and high 

strength concrete. International codes suggest an increase of 10% cement when SF 

concrete is used in construction practice. The present study investigated the mechanical 

properties of low-medium strength SF concrete made as per the above construction 

practice using slag cement. Similar studies are also carried out using FA. (Chapter 4 

presents the mechanical properties of SF and FA concrete). 

Uncertainties in loading and the capacities of structural members are not avoidable. The 

fluctuating nature of the mechanical properties (compressive strength, flexural strength 

and tensile splitting strength) can have a significant impact on the performance of 

structures. The probability distribution models that can represent the fluctuating nature of 

normal concrete is available in literature. The present study attempted to propose the 

probabilistic descriptions of the mechanical properties of SF and FA concrete using three 

statistical goodness of fit tests. Several two-parameter distributions are selected to find 

the best-fit model that describes the experimental data closely (Chapter 6 of this thesis 

explains the descriptions of variability in the mechanical properties of SF and FA 

concrete using various probability distribution functions). The proposed probability 

distributions are used to study probabilistic performance of typical buildings made of SF 

and FA concrete in a probabilistic frame work.  

 

6.2 Conclusions 

The following specific conclusions are drawn from the present research: 

 It was found that the RCA concrete requires a threshold minimum quantity of 

water depending upon the parent adhered mortar to contribute to the strength. 

This minimum quantity of water in terms of w/c ratio for one year old and two 

year old RCA concrete were about 0.37 and 0.42 respectively. In order to obtain 

higher compressive strength for RCA (than NCA), w/c ratio should be higher than 

the above mentioned threshold limits.  

 The compressive strength of concrete prepared from older (RC-2) aggregate was 

found to be about 6% lower in comparison with RC-1. The split tensile strength 
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and flexural strength of RC-2 concrete are about 14 to 28% and 6% to 21% lesser 

than that of RC-1 concrete respectively.  

 The successive recycling decreases the quality of concrete due to higher water 

absorption of the recycled aggregate. The compressive strength of concrete after 

two times of recycling was about 2% less than that of one time of recycling. It 

was found that the capillary water absorption of N2-RC-1 is about 9 times more 

than both RC-1 and NCA concrete. Further recycling found to be increasing the 

air content of RCA concrete. The successive recycling reduces the splitting 

tensile strength and flexural strength by 6% and 12% respectively. 

 Properties of RCA concrete such as compressive strength, capillary water 

absorption and drying shrinkage are improved by the addition of Bacillus subtilis 

and Bacillus sphaericus. The compressive strength of RCA concrete at 28 days is 

found to be increased by about 21% for B. subtilis (B-3a) and 36% for B. 

sphaericus (B-3b) with respect to RCA control mix at an optimum cell 

concentration of 106 cells/ml. Calcium carbonate precipitation by B. subtilis and 

B. sphaericus in the form of calcite is confirmed through microstructure analysis 

using SEM, EDX and XRD. B. subtilis and B. sphaericus can reduce the drying 

shrinkage strain and capillary water absorption of RCA concrete and thereby 

enhances the durability.  

 The compressive and splitting tensile strength of concrete increases gradually 

from a SF dosage of 5%, to reach an optimum value at 20%. A cap of about 21% 

in comparison with previous studies is found at 20% replacement. This cap can be 

attributed to the use of 10% extra cement. The flexural strength of concrete prism 

increases gradually with increase of SF doses, to reach an optimum value at 25%. 

A cap of about 10% in comparison with previous studies is observed at 20% 

replacement.  

 The present study proposed lognormal distribution function for the description of 

variability of mechanical properties such as compressive strength, flexural 

strength and tensile splitting strength of SF and FA concrete based on three 

statistical goodness of fit tests.  

 Incorporating the proposed probability distributions, the seismic performance of 

selected typical buildings using SF and FA concrete in a probabilistic framework 

were evaluated through fragility curves and reliability indices. It was found that 
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15% to 20% of partial replacement of cement with SF and 20-40% partial 

replacement of cement with FA may yield better seismic performance of frames. 

 

6.3 Main Contribution of Research 

The following enlisted are the main contributions of this thesis: 

1. The relationship between w/c ratio and compressive strength of RCA concrete 

was found out experimentally considering the age and number of recycling of 

RCAs.  

2. The present study found that the strength and durability properties of the RCA 

concrete and cement mortar are improved by incorporation of two bacteria, 

Bacillus Sphaericus and Bacillus subtilis. Optimum dosage of bacteria for the 

maximum improvement in the strength was obtained. 

3. The present study confirms that the partial replacement of cement by SF and FA 

can improve strength even for PSC. 

4. Probability distribution models are proposed for the description of variability of 

the mechanical properties of SF and fly-ash concrete by replacement of cement. 

Effect of the variability in the mechanical properties of the concrete on the 

performance of RC frames is studied. 

 

6.4 Future Scope of the Research Work  

The following are the scope for the extension of the present work: 

1. The present study can be extended to develop the design code provisions required 

for RCA concrete in line with that of normal concrete.  

2. The present study considered RCA concrete having two ages, one year and two 

year. This study can be extended to consider much older demolished concrete to 

represent more realistic situations. 

3. This study can be extended to propose stress versus strain relationship of the 

RCA concrete considering age and number of recycling as different parameters.  

4. The stress versus strain relationship of the RCA concrete incorporating bacteria 

concrete is not available in literature. This study can be continued in this 

direction.  

5. The present study used SF and FA from a single source. The present study can be 

extended to develop the variability descriptions among various sources. 
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6. This study can be extended to make the bacterial concrete to more commercial 

friendly.  

7. The cost benefit analysis for the use of recycled materials can be studied. 

8. A systematic guideline to design sustainable concrete mix using RCA/SF/FA or 

mineral precipitating bacteria can be arrived at through specific studies for each 

of these materials separately.  
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Appendix A 

Bacterial Concrete 

 

A.1 Introduction 

In the present study Bacillus sphaericus (B. sphaericus), a non-contageous ureolytic 

bacteria, is used to improve the strength and durability of the cement mortar through bio-

mineralization. Bio-mineralization is defined as a biologically induced mineral 

precipitation in which an organism creates a local micro-environment with conditions that 

allow optimal extracellular chemical precipitation of mineral phases. This is induced by 

heterogeneous nucleation on bacterial cell walls [Ramachandran et al. 2001; and 

Bachmeier et al. 2002]. This section presents the mechanism of bio-mineralization briefly. 

 

A.2 Mechanism of Bacterial Precipitation 

The microbial precipitation of CaCO3 is determined by several factors including: the 

concentration of dissolved inorganic carbon, the pH, the concentration of calcium ions and 

the presence of nucleation sites. The first three factors are provided by the metabolism of 

the bacteria while the cell wall of the bacteria will act as a nucleation site. The bacteria 

produce urease which catalyses the hydrolysis of urea (CO(NH2)2) into ammonium (NH4
+) 

and carbonate (CO3 
2−). First, one mol of urea is hydrolysed intracellular to one mol of 

carbamate and one mol of ammonia (Eq. A.1). Carbamate spontaneously hydrolyses to 

form additionally one mol of ammonia and carbonic acid (Eq. A.2). These products 

subsequently form one mol of bicarbonate and two mol of ammonium and hydroxide ions 

(Eqs. A.3 and A.4). The last two reactions give rise to a pH increase, which in turn shifts 

the bicarbonate equilibrium, resulting in the formation of carbonate ions (Eq. A.5) 

CO (NH2)2+ H2O→NH2COOH + NH3     (A.1) 

NH2COOH+ H2O→NH3 +H2CO3      (A.2) 

H2CO3↔HCO3
- +H+

       (A.3) 

2 NH3+2 H2O→2NH4
+

 + 2OH-
     (A.4) 

HCO3
- + H+ + 2NH4

+ + 2OH- →CO3
2-+2NH4

++2 H2O  (A.5) 
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Since the cell wall of the bacteria is negatively charged, the bacteria draw cations from the 

environment, including Ca2+, to deposit on their cell surface. The Ca2+-ions subsequently 

react with the CO3
2−-ions, leading to the precipitation of CaCO3 at the cell surface that 

serves as a nucleation site (Eqs. A.6 and A.7). 

Ca2+ + Cell→Cell‐Ca2+
      (A.6) 

Cell‐Ca2+ + CO3
2−→Cell‐CaCO3↓     (A.7) 

 

          

          

Figure A.1: Instruments used for bacteria culture 
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Appendix B 

Probability Distributions and Goodness-

of-Fit Tests 

 

B.1 Introduction 

Different two parameter probability functions are adopted in Chapter 5 of this thesis for 

description of the variation in different mechanical properties of brick, mortar and brick 

masonry. Best fitted probability distribution function is arrived through different 

goodness-of-fit tests. The probability distribution functions considered are normal, 

lognormal, gamma and Weibull. The goodness-of-fit test includes Kolmogorov-Smirnov 

(KS), Log-likelihood (LK) and minimum Chi-square criterion (CS). This section describes 

selected probability distribution functions and the goodness-of-fit tests briefly. 

 

B.2 Probability Distributions 

B.2.1 Normal Distribution 

Normal distribution (also known as Gaussian distribution) is one of the most commonly 

used continuous type of distribution. It is a special case of binomial distribution and is 

suitably applicable for large data. Normal distribution is a two-parameter probability 

distribution function that consists of mean (µ) and standard deviation (σ) as its parameters. 

This distribution is applicable in situations where the random variable is dependent on 

several other independent variables. 

The probability density function (PDF) of the normal distribution is given by Eq.B.1 
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The cumulative distribution function (CDF) of the normal distribution is given by Eq.B.2 
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Where x , µ and σ are random variable, mean and standard deviation respectively. The 

normal distribution is symmetric and uni-modal about the mean. The curve has maximum 

value at x  and point of inflexion at  x . The PDF of normal distribution range 

from -∞ to +∞ while the CDF is from 0 to 1 which is used in goodness-of-_t tests. 

Because of simplicity, many researchers prefer considering normal distribution than other 

distributions. This distribution could be used for both positive and negative outcomes. 

However engineering properties such as compressive strength or weight is always positive 

in that case the range of normal distribution can be truncated to the requirement and called 

as truncated normal distribution. 

 

B.2.2 Lognormal Distribution 

Lognormal distribution is similar to normal distribution and both are interrelated to each 

other. This distribution can be appropriately used when the outcomes are non-negatives. In 

such cases the data is skewed and not symmetrical like normal distribution. It is a two-

parameter distribution having mean (µ) and variance (σ) as its parameters. 

If a variate X is such that log(X) is normally distributed, then the distribution of X is said 

to be lognormal. The range of lognormal distribution is from 0 to +∞. Lognormal 

distribution finds its application in many engineering fields because it captures the non-

negative values. 

The PDF of the lognormal distribution is given by Eq. B.3 
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when x   0 otherwise 0 

The CDF of the lognormal distribution is given by Eq. B.4 
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B.2.3 Gamma Distribution 

Gamma distribution (also known as Erlang distribution) is used to model data which is 

only positive and is derived from gamma function. It is a two-parameter distribution with 

positive parameters σ and λ. The mean (µ) and variance (σ2) of gamma distribution are 

given in Eq. B.5 
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where α and λ are called as shape and scale factors respectively 

The PDF of the gamma distribution is given by Eq. B.6 
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when x 0 otherwise 0 

The CDF of the gamma distribution is given by Eq. B.7 
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By changing the shape and scale parameters of gamma distribution, curves with different 

shapes can be generated fitting to the outcome. This makes gamma distribution reliable 

and flexible. Many distributions such as normal, exponential and chi-square can be 

derived from shape and scale parameters of gamma distribution. 

 

B.2.4 Weibull Distribution 

Weibull distribution is one of the versatile and widely used distributions. The application 

of Weibull involves reliability and life testing such as to model the time of failure or life 

of a component. This distribution has two parameters α and β which are its shape and 

scale parameter respectively. The distribution can also have another parameter depending 

on its location called as location parameter (γ). 

The PDF of the Weibull distribution is given by Eq. B.8 
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when x   0 otherwise 0 

The CDF of the Weibull distribution is given by Eq. B.9 
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B.3 Goodness-of-Fit Tests 

B.3.1 Kolmogorov-Sminrov Test 

Kolmogorov-Sminrov (KS) test is based on the statistic that measures the deviation of the 

observed cumulative distribution from the hypothesized cumulative distribution function 

as shown in Fig. B.1. The main advantage of KS test is that it can be performed on less 

number of samples. It utilizes the unaltered and un-aggregated form of data, as binning or 

lumping of data is not necessary. The only disadvantage of KS test is that it is valid only 

for continuous distributions. 

 

 

Figure B.1: KS test plot showing deviation between observed and hypothesizes CDF 

 

B.3.2 Chi-square Test 

Chi-square (CS) test measures the difference between the frequencies of observed samples 

and hypothesized samples. CS test is essentially a large sample test and yields better 

results if sample size is more than 50. In this test the data is divided in to a number of bins 

and the frequencies are derived. These frequencies are compared with the frequencies 

from the hypothesized distribution. Then the chi-square value is calculated from the sum 

of deviations between the frequencies. A significance level is assumed and the critical chi-

square value is obtained from the chi-square distribution table. If the observed chi-square 

value is less than critical chi-square at assumed significance level then the hypothesis is 

accepted else it is rejected. The main disadvantage of CS test is that it involves dumping 

of data into bins for calculating the frequency which is influenced by the change in bins. 
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B.3.3 Log-likelihood Test 

Log-likelihood (LK) test is used to measure the goodness-of-fit of two models. The test is 

based on log-likelihood ratio that expresses the number of times the data of one model is 

more likely than other. In this study the log-likelihood values are determined from 

MATLAB which returns negative log-likelihood values. 

 



 

130 

Bibliography 

Achal, V., Mukherjee, A., Basu, P. C., and Reddy, M. S. (2009). “Strain improvement 

of Sporosarcina pasteurii for enhanced urease and calcite production.” Journal of 

Industrial Microbiology and Biotechnology, 36, 981-988. 

Achal, V., Mukherjee, A., and Reddy, M. S. (2011). “Microbial concrete: way to 

enhance the durability of building structures.” Journal of Materials in Civil 

Engineering, 23,730-734. 

Achal, V., Mukherjee, A., and Reddy, M. S. (2013). “Biogenic treatment improves the 

durability and remediates the cracks of concrete structures.” Construction and 

Building Materials, 48, 1-5. 

Achtemichuk, S., Hubbard, J., Sluce, R., and Shehata, M. H. (2009). “The utilization 

of recycled concrete aggregate to produce controlled low-strength materials without 

using Portland cement.” Cement and Concrete Composites, 31(8), 564-569. 

Aitcin, P.C., and Neville, A. M. (1993). “High performance concrete demystified.” 

Concrete International, 15(1), 21-26. 

Akoz, F., Turker, F., Koral, S., and Yuzer, N. (1999). “Effects of raised temperature of 

sulfate solutions on the sulfate resistance of mortars with and without silica fume.” 

Cement and Concrete Research, 29(4), 537–544. 

Al Hafian, S. M., and May, I. M. (2012). “Seismic progressive collapse of reinforced 

concrete framed structures.” 15th World Conference on Earthquake Engineering, 

September 24-28, 2012, Lisbon, Portugal.  

Alexander, M. G. (1996). “The effects of ageing on the interfacial zone in concrete.” 

Interfacial Transition Zone of Concrete, edited by J. C. Maso, RILEM report No. 11, 

E&FN Spon, 150-174. 

Alexander, M. G., and Magee, B. J. (1999). “Durability performance of concrete 

containing condensed silica fume.” Cement and Concrete Research, 29, 917–922. 

Al-Khaja, W. A. (1994). “Strength and time-dependent deformations of silica fume 

concrete for use in Bahrain.” Construction and Building Materials, 8, 169–72. 

Ameri, M., and Behnood, A. (2012). “Laboratory studies to investigate the properties 

of CIR mixes containing steel slag as a substitute for virgin aggregates,” Construction 

and Building Materials, 26 (1), 475-480. 

American Concrete Institute (ACI). (2000). “Guide for the use of silica fume in 

concrete.” ACI 234R-96, Detroit. 

American Society for Testing and Materials (ASTM). (2014). “Standard Specification 

for Slag Cement for Use in Concrete and Mortars.” ASTM C989/C989M, West 

Conshohocken, PA. 



 

131 

American Society for Testing and Materials (ASTM). (2015). “Standard specification 

for silica fume used in cementitious mixtures.” ASTM C1240, West Conshohocken, 

PA. 

American Society of Civil Engineers (ASCE). (2007). “Seismic rehabilitation of 

existing buildings.” ASCE 41-06, Reston, VA. 

Amnon, K. (2003). “Properties of concrete made with recycled aggregate from 

partially hydrated old concrete.” Cement and Concrete Research, 33(5), 703-711. 

Applied Technology Council (ATC). (2012). “Seismic performance assessment of 

buildings: Volume 1—Methodology.” FEMA P-58-1, FEMA, Washington, DC. 

Atis, C.D., Ozcan, F., Kılıc, A., Karahan, O., Bilim, C., and Severcan, M. H. (2005). 

“Influence of dry and wet curing conditions on compressive strength of silica fume 

concrete.” Building and environment, 40, 1678-1683. 

Bachmeier, K.L., Williams, A.E., Warmington, J.R., and Bang, S.S. (2002). “Urease 

activity in microbiologically-induced calcite precipitation.” Journal of Biotechnology. 

93, 171-181. 

Bai, J., Wild, S., and Sabir, B.B. (2002). “Sorptivity and strength of air-cured and 

water-cured PC–PFA–MK concrete and the influence of binder composition on 

carbonation depth.” Cement and Concrete Research, 32(11), 1813–1821. 

Bairagi, N.K., Vidyadhara, H.S., and Ravande, K. (1990). “Mix design procedure for 

recycled aggregate concrete.” Construction & Building Materials, 4. 

Bal, I.E., Crowley, H. and Pinho, R. (2008). “Detail assessment of structural 

characteristics of Turkish RC buildings stock for loss assessment models.” Soil 

Dynamic and Earthquake Engineering, 28, 914-932. 

Bang, S.S., Galinata, J.K., and Ramakrishnan, V. (2001). “Calcite precipitation 

induced by polyurethane-immobilized Bacillus pasteurii, Enzyme and Microbial 

Technology.” 28, 404-409. 

Barbudo, A., Brito, J.D. Evangelista, L., Bravo, M. and Agrela, F. (2013). “Influence 

of water-reducing admixtures on the mechanical performance of recycled concrete.” 

Journal of Cleaner Production, 59, 93-98. 

Bayasi, Z., and Zhou, J. (1993). “Properties of silica fume concrete and mortar.” ACI 

Mater J, 90(4), 349–356.  

Behnood, A., and Ziari, H. (2008). “Effects of silica fume addition and water to 

cement ratio on the properties of high-strength concrete after exposure to high 

temperatures.” Cement. Concrete. Composites, 30(2), 106–112. 

Behnood, A., Gharehveran, M.M., Asl, F.G., and Ameri, M. (2015a). “Effects of 

copper slag and recycled concrete aggregate on the properties of CIR mixes with 

bitumen emulsion, rice husk ash, Portland cement and fly ash.” Construction and 

Building Materials, 96, 172-180. 



 

132 

Behnood, A., Olek, J., and Glinicki, M.A. (2015b). “Predicting modulus elasticity of 

recycled aggregate concrete using M5′ model tree algorithm.” Construction and 

Building Materials, 94, 30, 137-147. 

Bentz, D.P., and Garboczi, E.J. (1991). “Simulation studies of the effects of mineral 

admixtures on the cement paste-aggregate interfacial zone (SP-105).”ACI Materials 

Journal, 88(5), 518-529. 

Berndt, M.L. (2009). “Properties of sustainable concrete containing fly-ash, slag and 

recycled concrete aggregate.” Construction and Building Materials, 23(7), 2606–2613. 

Bhanjaa, S., and Sengupta, B. (2005). “Influence of silica fume on the tensile strength 

of concrete.” Cement and Concrete Research, 35, 743–747. 

Bilodeau, A., and Malhotra, V.M. (2000). “High-volume fly ash system: concrete 

solution for sustainable development.” ACI Material Journal, 97(1), 41–49. 

Bingöl, A.F., and Tohumcu, I. (2013). “Effects of different curing regimes on the 

compressive strength properties of self-compacting concrete incorporating fly ash and 

silica fume.” Materials and Design, 51, 12–18. 

Brito, J.D., and Alves, F. (2010). “Concrete with recycled aggregates: the Portuguese 

Experimental research.” Materials and Structures, 43, 35–51. 

Brito, J.D., and Saikia, N. (2013). “Recycled aggregate in concrete: use of industrial: 

use of industrial, construction and demolition waste.” Waste, Springer.  

Buch, N., Frabizzio, M.A., and Hiller, J.E. (2000). “Impact of coarse aggregates on 

transverse crack performance in jointed concrete pavements.” ACI Materials Journal, 

97(3), 325-332. 

Campbell, R.H., and Tobin, R.E. (1967). “Core and cylinder strengths of natural and 

lightweight concrete.” ACI J., 64(4), 190–195. 

Castainer, S., Le, M.G., and Perthuisot, J.P. (2000). “Bacterial roles in the 

precipitation of carbonate minerals.” editors: R. E. Riding and S. M. Awramik, 

Microbial sediments. Heidelberg: Springer-Verlag, 32-39. 

Celik, O.C., and Ellingwood, B.R. (2010). “Seismic fragilities for non-ductile 

reinforced concrete frames-role of aleatoric and epistemic uncertainties.” Structural 

Safety, 32(1):1-12. 

Cetin, A., and Carrasquillo, R.L. (1998). “High-performance concrete: influence of 

coarse aggregates on mechanical properties.” ACI Material. Journal, 95 (3), 252– 261. 

Chahal, N., Siddique, R., and Rajor, A. (2012a). “Influence of bacteria on the 

compressive strength, water absorption and rapid chloride permeability of concrete 

incorporating silica fume.” Construction and Building Materials, 37, 645-651. 

Chahal, N., Siddique, R., and Rajor, A. (2012b). “Influence of bacteria on the 

compressive strength, water absorption and rapid chloride permeability of fly ash 

concrete.” Construction and Building Materials, 28(1), 351-356. 



 

133 

Chen, X., Wu, S., and Zhou, J. (2014). “Variability of Compressive Strength of 

Concrete Cores.” Journal of Performance. Construction. Facility, 28(4), 06014001 

Cheng, Y.H., and Fildman, R.F. (1985). “Hydration reaction in Portland cement-silica 

fume blends.” Cement and Concrete Research, 15, 285. 

Chmielewski, T., and Konapka, E. (1999). “Statistical evaluations of field concrete 

strength,” Magazine of Concrete Research, 51(1), 45–52. 

Cornell, C.A., Jalayer, F., Hamburger, R.O., and Foutch, D.A. (2002). “The 

probabilistic basis for the 2000 SAC/FEMA steel moment frame guidelines.” Journal 

of Structural Engineering; 128(4), 526-533. 

Damitri, V., Fiodor, B., and David, Y. (1997). “Reliability evaluation in nonlinear 

analysis of reinforced concrete structures.” Structural Safety, 19 (2), 203-217. 

Davis, P.R., Padhy, K.T., Menon, D., and Prasad, A.M. (2010). “Seismic fragility of 

open ground storey buildings in India.” 9th US National and 10th Canadian 

Conference on Earthquake Engineering, Toronto, Paper no. 926. 

De Muynck, W., Cox, K., De Belie, N., and Verstraete, W. (2008). “Bacterial 

carbonate precipitation as an alternative surface treatment for concrete.” Construction 

and Building Materials, 22, 875-885. 

De Muynck, W., De Belie, N., and Verstraete, W. (2007). “Improvement of concrete 

durability with the aid of bacteria.” Proceedings of the First International Conference 

on Self-Healing Materials, April 18-20, 2007, Noordwijk, Netherland. 

Detwiler, R.J., and Mehta, P.K. (1989). “Chemical and physical effects of silica fume 

on the mechanical behaviour of concrete.” ACI Material Journal, 86(6), 609–6014. 

Dhir, R.K., Handerson, N.A., and Limbachiya, M.C. (1999). “Use of recycled concrete 

aggregate.” Proceedings of the international symposium on sustainable construction: 

Thomas Telford Publishing, UK, 19–30. 

Dick, J., Windt, D.E., Graef, W. De., Saveyn, B., Meeren, H.V.P., Belie, D.N., and 

Verstraete1,W. (2006). “Bio-deposition of a calcium carbonate layer on degraded 

limestone by Bacillus species.” Biodegradation, 17, 357-367. 

Didamony, H.E.I., and Mostafa A.A.H. (1996). “Influence of silica fume on the 

properties of Portland slag cement,” Indian Journal of Engineering and Material 

Sciences, 3, Dec, 248-252. 

Eguchi, K., Teranishi, K., Nakagome, A., Kishimoto, H., Shinozaki, K., and Narikawa, 

M. (2007). “Application of recycled coarse aggregate by mixture to concrete 

construction.” Construction and Building Materials, 21, 1542–1551. 

Elahi, A., Basheer, P. A.M., Nanukuttan, S.V., and Khan, Q.U.Z. (2010). “Mechanical 

and durability properties of high performance concretes containing supplementary 

cementitious materials.” Construction Building Materials, 24(3), 292–299. 



 

134 

Elhakam, A.A., Mohamed, A.E. and Awad, E. (2012). “Influence of self-healing, 

mixing method and adding silica fume on mechanical properties of recycled 

aggregates concrete.” Construction and Building Materials, 35, 421–427. 

Ellingwood, B.R. (2001). “Earthquake risks assessment of building structures.” 

Reliability Engineering and System Safety, 74: 251-262. 

Ellingwood, B.R., Galambos, T.V., MacGregor, J., and Cornell, C.A. (1980). 

“Development of a probability based criterion for American national standard A58.” 

NBS Special Publication 577, National Bureau of Standards, Washington, DC. 

Ellingwood, B.R., Galambos, T.V., MacGregor, J., and Cornell, C.A. (1982). 

“Probability-based load criteria: load factors and load combinations.” J. Struct. Div., 

108(5), 978–997. 

EN 1992-1-1, Eurocode 2 (2004). Design of concrete structures – Part 1-1: General 

rules and rules for buildings, CEN, Brussels. 

Erberik, M.A., and Elnashai, A.S. (2004). “Fragility analysis of flat-slab structures.” 

Engineering Structures, 26(7), 937–948. 

Fathifazl, G., Abbas, A., Razaqpur, A., Isgor, O., Fournier, B., and Foo, S. (2009). 

“New mixture proportioning method for concrete made with coarse recycled concrete 

aggregate.”J. Mater. Civ. Eng., 21(10), 601–611. 

Gayarre, F.L., Colina, C.L., López, M.A.S., and Cabo, A.D. (2014). “The effect of 

curing conditions on the compressive strength of recycled aggregate concrete.” 

Construction and Building Materials, 53, 260-266. 

Gayarre, F.L., Viñuela, R.B., Colina, C.L., and López, M.A.S. (2015) “Influence of 

water/cement ratio variation on the mechanical properties of recycled concrete for pre-

stressed precast components.” Construction and Building Materials, 95, 844-850. 

Ghobarah, A. (2000). “Performance-based design in earthquake engineering: state of 

development.” Engineering Structures, 23, 878-884. 

Ghosh, P., Mandal, S., Chattopadhyay, B.D., and Pal S. (2005). “Use of 

microorganism to improve the strength of cement mortar.” Cement and Concrete 

Research, 35, 1980 – 1983. 

Goldman, A., and Bentur, A. (1993). “The influence of micro fillers on enhancement 

of concrete strength.” Cement Concrete Research, 23 (4), 962– 972. 

Gonen, T., and Yazicioglu, S. (2007) “The influence of compaction pores on sorptivity 

and carbonation of concrete.” Journal of Construction and Building Materials, 21, 

1040–1045. 

González-Fonteboa, B., Martínez-Abella, F., Martínez-Lage, I., Eiras-López, J. (2009). 

“Structural shear behaviour of recycled concrete with silica fume.” Construction and 

Building Materials, 23(11), 3406-3410.  



 

135 

Grabiec, A. M., Klama, J., and Zawal, D. (2012). “Modification of recycled concrete 

aggregate by calcium carbonate biodeposition.” Construction and Building Materials, 

34, 145-150. 

Graybeal, B., and Davis, M. (2008). “Cylinder or cube: Strength testing of 80–200 

MPa (11.6 to 29 ksi) ultra-high-performance fiber-reinforced concrete.” ACI Mater. J., 

105(6), 603–609. 

Grdic, Z.J., Gordana, A., Curcic, T., Iva, M., and Despotovic, N.S.R. (2010). 

“Properties of self-compacting concrete prepared with coarse recycled concrete 

aggregate.” Construction and Building Materials, 24, 1129–1133. 

Guneyisi, E.M., and Altay, G. (2008) “Seismic fragility assessment of effectiveness of 

viscous dampers in R/C buildings under scenario earthquakes.” Structural Safety, 

30(5), 461 480. 

Hansen, T.C. (1986). “Recycled aggregates and recycled aggregate concrete second 

state-of-the-art report developments 1945–1985.”Mater Struct, RILEM, 19 (3), 201–

246. 

Hansen, T.C. (1990) “Recycled concrete aggregate and fly ash produce concrete 

without Portland cement.” Cement and Concrete Research, 20, 355-356. 

Hanžič, L., and Ilić, R. (2003). “Relationship between liquid sorptivity and capillarity 

in concrete.” Cement and Concrete Research, 33, 9, 1385–1388. 

Haran, P. D.C, Bhosale, A., Davis, R., and Sarkar, P. (2016). “Multiplication factor for 

open ground storey buildings – a reliability based evaluation.” Earthquake engineering 

and engineering vibration, 15 (2), 283-295. 

Hooton, R.D. (1993). “Influence of silica fume replacement of cement on physical 

properties and resistance to sulfate attack, freezing and thawing, and alkali– silica 

reactivity.” ACI Material Journal, 90 (2), 143– 151. 

Hwang, H.H.M., and Jaw, J.W. (1990). “Probabilistic damage analysis of structures.” 

Journal of Structural Engineering, 116(7), 1992-2007. 

Indian Cement Review: Surging Ahead, Corporate Jan 2015. 

www.indiancementreview.com. Accessed 04 February 2016. 

Iravani, S. (1996). “Mechanical properties of high-performance concrete.” ACI 

Material Journal, 93(5), 416–25. 

IS: 10262 (1982). Indian Standard Recommended guidelines for concrete mix design, 

Bureau of Indian standards, New Delhi. 

IS: 10262 (2009). Indian Standard Recommended guidelines for concrete mix design, 

Bureau of Indian standards, New Delhi. 

IS: 1199 (1959). Indian Standard Methods of sampling and analysis of concrete, 

Bureau of Indian Standards, New Delhi. 



 

136 

IS: 13311 Part1 (1992) Non-Destructive Testing of Concrete - Methods of Test, 

Bureau of Indian Standards, New Delhi. 

IS: 13920 (1993). Ductile detailing of reinforced concrete structures subjected to 

seismic forces - code of practice. Bureau of Indian Standards, New Delhi. 

IS: 1893 Part 1 (2002) Indian standard criteria for earthquake resistant design of 

structures. Bureau of Indian Standards, New Delhi. 

IS: 2386 Part III (1963). Indian Standard Methods of Test for Aggregate for concrete. 

Bureau of Indian Standards, New Delhi. 

IS: 383 (1970). Indian Standard Specification for Coarse and Fine Aggregates from 

Natural Sources for Concrete, Bureau of Indian Standards, New Delhi. 

IS: 4031 Part 4 (1988) Methods of physical tests for hydraulic cement. . Bureau of 

Indian Standards, New Delhi. 

IS: 455 (1989). Indian Standard Portland Slag Cement - Specification, Bureau of 

Indian Standards, New Delhi. 

IS: 456 (2000) Indian Standard Specification for Plane and Reinforced concrete-Code 

of Practice, Bureau of Indian Standards, New Delhi. 

IS: 516 (1959). Indian Standard Methods of tests for strength of concrete, Bureau of 

Indian Standards, New Delhi. 

Jose, M.V., and Soberon, G. (2002). “Porosity of recycled concrete with substitution 

of recycled concrete aggregate an experimental study.” Cement and Concrete 

Research, 32, 1301– 1311. 

Khalaf, F.M., and DeVenny, A.S. (2004). “Recycling of demolished masonry rubble 

as coarse aggregate in concrete: review.” ASCE Journal of Material Civil Engineering, 

331–40. 

Khatri, R.P., Sirivivatnanon, V., and Gross, V. (1995). “Effect of different 

supplementary cementitious materials on mechanical properties of high performance 

concrete.” Cement Concrete. Research, 25 (1), 209– 220. 

Khatri, R.P., Sirivivatnanon, V., and Yu, L.K. (1997). “Effect of curing on water 

permeability of concretes prepared with normal Portland cement and with slag and 

silica fume.” Magazine of Concrete Research, 49, 167–72. 

Khayat, K.H., and Aitcin, P.C. (1992). “Silica fume in concrete—an overview,” ACI 

SP-132.2, 835–72. 

Khedr, S.A., and Abou-Zeid, M.N. (1994). “Characteristics of silica-fume concrete.” 

Journal of Materials in Civil Engineering, 6 (3), 357–375. 

Kim, H.K., Park, S.J., Han, J.I., and Lee, H.K. (2013). “Microbially mediated calcium 

carbonate precipitation on normal and lightweight concrete.” Construction and 

Building Materials, 38, 1073-1082. 



 

137 

Kim, S.H., and Shinozuka, M. (2004). “Development of fragility curves of bridges 

retrofitted by column jacketing.” Probabilistic Engineering Mechanics, 19(1-2),105–

112. 

Kou, S.C., and Poon, C.S. (2009). “Properties of self-compacting concrete prepared 

with coarse and fine recycled concrete aggregates.” Cement & Concrete Composites, 

31, 622–627. 

Kou, S.C., and Poon, C.S. (2012). “Enhancing the durability properties of concrete 

prepared with coarse recycled aggregate concrete.” Construction and Building 

Materials, 35, 69-76. 

Kou, S.C., Poon, C.S., and Miren E. (2011). “Influence of recycled aggregates on long 

term mechanical properties and pore size distribution of concrete.” Cement & 

Concrete Composites, 33, 286–291. 

Kwan, A.K.H., Wang, Z.M., and Chan, H.C. (1999). “Mesoscopic study of concrete II: 

nonlinear finite element analysis.” Computers and Structures, 70(5), 545-556. 

Laplante, P., Aïtcin, P.C., and Vézina, D. (1991). “Abrasion resistance of concrete.” J 

Materials in Civil Engineering, 3(1), 19–28. 

Lauritzen, E.K. (1993). Proceedings of the third international RILEM symposium on 

demolition and reuse of concrete and masonry, E&F.N. Spon, UK, 83–91. 

Li, J. (2009). “Mix Design of Pervious Recycled Concrete.” Performance Modelling 

and Evaluation of Pavement Systems and Materials, 103-108. 

Limbachiya, M., Meddah, M.S., and Ouchagour, Y. (2012). “Use of recycled concrete 

aggregate in fly-ash concrete.” Construction and Building Materials, 27(1), 439–449. 

Majumdar, S., Sarkar, M., Chowdhury, T., Chattopadhyay, B., and Mandal, S. (2012). 

“Use of bacterial protein powder in commercial fly ash pozzolana cements for high 

performance construction materials.” Open Journal of Civil Engineering, 2, 218-228. 

Malhotra, V.M., and Mehta, P.K. (1996). “Pozzolanic and Cementitious Materials.” 

Advance in Concrete Technology, 1. Ottawa, Canada, Overseas Publishers 

Association. 

Malhotra, V.M., Ramachandran, V.S., Feldman, R.F., and Aitcin, P.C. (1987). 

“Condensed Silica fume in concrete.” CRC Press, Boca Raton, USA, 221. 

Manzi, S., Mazzotti, C., and Bignozzi, M.C. (2013). “Short and long-term behaviour 

of structural concrete with recycled concrete aggregate.” Cement & Concrete 

Composites, 37, 312–318. 

Mazloom, M., Ramezanianpour, A.A., and Brooks, J.J. (2004). “Effect of silica fume 

on mechanical properties of high-strength concrete.” Cement Concrete Composites, 

26(4), 347–57. 

McNeil, K., and Kang, T.H.K. (2013). “Concrete aggregates” a review.” International 

Journal of Concrete Structures and Materials, 7(1), 61-69  



 

138 

Mehta, P.K. (1985). “Chemical attack of low water cement ratio concretes containing 

latex or silica fume as admixtures.” ACI/RILEM, symposium on technology of concrete 

when pozzolans, slags and chemicals are used, Monterrey, 325–40. 

Mehta, P.K., and Aitcin, P.C. (1990). “Microstructural basis of selection of materials 

and mix proportions for high strength concrete.” ACI Special Publication, 121, 265-

279. 

Mosalam, K.M., Ayala, G., White, R.N., and Roth, C. (1997), “Seismic fragility of 

LRC frames with and without masonry infill walls.” Journal of Earthquake 

Engineering, 1(4):693-720. 

Müller, I.L. (2004). “Influence of silica fume addition on concretes physical properties 

and on corrosion behaviour of reinforcement bars.” Cement Concrete Composites, 26, 

31–39. 

Myung-Kue, L., Kwang-Seo, K., Keun-Ho, L., and Sang-Hwa, J. (2005). “Strength of 

recycled concrete with furnace slag cement under steam curing condition.” Journal of 

the Korea Concrete Institute, 17(4), 613-620. 

Neville, A.M. (1996) “Properties of concrete,”4th ed., ELBS with Addison Wesley, 

Longman, England. 

Nielson, B.G. (2005). “Analytical fragility curves for highway bridges in moderate 

seismic zones.” Ph.D. Thesis, Georgia Institute of Technology. 

Nowak, A.S., and Collins, K.R. (2000). “Reliability of structures.” McGraw-Hill, New 

York. 

Ollivier, J.P., Maso, J.C., and Bourdette, B. (1995). “Interfacial transition zone in 

concrete.” Advanced Cement Based Materials, 2(1), 30-38. 

Ozer, A.Y. (2006). “Fragility based assessment of–rise and mid–rise reinforced 

concrete frame buildings in Turkey.” Ph D Thesis, The Graduate School of Natural 

And Applied Sciences of Middle East Technical University. 

Pacheco-Torgal, F., and Jalali, S. (2011) “Eco-efficient construction and building 

materials.” Springer Verlag, London. 

Pacheco-Torgal, F., and Labrincha, J.A. (2013). “Biotech cementitious materials: 

Some aspects of an innovative approach for concrete with enhanced durability.” 

Construction and Building Materials, 40, 1136-1141. 

Pacheco-Torgal, F., Labrincha, J., Diamanti, M.V., Yu, C.P., and Lee, H.K. (2015). 

“Biotechnologies and biomimetics for civil engineering.” Springer International 

Publishing, Switzerland. 

Pacheco-Torgal, F., Tam, V., Labrincha, J., Ding, Y., and Brito, J.D. (2013). 

“Handbook of recycled concrete and demolition waste.” Woodhead Publishing, 

Elsevier, Oxford. 



 

139 

Padmini, A.K., Ramamurthy, K. and Mathews, M.S. (2009). “Influence of parent 

concrete on the properties of recycled aggregate concrete.” Construction and Building 

Materials, 23(2), 829–836. 

Pallav, K., Raghukanth, S.T.G. and Singh, K.D. (2012). “Probabilistic seismic hazard 

estimation of Manipur, India.” Journal of Geophysics and Engineering. 9:516–533. 

Pei, R., Liu, J., Wang, S., and Yang, M. (2013). “Use of bacterial cell walls to improve 

the mechanical performance of concrete.” Cement and Concrete Composites, 39 122-

130. 

Pepe, M. (2015). “A Conceptual Model for Designing Recycled Aggregate Concrete 

for Structural Applications.” PhD thesis by University of Salerno, Italy, Springer. 

Poon, C.S., Kou, S.C., and Lam, L. (2006). “Compressive strength, chloride diffusivity 

and pore structure of high performance metakaolin and silica fume concrete.” 

Construction and Building Materials, 20(10), 858–65. 

Porter, K.A., Kiremidjian, A.S. and LeGrue, J.S. (2001). “Assembly-based 

vulnerability of buildings and its use in performance evaluation.” Earthquake Spectra 

(EERI), 17(2), 291–312. 

Prokopski, G., and Halbiniak, J. (2000). “Interfacial transition zone in cementitious 

materials.” Cement and Concrete Research, 30(4), 579-583. 

Radonjanin, V., Malešev, M., and Marinkovic, S. (2013). “Malty AESA Green 

recycled aggregate concrete.” Construction and Building Materials, 47, 1503–1511. 

Rahal, K. (2007). “Mechanical properties of concrete with recycled coarse aggregate.” 

Building Environment, 42, 407–15. 

Rajeev, P., and Tesfamariam, S. (2012). “Seismic fragilities for reinforced concrete 

buildings with consideration of irregularities.” Structural Safety 39, 1-3. 

Ramachandran, S.K., Ramakrishnan, V., and Bang, S.S. (2001). “Remediation of 

concrete using micro-organisms.” ACI Materials Journal, 98, 3-9. 

Ramamoorthy, S.K., Gardoni, P., and Bracci, J.M. (2006). “Probabilistic demand 

models and fragility curves for reinforced concrete frames,.” Journal of Structural 

Engineering, 132(10):1563–1572. 

Ramazan, D., İbrahim. O., and Rüstem, G. (2001). “Effects of expanded perlite 

aggregate and mineral admixtures on the compressive strength of low-density 

concretes.” Cement Concrete Research, 31(11), 1627–1132. 

Revathi, P., Ramesh, R.A., and Lavanya, K. (2013). “Effect of treatment methods on 

the strength characteristics of recycled aggregate concrete.” Proceeding of 

International Conference on Structural Engineering and Mechanics, Rourkela. 

Riding, R. (2000). Microbial carbonates: “the geological record of calcified bacterial 

mats and biofilms.” Sedimentology, 47, 179–214. 



 

140 

Rossetto, T., and Elnashai, A. (2005). “A new analytical procedure for the derivation 

of displacement-based vulnerability curves for populations of RC structures.” 

Engineering Structures, 27(3):397–409.. 

Sabir, B.B. (1995). “High strength condensed silica fume concrete.” Magazine of 

Concrete Research, 47 (172), 219– 226. 

Sagoe, C.K.K., Brown, T., and Taylor, A.H. (2001). “Performance of concrete made 

with commercially produced coarse recycled concrete aggregate.” Cement and 

Concrete Research, 31, 707-712. 

Sarayu, K., Iyer, N.R., and Murthy, A.R. (2014). “Exploration on the biotechnological 

aspect of the ureolytic bacteria for the production of the cementitious materials—a 

review.” Applied Biochemistry and Biotechnology, 172, 2308–2323. 

Saridemir, M (2013). “Effect of silica fume and ground pumice on compressive 

strength and modulus of elasticity of high strength concrete.” Construction and 

Building Materials, 49, 484–489. 

Saunders, A. (2015). “The highs and lows of India’s cement industry.” Global Cement 

Magazine <http://www.globalcement.com/magazine/articles/919-the-highs-and-lows-

of-india-s-cement-industry> Accessed 24 February 2015 

Seo, J., Osorio, L.D., Craig, J.I., and Goodno, B.J. (2012). “Meta model-based 

regional vulnerability estimate of irregular steel moment-frame structures subjected to 

earthquake events.” Engineering Structures, 5, 585–597. 

Sharara, A.M., Didamony, H.E.l., Ebied, E., and Aleem, A.E.l. (1994). “Hydration 

characteristics of β-C2S in the presence of some pozzolanic materials.” Cement and 

Concrete Research, 24 (5), 966–974. 

Shinozuka, M., Feng, M.Q., Lee, J., and Naganuma, T. (2000). “Statistical analysis of 

fragility curves.” Journal of Engineering Mechanics, 126(12), 1224–1231. 

Siddique, R. (2011). “Utilization of silica fume in concrete: Review of hardened 

properties.” Resources, Conservation and Recycling, 55, 923– 932. 

Siddique, R., Chahal, N.K. (2011). “Effect of ureolytic bacteria on concrete 

properties.” Construction and Building Materials, 25, 3791-3801. 

Silva, R.V., Brito, J.D., and Dhir, R.K. (2015). “Tensile strength behaviour of recycled 

aggregate concrete.” Construction and Building Materials, 83, 108-118. 

Singhal, A., and Kiremidjian, A.S. (1996). “Method for probabilistic evaluation of 

seismic structural damage.” Journal of Structural Engineering, 122(12):1459–1467. 

Singhal, A., and Kiremidjian, A.S. (1998). “Bayesian updating of fragilities with 

application to RC frames.” Journal of Structural Engineering, 124(8), 922–929. 

Song, J. and Ellingwood, B.R. (1999), “Seismic reliability of special moment steel 

frames with welded connections: II.” Journal of Structural Engineering, 125(4), 372. 



 

141 

Soroka, I. (1968). “An application of statistical procedures to quality control of 

concrete.” Material. Structure, 1(5), 437–441. 

Sriravindrarajah, R., Wang, N.D.H., and Ervin, L.J.W. (2012). “Mix design for 

pervious recycled aggregate concrete.” International Journal of Concrete Structures 

and Materials, 6(4), 239-246. 

Stone, W.C., Carino, N.J., and Reeve, C.P. (1986) “Statistical methods for in-place 

strength predictions by the pull out test.” ACI J., 83(5), 745–756. 

Sujatha, S., Sarayu, K., Annaselvi, M., Murthy, A.R., Ramesh Kumar V., and Iyer, 

N.R. (2014). “Soil Bacteria for the Strength Enhancement of Cement Mortar.” Journal 

of Civil Engineering Research, 4(2A), 51-54. 

Sung-Jin, P., Yu-Mi P., Chun, W.Y., Kim, W.J., and Ghim, W.Y. (2010) “Calcite-

Forming Bacteria for Compressive Strength Improvement in Mortar.” Journal of 

Industrial Microbiology Biotechnology, 20(4), 782-788. 

Tabsh, S.W., and Abdelfatah, A.S. (2009). “Influence of recycled concrete aggregates 

on strength properties of concrete.” Construction and Building Materials, 23(2), 1163–

1167. 

Tam, V.W.Y., Gao, X.F., and Tam, C.M. (2005): “Microstructural analysis of recycled 

aggregate concrete produced from two-stage mixing approach.” Cement and Concrete 

Research, 35(6), 1195–1203. 

Tittelboom, K.V., Belie, N.D., De-Muynck, W. and Verstraete, W. (2010). “Use of 

bacteria to repair cracks in concrete.” Cement and Concrete Research, 40, 157–166. 

Topcu, I.B., and Guncan, N.F. (1995). “Using waste concrete as aggregate.” Cement 

Concrete Research, 25, 1385–90. 

Toutanji, H.A., and Bayasi, Z. (1999). “Effect of curing procedures on properties of 

silica fume concrete” Cement Concrete Research, (29), 497– 501. 

Turker, F., Akoz, F., Koral, S., and Yuzer, N. (1997). “Effects of magnesium sulfate 

concentration on the sulfate resistance of mortars with and without silica fume.” 

Cement and Concrete Research, 27(2), 205–14. 

Vázquez, E. (2013). “Progress of recycling in the built environment.” RILEM 

Technical Committee 217-PRE, Springer, Netherlands. 

Vekariya, M.S., and Pitroda, J. (2013). “Bacterial concrete: new era for construction 

industry.” International Journal of Engineering Trends and Technology, 4(9), 4128-

4137. 

Wardeh, G., Ghorbel, E., and Gomart, H. (2014). “Mix design and properties of 

recycled aggregate concretes: applicability of Eurocode2.”International Journal of 

Concrete Structures and Materials, DOI 10.1007/s40069-014-0087-y. 

Whiffin, V.S., Paassen, V.L.A., and Harkes, M.P. (2007). “Microbial carbonate 

precipitation as a soil improvement technique,” Geomicrobiology Journal, 24(5). 



 

142 

Wiktor, V., and Jonkers, H.M. (2011) “Quantification of crack-healing in novel 

bacteria based self-healing concrete.” Cement & Concrete Composites, 33, 763–770. 

Xie, J., Elwi, A.E., and MacGregor, J.G. (1995). “Mechanical properties of three high-

strength concretes containing silica fume.” ACI Material Journal, 92(2), 135–143. 

Xu, J., Yao, W., and Jiang, Z. (2014). “Non-ureolytic bacterial carbonate precipitation 

as a surface treatment strategy on cementitious materials.” Journal of Materials in 

Civil Engineering, 26(5), 983-991. 

Yeginobal, A., Sobolev, K.G., Soboleva, S.V., and Kıyıcı, B. (1997). “Thermal 

resistance of blast furnace slag high strength concrete cement.” 1st international 

symposium on mineral admixtures in cement, Turkey, Istanbul, 106–117. 

Yogendran, V., Langan, B.W, Haque, M.N., Ward, M.A. (1987) “Silica fume in high 

strength concrete,” ACI Material Journal, 84 (2), 124–129. 

Zhong, W., and Yao, W. (2008). “Influence of damage degree on self-healing of 

concrete.” Construction and Building Materials, 22, 1137-1142. 

Zhou, F.P., Barr, B.I.G., and Lydon, F.D. (1995). “Fracture properties of high strength 

concretes with varying silica fume content and aggregates,” Cement and Concrete 

Research, 25 (3), 543–552. 

 



Dissemination 

Journal Publications 

1. Sahoo KK, Arakha M, Sarkar P, Davis R and Jha S (2016). Enhancement of 

properties of recycled coarse aggregate concrete using bacteria. International 

Journal of Smart and Nano Materials, 7 (1):  22-38, DOI: 

10.1080/19475411.2016.1152322.  

2. Sahoo KK, Sarkar P and Davis R (2016). Behaviour of recycled coarse aggregate 

concrete - age and successive recycling. Journal of the Institution of Engineers 

(India): Series A, 97 (2): 147-154, DOI: 10.1007/s40030-016-0154-2.  

3. Sahoo KK, Sarkar P and Davis R. (2016). Artificial neural networks for prediction 

of compressive strength of recycled aggregate concrete, International Journal of 

Research in Chemical, Metallurgical and Civil Engineering, 3(1): 81-85, DOI: 

10.15242/IJRCMCE.IAE0316414.  

4. Sahoo KK, Sarkar P and Davis R. (accepted). Studies on mechanical properties of 

silica fume concrete designed as per construction practice. Journal of Building 

Chemistry 

5. Sahoo KK, Sathyan AK, Kumari C, Sarkar P and Davis R. (2016). Investigation of 

cement mortar incorporating bacillus sphaericus.” International Journal of Smart 

and Nano Materials, 7 (2): 91-105, DOI: 10.1080/19475411.2016.1205157.  

6. Sahoo KK, Sathyan AK, Sarkar P and Davis R (in press). Improvement of the 

mechanical properties of mortar and concrete using ureolytic bacteria. 

Construction Materials, Proceedings of the Institution of Civil Engineers.  

 

Conference Proceedings 

1. Sahoo KK, Sarkar P and Davis R (2013). Behaviour of recycled aggregate 

concrete, Proceedings of International Conference on Structural Engineering and 

Mechanics, December 20-22, 2013; Rourkela, India.  

2. Sahoo KK, Sarkar P and Davis R (2014). Mechanical properties of recycled coarse 

aggregate, Proceedings of International Conference on Innovative Advancements 

in Engineering and Technology, March 07-08, 2014, Jaipur, India.  

3. Sahoo KK, Sarkar P and Davis R (2014). Effect of superplasticizers on the 

workability and compressive strength of recycled coarse aggregate concrete 

Proceedings of International Conference on Sustainable Civil Infrastructure, 

October 17-18, 2014, New Delhi, India.  

4. Sahoo KK, Sarkar P, Davis R and Bhosale A (2014). Effects of silica fume on 

mechanical properties of concrete” Proceedings of Recent Innovations in Civil 

Engineering and Technology, September 22-23, 2014, Kerala, India.  


